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The Shuttle Mission Guide was designed not
only for your reading enjoyment but also to
provide a quick description of each primary
procedure.

The simulator is broken down into different
segments. Some of these segments will repeat for
each mission. For example, you will go through
exactly the same procedure for launching every
time you launch. Also, you will go through the
same procedure every time you reach orbit and
must then set up the Shuttle for mission
commands. The following will just give you a
quick breakdown of each procedure you must
perform to finish each mission.
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General Procedures

Rollout (Kennedy Only)

The rollout procedure is done automatically as soon as the smulation
is started. By going to an externa view, you will see the Shuttle
riding on the crawler moving toward the launch pad at Kennedy.
Thisis avery long process and will take some time to view as the
crawler travels very dowly. Once the Shuttle has been deposited at
the launch pad, the crawler will smply start traveling back toward
its parked position next the hangar at Kennedy Space Center. If you
would rather just jump directly into the game, return to the main
menu and select a starting position farther into the mission than
rollout. However, if you are a "die hard" smulator fanatic, you are
just going to have to wait 7 hours for the crawler to reach the launch
pad (and no time skipping!)

Launching
Launching Simulation Procedures Start at T - 5 hours.

The external tank will begin automaticaly filling with liquid oxygen
and liquid hydrogen at T - 000:04:30:00.00 and T - 000:02:50:00.00
respectively. These two components will provide the fud for the three
primary Shuttle engines. It is not necessary to issue any commands
during these procedures.

At T - 000:01:50:00.00, the Shuttle astronauts actually enter the
gpace Shuttle through a sde hatch and climb into their respective
seats, thenat T - 1.35 the Shuttle crew will un-stow the check list, or
cue cards and begin manually preparing the Shuttle for the launching
procedures. Again, this process requires no commands from you.

At T - 000:01:30:00.00, you are instructed to begin communication
checks. You will test all channelsincluding air to ground, intercom,
and air to air communication devices. You will have to set each of the
five switches for the right audio from the df position to the t/r or
transmit and recelve position.



At T - 000:01:00:00.00, you are instructed to power up the three front
CRT screens. To do this, amply place each power switch to the
uppermost or on position. Note: each of these screens will require 45
seconds to power up and you will be notified when each screenis

ready for use.

At T - 000:00:50:00.00, you should begin pre-activating the water
boiler. To do this, you must turn on the three boiler power switches
and turn on the three N2 supply switches.

At T - 000:00:30:00.00, the Ground Crew will fdl back away from the
Shuttle and secure the white room.

At T - 000:00:26:00.00, you are instructed to open the cabin vents. It
is mentioned in the ground communications that a klaxon alarm will
sound; however, there is no representation of thisin the simulator.
To open the cabin vents, place both vent isolation and vent position
switches in the open pogition. You will be closing these vents prior to
liftoff.

At T - 000:00:24:00.00, the Commander does communication voice
checks with ground control. To do this, set the xmit icom mode knob
to vox/vox, then turn on communication (air to air, air to ground and
intercom) system switches on the left audio panel.

At T - 000:00:21:00.00, you are requested to close both cabin vent
switches. Just place both cabin vent control switches in the closed
position.

At T - 000:00:20:00.00, you will begin a planned ten minute hold.
Thisisthefirst of such holds that will dlow you to make up time if
you are falling behind a bit in the operations.

Immediately after the ten minute hold at T - 000:00:19:59.00, you will
load the flight plan into the computer. Enter SPEC 99 PRO on the
left keypad. Thiswill now display the current flight trajectory on
CRT#H2.

At T - 000:00:19:00.00, you will enter the following codes on the left
keypad, OPS 101 PRO and then SPEC 104 PRO. Doing thiswill load
the circularize orbit code and display this on CRT#1.

At T - 000:00:16:00.00, Ground Control will inform you to pressurize
the main propulsion system with helium. To accomplish this you
must switch open the sx MPS Helium ISOL valves and place the
Pneumatic Helium Isolation Vave to open.

At T - 000:00:09:00.00, you will begin the second of the two ten
minute holds. If you are still on track with the instructions from
Ground Control, you will be soon burning your way into space.

At T - 000:00:08:59.00, if al systems are still go, you will resume the
countdown and go for the launch. At this time, check to see that the
event timer is set to 0900 and place the event timer switch to the
start position.

At T - 000:00:07:00.00, The crew access arm retracts from the launch-
ing tower. Thisis an automatic sequence and will require no com-
mands from you; however, you have reached the point where you are
dedicated to launch the Shuttle as your only exit is by emergency
procedures.

At T - 000:00:06:00.00, Ground Control will give the command to pre-
start the Auxiliary Power Units. The boilers should already have the
N2 supply on s0 set the Boiler Control Heater switches to position A.
Next, set the APU Fuel Tank Vavesto closed. Now proceed to set
the APU Fuel Pump Vave to df and the APU Auto Shut Down
switches to Enable, and findly set the APU Speed Sdlection switches
to Normal.

At T - 000:00:05:00.00, the APU's should be pre-started and it is now
time to fully start the APU's. To do this, turn the APU Control
switches to df. Place the three Hydraulic Main Pump Pressure to
low, open the APU Fuel Tank Vaves and set the APU Operate switch
to start/run. Next, set the Main Pump Pressure to low, and set the
three Hydraulic Circulating Pumps to df.

At T - 000:00:04:30.00, al external power is shutdown and the
Shuttle will change over to complete internal power. Ground Control
will inform you when all external power links have been shutdown.
All internal systems are now handled by the General Purpose Com-
puters.



At T - 000:00:03:45.00, all aero surfaces are placed in the take off
positions and a hydraulic system check isrun. This all happens
automatically and you will be informed by Ground Control when
these actions are completed.

At T - 000:00:03:00.00, the three main SSME's hydraulically gimbal
to the launch position.

At T - 000:00:02:55.00, the External Tank oxygen vents automatically
close. This begins the liquid oxygen tank pressurization.

At T - 000:00:02:00.00, Ground Control instructs you to set all three
APU's auto shutdown abilities to Inhibit. Thiswill not allow any of
the main APU's to shut down during the actual launch.

At T - 000:00:01:57.00, the External Tank hydrogen vents automati-
cally close. This begins the pressurization of the liquid hydrogen
tank. Thisis the last command you will give the Shuttle before the
actual take off. There are a number of actions that will still need to
be performed, but these will all happen automatically and you will

not be need to perform any vital commands until you are well into the
liftoff stage.

At T - 000:00:00:03.00, the general purpose computers command the
three main engines to start.

At T - 000:00:00:00.00, if the main engine pressure reads higher than
90% the Solid Rocket Boosters are ignited.

At T + 000:00:00:03.00, the Solid Rocket Boosters ignite and you
should read liftoff.

At T + 000:00:00:06.00, you should clear the launch tower and
Ground Control will inform you if all engines appear to be working

properly.

At T + 000:00:00:11.00, after clearing the tower, you will notice the
Shuttle beginning to roll into the heads down position that is common
in al launch procedures. Basically, the Shuttle will roll over with the
External Tank above the Shuttle during its ascent. This procedure is
completely controlled by the on-board computers.

At T + 000:00:00:30.00, the heads down roll should have completed
and Ground Control will check again to make sure everything is
looking good.

At T + 000:00:02:00.00, Ground Control will instruct you to set the
Attitude Direction Indication to give information relative to local
vertical and loca horizontal positions. To do this, set the ADI ATT
switches on both the Commander and Pilot's panelsto LVLH. At the
same time as this happens, the Solid Rocket Boosters will empty and
be separated from the External Tank. The Shuttle will continue on
with the primary thrust coming from the main engines.

At T + 000:00:04:20.00, you reach the point where you can no longer
safely return to the landing site if an emergency occurs. |If something
were to go wrong now, you would either have to gect from the Shuttle
or return to an emergency landing site.

At T + 000:00:06:30:00, the Shuttle will automatically begin a shallow
dive to prepare for the separation of the External Tank.

At T + 000:00:08:30.00, at this time the main engine will shut down
and the External Tank will separate from the Shuttle and fall back
towards earth, burning up in the atmosphere.

This completes the actual launching procedures, from this point
onward you will be preparing the Shuttle for its actual mission and
doing orbital insertion maneuvers.

Initial Orbit Maneuvers

During the Orbital Insertion Maneuvers you will basicaly circularize
your low orhit, and then set up the Shuttle Orbiter for the mission
you will be performing. There are a number of miscellaneous proce-
dures that must be carried out each time the Shuittle first enters
orbit. Once the Shuttleisin orbit, you are ready to begin mission
communications.

Provided bedow are generic misson procedures which can be utilized
for each mission.

At T + 000:00:09:00.00, the orbit insertion burn will prepare and
occur. Thistakes abit of time and is mostly handled by the on-board
computers.



At T + 000:00:10:30.00, you will be required to set both ADI's to the
INTRL setting. Similar to the launching procedure, smply place the
ADI switch to the INTRL setting.

At T + 000:00:11:00.00, you are instructed to Circularize your orbit.
On the left keypad enter SPEC 104 PRO, and then enter ITEM 27
EXEC. Thiswill adjust the OMS burn to a circularized orhit.

At T + 000:00:12:24.00, the OMS-1 Burn will be completed. Ground
Control will inform you of this action.

At T + 000:00:14:30.00, you will begin pos-OMS burn APU shut-
down. You areinstructed to turn to enable the three APU auto shut
down switches. Next, turn the three Boiler Controllers to the of
position and, finaly, set the APU controls to the dff position.

At T + 000:00:15:40.00, Ground Control will now request that you
change the program on the third CRT. You are requested to enter the
following command OPS 105 PRO.

At T + 000:00:16:50.00, Ground Control will now request that you
close the external tank umbilical doors in preparation of opening the
payload bay doors.

At T + 000:00:19:00.00, after the umbilical doors have been closed you
must latch them shut. On the same panel as the door close switches,
select to latch both of the doors.

At T + 000:00:46:34.00, you must do another small CRT program
change. Enter the following command OPS 106-PRO on the keypad.

At T + 000:00:47:00.00, Ground Control will request that you open
the payload bay doors. To do this, enable both system 1 and system 2
power systems and dick on the open switch to start the opening
sequence. Once the doors are fully opened, Ground Control will
inform you that the doors show fully open.

At T + 000:00:48:50.00, because of the large amount of heat that was
built up during the launch procedure, you will now begin preparing to
open the bay radiators. Start by releasing the radiator latches, found
on the same panel as the payload door controls. Now turn on both

left and right System Mechanical Power switches, then select deploy
for both starboard and port latches.
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At T + 000:00:52:00.00, the latches should now be opened you may
deploy both of the cooling radiators. Make sure that both system
power switches are on and then sdect deploy for both starboard and
port radiators. Once both radiators are open, Ground Control will
confirm their position.

At T + 000:00:53:30.00, to findize the orbital procedure, you must
now deploy the KU Band Antenna. On the same panel, position the
KU Antenna switch to the deploy position. Once the Antenna has
been fully deployed, Ground Control will aso confirm its position.

At T + 000:00:55:00.00, with dl of the orbital preparations complete,
Ground Control will now inform you to start the Misson Comms
when you areready. To do this, use the menu system to pull down
the request mission comms under the actions title. When Ground
Control has confirmed that orbital preparations are complete, they
will inform you to get thejob done.

Landing

The landing phase is rarely exactly the same each time. Once you
have requested "Landing Comms', you will go through the same
procedures you went through when preparing the Shuttle for mission
comms, but in reverse. The process of stowing the KU band antenna,
closng and latching the radiators, stowing the RMS arm (if used),
and closng and latching the payload doors, occurs in almost exactly
the reverse order.

After the Orbiter is prepared for the orbital re-entry, you will just
float around the earth until you reach the de-orbit oms burn. When
this happens, the Shuttle will automatically turn and face heads
down toward the earth and the opposite direction it is travelling and
perform the 'dow down' burn. After the burn is complete, the Orbiter
will again, in automatic, turn around facing the direction it is travel -
ling in a dightly nose up attitude for the re-entry. You may want to
gently adjust the pitch and roll so that it is perfectly centered on the
earth.



Soon you will notice an orange glow appearing on the bottom of the
Shuttle and the dark black of space beginning to transform into the
familiar blue sky again. At thistime, the accelerated speed is gener-
ating immense heat in the Shuttle. Itisvital that you maintain the
dlightly nose up attitude through this stage, or you will burn up
during re-entry.

When you finally completely re-enter the atmosphere, you will notice
that your controls have switched from the Reaction Control Jets to
standard aerodynamic controls. Now, locate the landing area with
the aids of the HSI, the HUD, and the SPEC 50 circle down screen
found on CRT#3. Ifthe Horizontal Situation Screen is not loaded on
CRT#3, hold down the ALT key and the keyboard should appear over
the screen. Now click on clear and then on SPEC 50 PRO. Thiswill
show the flight track you want to follow down until you are at a safe
distance to start your final approach.

Around the 20,000 foot mark, start your final approach. Use the F2
HUD screen to follow in on final approach. If you're abit high, use
the air break to dow you down while you descend. As you approach
the runway, make sure you arm your landing gear and keep your
speed up over 300 knots. Now at about 1,000 feet, start your pre-flare
maneuver to sow the Shuttle's speed down. Shortly after, deploy
your landing gear and then at about 100 - 200 feet, perform the final
flare maneuver. You should touch down on the rear wheels first and
then let the nose gently come down to touch the ground as well.

If you need to straighten out the Shuttle as you coast down the
runway, use the , and . keys for steering control. Now to sow down,
press the W key for the wheel breaks and use the = key to apply full
air brakes.

Once you have stopped, the game will a pause a moment allowing you
to view your recent success, and then bring you to the mission de-
briefing/evaluation screen. Cross your fingers and hope that you've
done well.

Tes Flights

Since you are only out in space to test the Space Shuttle, you will not
receive any mission commands during either test flight from Ground
Control. Thus, by requesting mission comms, you will only start the
landing procedures.
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Mission Procedures

Alt 747

This is a simple unpowered test landing for the new Shuttle Com-
mander. The mission will start with the Shuttle piggy-backed on the
747 at 000:00:00:45.00 to 747 separation. Approximately ten seconds
later, you will be notified to turn on the HUD displays. Once thisis
complete, you are on your own. You must manually guide the Shuttle
down to a safe landing. Caution: a stall at this low height would
almost certainly spell disaster so keep your speed up! Also be sureto
arm and deploy your landing gear with the ALT - G commands as
Ground Control will not inform you of this action.

MMU Test Flight

When the Orbiter is prepared for this mission, all you have to do is
release the MMU, move it a short distance away from the Shuttle and
then return it to the Shuttle and finally re-attach the MMU. This all
sounds rather simple. However, space is a very big place and maneu-
vering in 3 dimensions is something humans do not often do. Like
the Shuttle, the MMU can both rotate and translate on three sepa-
rate axis. If you manage to get the MMU moving and rotating on
more than one axis, you will soon understand just how difficult it can
be to move about in space. It is strongly recommended that you
spend some time getting used to moving around in space before
continuing onto more advanced missions. It is also advised that you
make all of your adjustments precise, and on a single axis only.

SatdliteLaunch

This isthe first mission in which the Shuttle crew will perform a
function that is a non-test based maneuver. After the Shuttle is
prepared for the mission, request "Mission Comms" to start the count
down to the satellite launch.

At 000:00:24:00.00, you are instructed to activate the PAM power
system and check the system status. Simply place the PAM system 2
power switch into the norm position and wait for the system to power
up and for the system status check to run.
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At 000:00:20:00.00, the system will have completed the status check.

At 000:00:17:30.00, you are instructed to take manual control of the
Orbiter. To dothis, go to the DAP panel and click on the manual
button.

At 000:00:15:00.00, you are instructed to maneuver the Shuttle into
the correct position for satellite deployment. This operation is a bit
tricky. Youll need to set the ADI instrument to the REF position and
align the three error needles on the nearby ADI instrument. Al-
though accuracy here is important, Ground Control does have the
ability to maneuver the satellite after deployment if the Shuttle is not
in the optimum position.

At 000:00:14:00.00, the spin table is automatically unlocked and the
satellite lifts into the deployment position where it will begin to spin
up to the correct deployment rotation speed.

At 000:00:06:50.00, the spin table and satellite will have achieved the
correct rotational speed.

At 000:00:00:00.00, Ground Control will instruct you to select and
deploy the satellite. This operation consists of placing the Payload
Sdect switch to position 2, and then switching the payload latches
switch to the release position. As soon asthat is done, the satellite
will begin to move away from the Shuttle and provide you with avery
nice external view of the operation’'s completion. After approximately
aminute, the satellite will have achieved a safe distance from the
Shuttle and you may begin the landing procedure.

Launch Hubble Telescope

Thisisthe first mission in which you will use the RMS, or robot arm.
The overdl procedureisto place the Shuttle into orbit. First, lift the
telescope out of the payload bay with the RMS. Next, move the
telescope away from the Shuttle, release the telescope and then move
the Shuttle away from the deployed tel escope.

Hubble Release starts at 000:00:25:00.00

At 000:00:24:55.00, you are requested to sdect the port rms and turn
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on the power. After this has been done, release the RMS from its
stowed position. It will take approximately 8 seconds for the RMS to
be released and then approximately 30 seconds for the RMS to be
deployed into the ready state.

At 000:00:21:00.00, now that the RMS is ready to perform either
automatic or manual operations, it istime to grab the Hubble Tele-
scope. Ground Control will instruct you to move the RMS into the
GRAB position and start the auto grab sequence. This is accom-
plished by placing the RMS MODE knob to auto selection number 3,
and then placing the Auto Sequence switch to proceed.

The onboard computers will automatically move the RMS to a posi-
tion exactly over the grapple point of the Hubble telescope.

At 000:00:17:00.00, the auto sequence will have completed and you
will be instructed to grab the Hubble with the RMSs standard end
effector. To do this, smply pressthe ENTER key on the keyboard.

At 000:00:14:00.00, Ground Control will instruct you to move the
Hubble out of the main payload bay and into a safe position. This
automatic sequence is initiated by setting the RMS MODE knaob to
auto selection number 2 and placing the auto sequence switch to
proceed.

This sequence will lift the Hubble up and out of the Shuttle bay and
leave it resting parallel with the Shuttle bay, a few feet outside of the
bay itsdlf.

At 000:00:10:00.00, the third and fina sequence will be requested
from Ground Control. In this sequence, you will maneuver the
Hubble Telescope to its release position, initiated by placing the rms
mode knob to auto selection number 4 and again placing the auto
sequence switch to proceed. This is a sequence that provides a nice
view of the Hubble Telescope solar panels being deployed as the
telescope nears its release point.

At 000:00:07:00.00, the telescope will have completed its movement
to the release position and you smply have to give the Remote
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Manipulation System - Standard End Effector the command to
release the grapple point by pressing BACKSPACE.

At 000:00:04:00.00, Ground Control will give instructions to place the
Orbiter in manual control and move a safe distance away from the
Hubble Telescope. To do this, go to the Orbital Dap panel and high-
light the manual control selection. Take an external view and very
carefully move the Shuttle away from the telescope using the transla-
tion key commands. If you collide, with the telescope you run a
chance of tearing df the RMS completely so caution hereis vital.

After Ground Control has informed you that you have reached a safe
distance from the Telescope, you may request "Landing Comms'.

Soace Station Solar Pand

Thismisson is very similar to the one described on the previous
page. You will be deploying alarge solar pandl that will in future
missions supply power to a space station. The same procedures will
be fdlowed as in the Hubble Telescope mission with few variances. It
is suggested that you falow the commands from the previous mission
to become more familiar with Shuttle operations as the next two
mission will become exceptionally more difficuilt.

Soace Station Crew Module

In this mission, you will be performing another series of actions to
further the space station program. Using the RMS, you will be
required to attach a crew module to the solar panel that was deployed
in the previous mission.

At 000:00:01:00.00, you are instructed to select the port RMS, supply
power to the RMS, release the RMS latches and deploy the RMS.
This operation is the same as in the two previous missions.

At 000:00:08:00.00, the Auto Grab sequence should be initiated.
Similar to the previous misson, you will select RMS auto mode 3 and
PROCEED with the sequence. Finaly, you will grab the module
when the sequence has completed.

At 000:00:14:00.00, begin the Auto Safe Position sequence. Select
RMS AUTO MODE 2 and proceed with the sequence.

14

AT 000:00:18:00.00, you are informed that you will be rendezvousing
with the solar panel and that you can find the IMU TRACKING data
on CRT #2: If that data is not on screen, use the following command
to bring that CRT onscreen: while holding the ALT key, dick on OPS
104, then on EXEC.

At 000:0019:00.00, you will place the DAP in manual mode. Thiswill
alow you to manually track and translate the Shuttle to the orbiting
Solar Panel. This operation is very difficult. The following is the
quickest way to locate and translate to an aready orbiting satellite.

First df, you have to find that floating metal monster. When you
take over manual control, you are at such a great distance from the
Solar Panel that you will not be able to discern the difference between
a star and the pand itsdf. The best way to locate the satellite is to go
to an externa view and zoom away from the Space Shuttle. While
you are zooming, you will notice one of the simulated starsis not
moving as much as all of the others. That odd-looking star happens
to be the Solar Panel. Now, dign the external view so that the Solar
Panel isin adirect line between you and the Shuttle. Next, zoom
back in toward the Shuttle, making sure you pass by the Solar Panel
during this zoom. If you do not pass by the Solar Panel, you have
placed the Shuttle in between the external view and the Solar Panel
rather than placing the Solar Panel between the external view and
the Shuttle. Smple, isn't it?

Now that you have these dl lined up in a straight line, continue to
zoom right up next to the Space Shuttle, which will be facing in some
random direction. Rotate the Shuttle so that the front windows are
facing directly in the zoom view. You should now be facing directly
towards the orbiting Space Station Solar Panel. Now is an exception-
ally good time to save alogfile.

To begin tranglating toward the Solar Panel, make sure that you are
operating the Forward Rotational Hand Controller by pressing F on
the keyboard. Now, set up the time advance window to advance in
ten second intervals, displaying every ten seconds. Begin the transla-
tion by pressing ALT and = a number of times. Now, you are moving
toward the satellite. Time advance a minute and go back to your
external view, which should still be facing straight into the nose of
the Shuttle, and zoom back out to the Solar Panel. Watch the Solar
Panel for a fev seconds to be sure that it is definitely moving toward
the Shuttle. You may need to re-adjust the view dightly. Zoom back
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into the Shuttle and adjust it also if you have adjusted the external
view. Now go to the HUD display and you should see the Solar Panel
somewhere in that display. Time advance afew more times and, if
necessary, increase your translations speed a few more times. In a
short amount of time, you will begin to notice that the Panel is
getting bigger in the HUD view. You will have to make a few minor
up, down, left and right adjustments to keep on the correct track
towards the Solar Panel. Continue doing this until you begin to get
close to the Solar Panel. Remember, space is a very big place.

When you have decided that you are getting close to the Solar Panel,
you should start slowing down. Begin to fire translationjetsin the
opposite direction (ALT and -). When you are dowly moving toward
the panel, go to the orbital DAP and select VERN. Thiswill give you
finer control of the Shuttle's movements now that you are close to the
Solar Panel.

By examining the Crew Module head closely you will find that one of
the circles has a darker ring around it (Brown in VGA, RED in EGA
and Violet in CGA). Thisisthe connectionjoint. Ifyou also examine
the Solar Panel, you will find a very similar joint on one end of the
Panel.

At this point, you are completely free to move the RMS by manual
controls using the keys [ and ]. These keys will move or rotate which-
ever joint has been selected. If you need to select a different joint on
the RMS, use the CNTL - J command to view and select from the list
of availablejoints (Shoulder, Wrist, Elbow). When finer movements
are required while using the RMS, hold down the ALT key while
pressing the [ ] keys for dow, very fine movements.

Using the manual mode of the RMS, position that dark circle so it can
be easily attached to the Solar Panel without allowing the Solar

Panel to get close to the Shuttle. Now using your Verniajets, trans-
late slowing around until you can line up the twojoints at which time
they will automatically attach themselves together. Once the two
pieces are attached, release the Crew Module and move the Shuttle a
safe distance away from the nearly finished space station. Once the
Shuttle is at a safe distance you have completed the mission. A job
well done. Request Landing Comm's and al that is left is to do now
is land again.

Repair Hubble Tdescope

Soon after the Hubble Telescope was placed in orbit, it was learned
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that there were a few technical problems with its ability to focus. It
was a priority to find a solution to this problem or the company that
developed it would suffer extreme embarrassment. A plan was
created in which a space-walking astronaut would be sent out to the
Hubble Telescope to place a small upgraded electronics box on the
rear section of the telescope. With this piece attached, the Hubble,
although still not fully meeting its design spec, would be able to give
the scientific community an improved view of the universe. You will
now be faced with the challenge of placing this box on the back of the
Hubble - good luck!

After the Shuttle has gone through the orbital insertion maneuvers
and has readied its system for the mission, the MET will start count-
ingup to T + Hubble Repair. Asin the previous mission, you will be
required to locate an orbiting satellite and then manually maneuver
the Shuttle close to it. Once you are close again, switch to the Vernia
jets and maneuver the Shuttle right up next to the Hubble. Now be
very careful that the Shuttle is moving as close as possible to the
Telescope's speed as you do not want the two to collide or move away
from each other when you are using the MMU.

When your satisfied with the positioning of the Shuttle, release the
MMU. You will notice that the MMU has a small triangular electron-
ics box on the front of it. You must place this box on the back (large
end) of the of the Hubble Telescope. Patience is required here, so
take your time moving in toward the Hubble. Use gentle movements
as the MMU can react rather abruptly to rapid input and you can
easily overshoot the position you want to be in. The electronics box
the MMU is carrying will automatically attach when you have the
MMU close enough and at the correct angle relative to the Telescope.

Once you have placed the box on the back of the Telescope, return to
the MMU to the Shuttle and re-attach it to its mounting area in the

Shuttle's payload bay. With that finished, request "Landing Comms"
and have a safe return flight.

Satellite Recovery

In this mission, you will be recovering a satellite by using the RMS
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robot arm rather than using the MMU. When the mission starts, you
should quickly locate the orbiting satellite on an external view. Now,
be prepared to begin the rotational and translational movements
toward the satellite.

At 000:00:00:05.00, Ground Control will tell you to locate the satellite
and then operate the RMS to recover it. However, you will need to
deploy the RMS firgt.

At 000:00:02:00.00, sdlect the PORT RMS, and the power ON

At 000:00:04:00.00, release the port RMS latches.

At 000:00:08:00.00, Deploy the RMS,

At 000:00:10:00.00, place the DAP in MANUAL and begin the
tranglation to the satellite.

Onceyou are close to the satellite, place the DAPin Verniajet mode
and maneuver the Shuttle directly beow the satellite. Place the
satellite right above the open bay doors and use the RMS controls to
grapple the satellite. If after hours of trying this you cannot grapple
the satellite, maneuver the Shuttle so that the satelliteis actualy in
the payload bay and then dose the Orbiter doors. Be sure that the
RMS s not in the way of the doors or they will get stuck.

With that quick solution to this mission, request "Landing Comms’
and return home.

Secret Military Misson

This misson details the operations necessary for deploying a Military
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Spy Satellite. Once the Shuttleis prepared for this mission, you will
need to manually grab and deploy the satellite with the RMS arm.

Releasing Simulation Procedures start at 000:00:25:00.00.

At 000:00:24:55.00, you are again requested to select the port RMS,
activate the power system, release the RMS latches and deploy the
satellite. This process takes a total of approximately 36 seconds to
complete.

Now you may manually move the RMS to the satellite's grapple point
and grab it with the SEE. Itisabit tricky to move the RMS to the
exact location relying on external views only so use the camerasin
the Shuttle bay to gain a more accurate view of the positions of the
RMS arm. Once you have positioned the Standard End Effector at
the satellite's grapple point, press the ENTER key to actually grapple
it. Be patient as it may take a number to tries before you can do this
with ease.

With the satellite in hand, move up and away from the Shuttle and
press the backspace key to release the satellite. Now, be sure the
Shuttle isin manual DAP operations and translate the Shuttle a safe
distance away from the satellite. During this process you may want
to move the RMS arm back down inside the Shuttle's main cargo bay.
Once you are done with this, request "Landing Comms' and continue
through the normal landing segquence.

Instrument Landing:

Very briefly, you will be attempting a smulated landing in heavy
cloud cover. All external views will be black until you are 35 feet
above the ground. Usethe HS to find the runway. Follow the glid
down circle around once, enter final approach and findly, use hud to
view the highlighted runway. Easy.
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Keyboard Controls:

With Numlock Off:

Cursor Up (8 on key pad)
Cursor Down (2 on key pad)
Cursor Left (4 on key pad)
Cursor Right (6 on key pad)

—|'U)>'|'|U(f)><rn

-/=

[l
Return
Delete
Space

Screens.

Keyswith SHIFT held down

Home

from keyboard

PgUp

from keyboard

Cur Up (8 on keypad)

Cur Down (2 on keypad)
Cur Left (4 on keypad)
Cur Right (6 on keypad)
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Pitch Up
Pitch Down
Roll Left
Roll Right

Move Up Across Panel
Move Down Across Panel
Move Left Across Panel
Move Right Across Panel
Use FRONT RHC/THC
Use AFT RHC/THC
Pause

Time Advance

Speed Brake / Throttle
Move selected RMSjoint
Grab payload with RMS
Release payload from RMS
Cycle through overview

Simulates Left Mouse button
Simulates Right Mouse button

Moves Pointer Up
Moves Pointer Down
Moves Pointer Left
Moves Pointer Right

Keyswith ALT held down

P Toggles 'Game Running' icon on/off

1 Reduce movement of RMS 8/10th

Cur Up -Z Translation of Shuttle (Up)

Cur Down +Z Translation of Shuttle (Down)
Cur Left -Y Translation of Shuttle (Left)

Cur Right +Y Translation of Shuttle (Right)

= +X Translation of Shuttle (Forward)

-X Translation of Shuttle (Backward)

Keys on the gandard 101 key keyboerd keypad. (Numlodk off)

+/- Zoom in/ Zoom out external view
Scroll through aft CRT displays

Home Camera Roll Left

End Camera Roll Right

PgUp Camera Pitch Up

PgDn Camera Pitch Down

Ins Camera Yaw Left

Del Camera Yaw Right

Contro Key Sequences.

Control C + Y Cursor On

Control C + N Cursor Off

Control G + A Arm Landing Gear

Control G + D Deploy Landing Gear

Control H + 1 Full Auto Help

Control H + 2 First Simulation

Control H + 3 First Command

Control H + 4 Veteran

Control H + 5 Fully Manual

Control H + 0 Auto Selection

Control J + 1 Activate Shoulder Yaw on RMS
Control J + 2 Activate Shoulder Pitch on RMS
Control J + 3 Activate Elbow Pitch on RMS
Control J + 4 Activate Wrist Pitch on RMS
Control J + 5 Activate Wrist Yaw on RMS
Control J + 6 Activate Wrist Roll on RMS
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Contra Key Sequences. Function Keys
Control L + S Save Log File (Hard Drive Only) No shift/CTRL/alt  SHIFT + ALT +
fl Last panel Select Panel
Control P + F Go to Front Panel f2 Left HUD Right HUD
Control P + A Go to Aft Panel f3 Left window Right Window
Control P + C Go to Center Panel f4  Left AFT Right AFT
Control P + L Go to Léft Panel f5 Left Payload Bay Right Payload Bay
Control P + R Go to Right Panel f6  Inside MMU Release MMU Attach MMU
Control P + O Go to Overhead Panel f7 Mission Control text External Tank View
Control P + M Go to Right-Aft Panel f8 Ground View Sd Ground View Roaming MMU
Control P + N Go to Lower-Aft Panel view
Control P + H Slow Panel Movements f9  CCTVView Crawler View 747 View
Control P + J Speed Panel Movements f10  Roaming Camera Left SRB Camera Right SRB
view
Control Q + Y Quit to Main Menu
Control Q + N Return to Simulation
Control Q + D Quit to DOS (PC) MMU Keys
Control S + T Start time Skip :
Control S + P Start time Skip Pause when finished H g:;[gﬂ ggwn
Control S + C Turn off Comms H Roll L.eft
Control T + T Start Time Advance ‘:3 \F;c;/IV T_Igf?t
T + P Start Time Advance M Yaw Riaht
Pause when finished av Rig
Control W + T Open Time Advance Window ﬁ:: i H +ZZ Egnng:gi:gﬂ EBQNH)
Control W + S Open Time Skip Window Alt + H Y Translation  (Left)
Control W + D Open Time of Day Window . .
; Alt + J +Y Translation  (Right)
Control W + M Open MET Window Alt + B X Translation  (Backward)
Control W + C Open Detail Level Window Alt N M X T |t F q
Control W + G Open Ground View Window ranslation  (Forward)
Control W + H Open Help Level Window
Control W + L Open Log Options Window

22



I dRHC M Line-of Sighy Reference Overhead Line-ai Sight
RHC Use A MU;:' Al RHE lise Reference; Alt AHC Use
ammander and Filot Sense Switch -X Sense Swich -2
Pilch Piteh Pich
@ -t -
r@ I i
X—d e = —x Ly~ e L B
| {
t 1 ‘ 2
Aol 7 Roll 'Il Yaw
|
- T - T
® ®

- —¥ V= X —-Y

Yiw o foll -7

Visualire RHL Mounted an Same

Flane a3 - X Windows
. -
Roll [x) Right Left
Pitch ty) Up Down
Yaw (z) Right Left

Bulkhead

RGA (4) DS . /

Rell

g i
ale

Rate @Lﬂ! | ~ Posili
+¥ b ositive
Pitch Positive 69 ;2:‘; @

L

Axis Positive 0+X Rall
Axis

+Z Yaw

Axis

Some General Notes:

1. Frontvs. Aft RHC/THC controllers. If you notice that the

(631

Shuttle, while in orbit, is responding to your directional inputs
completely backwards to how you think it should respond, you
have probably pressed 'A' at some point by accident. Press the 'F'
key to use the Front RCS controllers.

When awindow is open during the simulation it does not pause
the game. If you are using alog save, and you are going to press
the backspace key, these actions will not only effect the window
you are manipulating but also what is happening in the simula-
tion.

Please note that the x,y,z axis for the Shuttle and the MMU are
probably different than what you thought they would be. How-
ever, they follow NASA guidelines exactly.

Because not all keyboards are 101 key keyboards, some users may
have to experiment with the Numlock key and the cursor keys to
get al of the pitch, roll, and zoom actions of both the cameras and
the actual Shuttle movements.

. Time Skipping vs Time Advancing. If you set up to time skip, you

may only skip in the current direction the clock is counting, (up or
down) which must be specified in the Time Skip window. Time
skipping is similar to time advancing except that while time
skipping, al of the minor actions are performed by the computer.
In time advancing, only time itself is compressed so no actions are
taken by the computer. Example of Time Skipping: Set up a
start position in orbit. Set the Time Skip Window to T + 00:54:55.
Open the MET mission elapsed timer. Now start the Time Skip
function. An'S' should appear in the game running icon. You
will notice that the Shuttle will go through all of the orbit inser-
tion maneuvers automatically, the doors will open, radiators
deploy and etc. When the time skip ends, five seconds later you
will be ready for the mission comms.

Lastly, Virgin Games and Vektor Graphix have put a huge
guantity of time and effort into bringing you this product and we
sincerely hope that you enjoy it. If you are having a particular
problem in a certain area, have suggestions to improve the game
play, or find one of those 'nasty bugs', please let us know so we
can help you around the problem and use your idea to improve
our product line.
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BACKGROUND

Devdoped by The National Aeronautics and Space Administration
[NASA], the Space Shuttleis the world's first re-usable spacecraft
designed to be launched in an upright position, transport cargo into
near Earth Orbit [100 to 217 nautical miles| and return to Earth
landing safely on arunway just like a conventional aircraft.

At launch, thrust is provided by the two Solid Rocket Boosters [SRBS|
and the three Space Shuttle Main Engines [SSMES]. After about two
minutes, the SRBs separate from the External Tank [ET] and fdll
into the ocean to be recovered by specialist rescue teams. After about
eight minutes [MECQO] occurs and, moments afterwards, the ET is
aso separated, thereafter falling into the ocean. In addition to the
main engines there are two Orbital Maneuvering System engines
[OMS] which give the Orbiter the find "kick" into orbit. The OMS s
used to instigate mgor maneuvers while in orbit and aso to perform
the "de-orbit burn™ which dows the Shuttle for re-entry. There is dso
a complex Reaction Control System [RCS], used to control the pitch,
yaw and roll of the vehicle outside the atmosphere. On re-entry, the
RCS is phased out in favor of the conventional eevon and rudder
controls, as the Orbiter glides down to a safe landing.

There are two main launch sites: The Kennedy Space Center in
Florida and Vandenburg Air Force Base in Cdifornia. There are
landing sites at both of these launch sites, as wdl as at Edwards Air
Force Base, Cdifornia and White Sands, New Mexico. And, if the

worst comes to the worst, there are emergency landing sitesin
numerous locations around the world, including Spain and Africa

FOR MORE HELP FROM MISSION CONTROL,
CALL 1-900 28 VIRGIN
24 HOUR ASSISTANCE 750 PER MINUTE
(18 OR OLDER PLEASE).



LOADING SPACE SHUTTLE
THE SMULATOR

IBM Verson

Hard Disk Installation
Insert Disk 1into Drive A:

Type INSTALL then follow the prompts to copy the all the necessary
files to the hard drive. Be sure to select the correct graphics mode,
and sound supports during this procedure.

If you find difficulties while installing be sure that you have approxi-
mately 14 megabytes of free space on your hard drive and at [east
530k of free base memory. If you are still having difficulties contact
Virgin Games technical service and we will be happy to help get you
up and running.

To play Space Shuttle from hard disk, enter the directory in which
you have installed Shuttle and type SHUTTLE.

Floppy Disk Users:

Users wishing to play from disk are recommended to make a backup
of their disks before playing.

To play Space Shuttle from disk, ty )
Note: The Log options are not available to floppy disk users.

Joystick Users:

If you wish to use ajoystick with Space Shuttle the Simulator you
will need to cdibrate it. Thisis done by selecting the calibrate option
in the main menu. If your joystick has not been detected then this
option will not be avallable.

If your joystick is not detected you will need to check al of your
connections and try again. If you are still having problems then
contg?ct Virgin Games Technical Services and we will try to solve the
problem.

AmigaVerson:
Please see the appropriate installation card for the Amiga version.

Atari ST Verson:
Please see the appropriate installation card for the Atari ST version.

pe SHUTTLE at the drive prompt.

Usng the Smulator

INTRODUCTION

@

@

3

4

©

uick Start
This section is intended to show you how to get into the
product quickly so you can have alook around SPACE
SHUTTLE - THE SMULATOR without having to go
through all the set-up procedures. Thisisn't intended to be a
tut%rial in any way and should be used as afirst ook at the
product.

Getting Started
This section is intended to familiarize dyou with the product
and the many different control methods used to operate
SPACE SHUTTLE - THE SMULATOR. Due to the complex-
ity of this product, we fed that it is essential that you read
this section before getting into the game proper, certainly
before attempting any of the main missions. After reading
Getting Started, you should be able to find your way around
vcxgit_r(]jout having to constantly refer to the manual or Mission
uide.

Reference

In this section you'll find al the information necessary to gain
an in-depth understanding of the operations of the Orbiter. It
is intended to be used at those times when you fed confused
or éjon't guite understand what Mission Control is asking you
to do.

Mission Procedures _
In this section you'll find a detailed breskdown of every mgor
action the crew of the Orbiter is required to take during
Launch, Orbit, Re-entry and Landing, giving times, heights,
switches and so on. In SPACE SHUTTLE - THE SMULA-
TOR, not all of these procedures are followed; it is possible to
fly the Orbiter on Manua using the Manual Launch, Manual
Re-entry and Manual Landing procedures outlined in this
section.

Mission Profiles

In this section you'l find a detailed history of the

Shuttle's missions, from the first test flight to the last, tragic
flight of Challenger.
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1. Quick Start Guide

1. Screens, Switches and
Dials - User Interface

Log Delgils WINDOWS
ﬂ || Tointerface with any windows
Lag file save 83?,/25 ?ﬁéegsatmhgt %?Fi)(regance
O Automatic ABORT the Log Save wi ndow, smply
@ Manual move the pointer to the re-

glui red part of the window and
ick the left button.

N ~ To change any datain these
boxes, smply position your cursor in the relevant box, for instance
the User Name box, and overwrite it. To move the cursor to a specific
point in this box use the cursor keys, or, if you wish to erase the
current information, use Back . However, holding the cursor
keys or Backspace key down will not make the cursor move across the
box - you haveto pressit repeatedly to do this.

MOUSE CONTROL

Once in the simulator, you can scroll around your chosen panels
smply by moving the mouse: when the pointer comes to the edge of
the screen, the screen will scroll in that direction.

To move the switches either gp or down, or from left to right, click the
left mouse button for uE, or left, and the right mouse button for down,
or move the mouse to the right. Where a switch has more than two
settings, continue to click the button in the required direction.

Clicking the l&ft and right mouse buttons simultaneously brings up
the menu bar, while clicking them again removesiit.

Finaly, when in the PANEL OVERVIEW view, clicki n(% theright
mouse button scrolls you round the different views, while the left
button selects the one you're currently on.

KEYBOARD CONTROL

To move around the screens, press E to scroll down, X to scroll up,
Sto scrall right and D to scroll [eft.

For those running SPACE SHUTTLE - THE SMULATOR on aPC
without a mouse, the above mouse controls can be emulated by the
keyboard as follows: to operate the switches, use the Shift and Home
keys together to simulate the left mouse button, and Shift and Pg Up
for the right button. Using Shift together with the keypad cursor keys
[2/4,6 & 8] emulates the pointer movement. Thus all mouse functions
described above can be emulated by using these keys.

GAME RUNNING ICON

This appears whenever you're running the simulator, and denotes
that it's in progress. Occasiondly other symbols will flash inside this

icon:

|/|

o Time running

M Message on teleprinter from ground
'S control - press F7 to read .

T Time Skip facility is in operation.

Time Advance facility is In operation.

When you pause the game, whichever of these symbolsis on the
screen at the time will flash.

For full details of these facilities see their respective sections.



2. How to Quick Start

Throughout the following quick start guide, references are made to a
number of menus and windows: this guide is intended for those
people who wish to get up into as quickly as possible, without
messing around with manuals. Full documentation of the various
menuz,I in fact the user interface as awhole, is given later in the
manual.

To get up into space, it is recommended that you first familiarize
ourself with the basic layout of SPACE SHUTTLE - THE SMULA-
OR, and with the essential controls outlined in the Key Control

Section on page 7. You can quick start without doing so, but it should

make the experience more enjoyable. However, to go straight into

launch and watch the Shuttle go into orbit: the quickest way to do
thisis to use the RUNNING DEMO, available under the MAIN

MENU, ORBITER menu. For more details of this demo mode, see

RUNNING DEMO in the MAIN MENU section below.

Once you've seen enough of the demo, _You can quit back to the open-
m%ﬁbeens by pressing ESC, which will take you back to the MAIN

If you want to have some control over events, however, %/ou have to go
to the first misson, which is the test flight from the 747 [see MIS
SIONS, below].

Now select NEXT MISSION from the MISSIONS menu, and you'l
see the text for the first mission. Sdect ACCEPT, if you want to
accept it, and you'l find yoursdlf already in the air, watching the 747,
with the Shuttle on top, just before gparatlo_n. From here on in you
have to glide the Orbiter down to a safe landing. Once this mission is
successfully completed, Eou‘ll be able to select the next mission,
TEST LAUNCH KENNEDY/, which will dlow you to go through the
whole launch procedure.

Before starting the mission, go back to the Game Set Up option, sdlect
Start Position, then select Launch Pad, then dick DONE, and you're
ready to start the misson. Sdect NEXT MISSION from the MAIN
MENU, ski ﬁ past the mission text as before, and you'll find yourself
looking at the Orbiter sitting on the launch pad.

Now you have two options:

1) sit and wait while it goes through the proper pre-launch count-
down, which takes five hours;

2) simply set the SKIP facility [within the WINDOWS menu option -
this can also be done with the ORBITER menu within the MAIN
MENU] to atime just before launch, i.e., T-30 seconds, then select
TIME SKIP from the ACTIONS menu. Next select SKIP within the
ACTIONSMENU, and it will take you to the required point. This
will take time, of course, but the view isworth the wait. The Orbiter
is now about to launch - the rest is up to you! For more details of the
Time Skip feature, see TIME SKIP, below.

KEY CONTROLS
Normal keys (without SHIFT, CTRL or ALT)
CURSOR UP Pitch down
CURSOR DWN Pitch up
CURSOR LFT Roll left
CURSOR RT Rall right

Yaw left

Yaw right
E Move up across panel
X Move down across panel
S Move left across panel
D Move right across panel
F Use front RHC
A Use at RHC
P Pause the game
T Time advance the game
/= Speed Brake/Throttle control
[ ] Move selected  joint
RETURN Grab payload using RMS
DELETE Release grabbed payload
SPACE Moves around panelsin PANEL OVERVIEW.



Keyswith SHIFT held down.

Home Left mouse button

Pg Up Right mouse button

CUR UP Move pointer up

CUR DOWN Move pointer down

CUR LEFT Move pointer left

CUR RIGHT Move pointer right

Keyswith ALT held down.
Toggle "Game running" icon ON/OFF
Slow movement of RMSjoint @ 0.2

CUR UP -Z translate SHUTTLE

CUR DWN +Z translate SHUTTLE

CUR LFT -Y translate SHUTTLE

CUR RT +Y translate SHUTTLE

+X translate SHUTTLE
-X translate SHUTTLE

Keysused on the numeric keypad.

Home
End
Pg Up
Pg Dn
Ins
Del

Scroll through display on Aft CRT
Camera Roall left

Camera Rall right

Camera Pitch up

Camera Pitch down

Camera Yaw left

Camera Yaw right

CONTROL key sequences

Control

Control

Control

C
C

F
F
G
G

Turn the cursor on
Turn the cursor off

Turn sound on
Turn sound off

Arm landing gear
Drop landing gear

or =Zz2< zZz<

Control

Control

Control

Control

Control

Control

Control

Contradl
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Full-on Auto

First Simulation
First Command

V eteran

Fully Manual
Automatic selection

Select Shoulder Yaw
Select Shoulder Pitch
Select Elbow Pitch
Select Wrist Pitch
Select Wrist Yaw
Select Wrist Roll

Save log file

Goto Front panel
Goto Aft panel
Goto center panel
Goto left panel
Goto right panel

Goto overhead panel
Goto right-aft panel

Goto lower-aft panel

Slow down panel movement
(use up to 3 times)

Speed up panel movement

Quit to main menu

Return to simulator
Return to DOS [not Amiga/ST]

Start Time Skip

Start Time Skip and pause
when finished

Turn off Commes.

Time advance
Time advance and pause

Open Time Advance window
Open Time Skip window

Open Time Of Day window
Open MET window

Open Detail Complexity window
Open Ground View window
Open Help Level window

Open Log Options window



FUNCTION keys.

No shift/ctrl/alt SHIFT + ALT+
f1 Lastpanel Sdlect Panel
f2 Let HUD Right HUD
f3 Left window Right Window
f4 Left AFT Right AFT
f5 Left Payload Bay Right Payload Bay
f6 InsdeMMU Release MMU Attach MMU
f7 Misson Control text External Tank View
f8 Ground View Sd Ground View Roaming MMU view
fo9 CCTV View Crawler View 747 View
10 Roaming Camera Left SRB Camera Right SRB view
MMU KEYS
ROTATION
U Pitch up
N Pitch down
H Roll left
J Rall right
B Y aw left
M Y aw right
Translation
ALT+ U Z Tranglate
ALT+ N +Z Trangate
ALT+ H Y Trandate
ALT+ J +Y Translate
ALT+ B X  Trandate
ALT+ M +X Tranglate
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2. Getting Started

MAIN MENU

SPACE SHUTTLE -
THE SIMULATOR is
controlled by two menu
systems, the MAIN
MENU, for all applica-
tions prior to launch,
and the SSIMULATOR
MENU, for all in-flight
operations. For the
latter, see later. Both
menu bars appear at
the top of the screen.

The MAIN MENU
containsinformation that will be useful in familiarizing you with the
Space Shuttle and its systems, and to help you choose the level of
customizing you require, as well as Launch and Landing sites and the
mission details.

|. ORBITER
This first menu option contains four further sub-options:

1. ABOUT SPACE SHUTTLE
fives the publishing and development credits for SPACE
SHUTTLE - THE SMULATOR.

2. RUNNING DEMO

This takes you straight to the launch pad, where you're taken
through atypical mission that demonstrates the many different
functions and aspects of SPACE SHUTTLE - THE SIMULATOR. In
this demo, you'll see the Orbiter launch into orbit and deploy a
satellite. This demo lasts for approximately fifteen minutes and
allows you just to sit back and watch.

To access this demo, first load up the game as detailed above. To by-
pass the loading screen, click the left mouse button [or SPACE BAR].
Next, select RUNNING DEMO from the ORBITER menu at the
openin?lscreen and sit back and watch the Shuttle launch and deploy
its satellite.

11



To quit the demo, press ESC to access the SMULATOR MENU,
select MISC, and then QUIT TO MAIN MENU. This will take you
back to the MAIN MENU.

3. GAME SET UP

WENELNN Log  Info  Sites Missions

Aboyut Vaktar Grafix
About Yirgin Gamas=s

Runnina Demo
Gamz Sztup

This feature alows you to customize the various aspects of the game.
This has six further options within it, which appear in a window
called 'SELECT WINDOW whenever you select ' GAME SET UP'.
From here, by selecting with the mouse and then clicking on the
OPEN icon, you go to the following:

START POSITION

This feature brings up another

D]  Start Position window that allows you to start
either from VAB [VEHICLE
gr"‘s R‘;:‘:“; ASSEMBLY BUILDING]
aunch Fa ROLLOUT, i.e, right from the
Q In Orbit beginning, LAUNCH PAD, IN-
2 Landing ORBIT or LANDING. You click

on the required button, then
remove this second window by
clicking on the box in the top left
hand corner.

letter 'T" in the GAME RUNNING ICON that denotes that the simu-
lator is now in TIME ADVANCE mode. Whilein this mode, the
simulator pauses until it finds the required point. When it has done
so, the letter 'T" will disappear, and you'll be returned to normal real
time. The time advance will stop, however, if a message comes up for
an in flight operation to be carried out [unless the help level is set to
completely automatic of course - see HELP LEVEL, below.]

DISPLAY RATE - This feature allows you to customize the rate at
which the view is updated. For instance, if you typein 10 MINUTES,
then every new frame you'll see will be points ten minutes apart. Of
course, these views wouldn't change at this speed in real time, only
withinthe simulator.

TIMESKIPSET

O] Time SKip Set This differs from TIMER AD-

VANCE, above, only in that it
simply allows you tojump to a

Adiu'anoe e NOr
2 designated point in the mission.

e LU

TIMER ADVANCE a[ Timer Advance

Clicking on TIMER ADVANCE Advance nH - ",'.,,,-,S,-,
first brings another window onto by 06:30:00
the screen, in which are two Display Inn.n 1
options: rate Uy Uy

ADVANCE BY - Thisfeature

allows you to move to any point
in the simulator you want: just
type in the required time. When the simulator is started, you'll see a
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OT+ ®T- Selecting this option brings up
another window, in which a box
marked ADVANCE TO' appears,
set out in hours, minutes and
seconds. Below this are two
icons marked T+' , meaning time
after lift off, and T-', meaning

time before lift of.

To reach a set point in time within the mission, simply select 'T-' or
'T' and type in the required time. The simulator will then time
advance until it has reached this point, skipping through time at a
rule of approximately one minute of simulator time to one second of
real time.

DETAIL COMPLEXITY O] Detail Complexity

M sh
This feature allows you to set the ﬁi h ﬁlﬁ
map and/or the shape complexi- O "9 di O Mg di
ties. In each case, a choice of edium edium

levels is offered. The choice of Olow O Llow
complexities will of course effect Continents Stars

the speed of the simulator. ®on D 0ff ®On QOff

13



[=]| Help Level HELPLEVEL
@ Full-on Auto This sets the level of communications
O First Simulation between you and the computer, with
{ First Command the following choices.
O VYeteran

FULL-ON AUTO
) Full manual contraol FIRST SMULATION

FIRST COMMAND
VETERAN
FULL MANUAL

Thesehelplevelsrangefrom NOVICE to EXPERIENCED VETERAN
with the most guidance offered at the FULL-ON AUTO level.

SET TIME OF DAY O] Set Time of day
o . H M

This brings up awindow of the same ; e

title, inside which are two main Thmfgof 100

boxes, each with timesin hours and Length 0N

minutes, entitled TIME OF DAY’ and of dag |00

'LENGTH OF DAY",

TIME OF DAY dlows you to set the
time of day, based on Eastern Day-
light Time, to whatever you require. This can come in useful, for
example, if you're on the dark sde of the planet trying to retrieve a
satellite - setti n? the time to daylight hours in this instance would be
extremely useful!

LENGTH OF DAY alows you to determine how long a day within the
simulator takes in real time. For example, setting this to one minute,
say, means that the Earth then rotates once a minute, i.e., you'll see
30 seconds of light and 30 seconds of darkness every minute of the
mission.
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4.QUIT
Enables you to exit SPACE SHUTTLE - THE SMULATOR.
NOTE: Pressing ESC whileinthe MAIN MENU aso exitsprogram.

LOG
Orbiter |m %Info Sites  Missions
New Lta

Raload

This menu provides you with many facilities both before, during and
after missions. If you go straight into a mission without creating your
own log, and then use the Log Save option oncein flight, your log will
be saved out as Vektor Graphix Ltd.".

'LOG' contains severa options which enable you to maintain a
Commander'slog:

1 NEW LOG

Engbles you to enter in your name as you're given command of a
Space Shuttle Orbiter for the first time. After you've entered your
name, your log is cleared and all subsequent missons will have their
details logged.

Yau can save your log on auto or manual by pressing the appropriate
button on this panel: auto means that the log is saved automatically,
and manual alows you to save the log at any time you want, using
the in-flight ssimulator menu log save fecility.

Finaly, when you insert your name in the box provided, it is always
done in over-write mode, i.e., whatever you type in will automatically
type over anything that is there already.



2. RELOAD

Enables you to reload a previously saved log from disk. Selecting this
option brings up awindow titled 'SELECT LOG FILE', which con-
tains alist of all previously saved logs. Beneath this are two icons,
ABORT?, which takes you back to the MAIN MENU, and 'LOAD" to
load an old log, simply select the one required from the list and then
press 'LOAD'. Thiswill then take you straight into the selected log. If
amission was in progress at the time the log was saved, then the
mission is continued from that point.

3. INFO
Missions

[Orbiter Log__ﬂﬂ‘fites
Craw Compartmaent

Solid Rockat Boostars
Extzrnal Tank

Mairm Ensincs

Orbital Mancuvaring System
Raaction Control Suystam
fAirlock & Povload Bay
Ramote Manipulator Systaem
Mannaed Manauvaering Unit

This feature gives you information about the Space Shuttle itself,
with a sub-menu containing many of the Orbiter's different aspects
for further on-screen information.

Click on the required section, and a screen of illustrations and infor-
mation comes on screen. At the bottom of these screens are three
icons, in the form of book pages. These alow you to scroll forwards,
backwards, and to return to the MAIN MENU.

= [

More detailed information on these and
other aspects of the Orbiter can be
found in the REFERENCE SECTION.
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4.9 TES

This selection gives you two further options:

LAUNCHSITES

winter Log Info Miszions
Kennady S5pace Centar
La 'u'-:mdenberg Air Forcae Basa

Allows youto seethetwo launch sites, KENNEDY SPACE CENTER,
VANDENBURG AIR FORCE BASE, in a short demo that zooms in
an orbit down to the site in question. To return to the menu screen,
smply press the ESCAPE key.

LANDING SITES

i biter Lag Infa issions
LaunchSite
_ Lunding_ Site

This selection shows the two landing sites, KENNEDY SPACE

CENTER and the primary site, EDWARDS AIR FORCE BASE, inthe
same way as the launch sites, by way of a short demo, which can be
quit in the same way.
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5. MISSIONS

[Orbiter Log Info  Sites

Mext Mission™

AL T (747) Mis sion

Tast Launch (Kaennady)
Taest Launch (Mandenbarg)
Tast flisht for MMU
Satellite Launch

Launch Hubble Telescopa
Spaca Station Solar Panal
Spaca Station Craw Modulz
Rapair Hubbla Telascopa
Satgllite Recovaerg

Sacrat Militarg Mission
Instrumantation Landina

This feature alows you to select which mission you wish to perform.

When you start with a new Commander, the only option available at
the beginning is NEXT MISSION. Selecting this displays the mission
objectives of the next full mission on the screen. Press ' ACCEPT' to
start the mission, or 'ABORT" to cancel. During afull mission, Mis-
son Control will expect you to be familiar enough with the Shuttle to
respond to their commands.

Aswith al the missons in SPACE SHUTTLE - THE SMULATOR,
the first thing you see after selecting this mission is a[g:a%e of mission
text. At the bottom of the page are two buttons: 'ACCEPT", which you
sdlect to start the mission, and ‘ABORT’, which takes you back to the
MAIN MENU. These icons don't appear if you're re-playing a mis-
son.

This first training mission is entitled ALT [747] MISSION, and in it
you'll launch from the back of a 747 tranﬁoort plane near the
glidedope for an unpowered landing at Eawards Air Force Base.

WARNING: on this first test mission, amost all the controls are set
for you when on Full-On Auto. However, the LANDING GEAR isn't

S0 don't forget to put it down! You will also be requested to turn on

the Heads Up Displays.

After completing this first misson, you'll see a screen entitled MIS-
SION OBJECTIVES, which tells you how you fared in the mission.
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When you dick on OK at this screen, you're returned to the Main
menu. Selecting missions again either alows you to run the mission
again, either for fun or because you just falled it, or to continue onto
the next one.

Once a full mission has been successfully completed, its objectives
will be added to the Misson menu so that you can re-attempt a
smilar mission at any time in the future. As you become more experi-
enced as a Commander, Misson Control will select you for more
difficult missions.

For a complete guide to the procedures within these missions, see
'MISSIONS - QUICK REFERENCE'.

SMULATOR MENU

Once you've em-
barked on amis-

3 son, whichever one
3l itis, you now have

gl access to anew

4 menu system that
enables you to reach
pretty well any part
g of the smulator

4 from any other part.

This menu is split into Six categories:

1. ACTIONS

anels Goto Windows Views Miso

Pilots HUD
Commanders HUD

Time Advance

Time Ski

Request Mission Comms
equest Landing Comms |}

This menu alows you access to various primary in-flight commands:
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PILOT'SHUD

With this feature you can turn the Pilot's Heads Up Display on or df
without having to'go to the respective panel.

COMMANDER'SHUD
Does the same as the above for the Commander's HUD.

TIMER ADVANCE
Allows you mouse accessto thisfadlity, offering two further sub-options:

ADVANCE - activates the facility according to the limits you've set
[see WINDOWS, below]

ADVANCE, PAUSE TO NEXT COMMS - activates the timer ad-
vance, but only as far as the next communications from Ground
Control, at which point it resumes the normal countdown.

TIME SKIP

Similar to TIMER ADVANCE, this feature again offers two sub-
options:

SKIP - sets the pre-determined skip facility running [see MAIN
MENU, GAME UP, TIME SKIP above)]

SKIP, PAUSE - skips to the predetermined time, then pauses until
you're ready to continue.

TURN OFF COMMS - doesjust that. But beware, thisisnot for
turning off the teleprinter. | sm(r:] this switch means that you will no
longer get any communications from Ground Control, and therefore
means that ¥ou'|| have no idea of what you're supposed to be doing. It
aso means that you cannot switch them back on again.

REQUEST MISS ON COMMS

All missionswithin SPACE SHUTTLE - THE SMULATOR begin
after T+55 minutes. By this poi nte,(}/.ou'll have successfully launched
the Shuttle into orbit, and prepared it for the mission. Now go to the
ACTION menu, sdect REQUEST MISSION COMMS, and up they'll
come, telling you everything you need to know about the progress of
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the mission. If P/ou select this before you're at the right point in time,
thecommswill tell you you don't need them just yet.

REQUEST LANDING COMMS

Once%/our mission iscorgg(l)ete, you'l beready to returnhome. As

with the mission comms above, go to the ACTION menu, select

REQUEST LANDING COMMS, and they will appear. As above, if
you select them beforetime, you'll betold politely that they'renot

quite necessary yet.

2. PANELS

- . Thisis a quick way for you to get to
the panel you want qwck,I%/ [orto
locate a particular panel if you're not
surewhereit is, of course]."Under
this heading is the following list of
panels:

L ANEL
OVERVI BV PANEL
Thelast of these, OVERVIEWS,
takes you to a series of diagram-
matic representations of the
Orbiter's operating stations. There
are five of these that may be seen
from the Pilot's point of view. Move
the cursor around this and you'll
find that the different panels are
rglghllghted as you go over them.
ick on the required panel with the
left mouse button, and you'll be
taken to it straight away.

Use the right mouse button or

bar to go to the next OVERVI
screen:” Once the last one has been
displayed, it starts again at the
beginning.
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3.GOTO

Thisis similar to 'PANELS above, except that GoT o offers you more
detailed lists of the Orbiter's available Functions. For instance, Pilot's
ll(r)l”strument Power, Anti-Skid Light and so on. The full listis as

ows

[ Actions Panels

Windows Views Misa
Frorgiilots Instrument Qoner
Aft ndirData
Cent| ADI switches
Left| Landing Gear
Righ| €SS buttons
Oveq Pilots HUD power
Commanders HUD pawer
CRT displays
NWS3 Fai lif t

ight

LAnti—Skid Lig

AFT
[ Actions

Panels Mice

Righ| RMS Camera PORT
Oven CCTY camera selects
Righ| RMS Joints

Lowd RMS Pawer

RMS Seleat

Port RMS Latches
Port RMS Depla
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CENTER

[Actions  Ponels Wndous Viewus  Misc
Fr*;:nt

LEFT

CRT Power ONSOF
eftCrtsell3
Riﬁht crtSel 3,2

Oven

Righ| BFC Cri Select

Low

Orbital Dap
SRB Separation
ET Separation

FF

5 Eng Left/dight

S§-Band PM Antenna
Air Data Probes Dpu/Stu |

Air Data Probes Enhibit

[ Actions

Panels

Windows

Views

Misc

Cabin Relief

igay Cabin Yent

Owvef AntiSkid ON/OFF
Righ|Hose Wheel Stee
| Lower—
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RIGHT

[Actions  Panels Windows  Views HMisc

HE Isolation Valves
U Operate

APU Speed Select

HYD Main Pump Press

HYD Cire Pump

APU Cntrl Pur

APU Fuel TK vLV

AP Auto Shut Dawn

APU Fuel

Bailer Cntrl/Hir
ailer Pyr

Boiler N2 Sugply

ET Umbilical Door

LG HYD Isol Valves

OVERHEAD

Windows Views Mise

[Actions ™ Panels

4

GPC Swithes

DEU switches
TACANL1Z =2

AftLeft RCS

Aft Right RCS

Left BCS Crossfeed
Right RCS Crossfeed
Master RCS Crossfeed
OMS Switches

Left Audio

Riaht Audio
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RIGHT AFT

Windows VYiews Misc

l Actions Panels

i yload Bay Doors
Lokt Bay Door Radiators
KU Band Antenna

KU Band Direct Stow

LOWER AFT

[Actions  Panels  [EEIEY Windows Views Misc -
Front

Right
Overhead
Riaht—Aft

Jettison RMS
ettisan KUBand

25



4. WINDOWS

[Actions Panels Goto Views Misc

Time Ady “WT
Time Skip WS
Time of day ~WD
MET

Camplexity  “WC
FixedViews WG
HelpLewvel  “WH
Log Options  ~WL

This allows you access to all the various in-game set up windows
available within the MAIN MENU. These are as follows:

TIME ADV

- see TIMER ADVANCE in MAIN MENU.
TIME SKIP

- see TIME SKIPin MAIN MENU.

TIME OF DAY

- see SET TIME OF DAY in MAIN MENU.

MET

Short for MISSION ELAPSED TIMER, this brings up a window
showing the time elapsed so far on the current mission. This can be
moved to any desired point on the screen simply by clicking and
holding the mouse pointer onto the top of the window and moving it
around. To remove the MET, simply click on the small box in the top
left hand corner of the window.

COMPLEXITY
- see DETAIL COMPLEXITY in MAIN MENU.
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MIXEDVIEWS

Brings up awindow with alist of all the different fixed views avail-
able - note that these are not available once in orbit.

Once you have chosen aview, pressing F8 will select the chosen view
us the default for the F8 key for the rest of your current stay within
SPACE SHUTTLE - THE SIMULATOR.

HELP LEVEL

See HELP LEVEL in MAIN MENU. Note*: Help Levels cannot be
increased once a simulation has been started. Help Levels can only be
reduced during an ongoing simulation.

LOG OPTIONS

Brings up awindow of the same name. The 'AUTO log save time'
feature will alow you to set the time that the log is saved, i.e. every 5
minutes, every 10 minutes and so on. Of course, this only applies if
you choose to have the log saved automatically. At the bottom of the
window are three buttons, 'M', for- MANUAL LOG save, 'A’, for AUTO
LOG save, and 'OK', which quits the window when you've finished
using it. If you wish to save any new configuration, you must use the
OK button - clicking the 'Close Window' button at the top of the box
will simply abandon any changes you might have made.

You will notice that this LOG OPTIONS window is very similar to the
NEW LOG window in the MAIN MENU. This feature will allow you
to set up your log options at any point during SPACE SHUTTLE -
THE SIMULATOR, and, if required, change them again at any other
point.

27



5.VIEWS

6. M1SC [ miscellaneous]

LAotians Panels Goto Windows Views

[Actions  Panels Goto Windows Misc
Comm H Fz
Pilats HUD shF2
Lest F3
Right ShF3

Left Over F+4
RightOver ShF4

Left Aft FS
Right Aft ShFS
Inside MMU Fé
View MMU AltFZ
CCTV Fo

View Crawler ShF9
View 747 ALFQ
Yiew Shuttle F10
Left SRB ShFlo
RightSrRB  AltF10
ViewET ShF7?
TelePrinter  F7

Gives a submenu of al the different viewpoints available. Selecting
any one of them will take you to the viewpoint selected.
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Pause
Log Save
Main Menu
it ta DOS

o
~Lg

~QY

~aD

PAUSE

Pauses the simulator. Press again to unpause .

LOG SAVE

Saves and updates the current log, overwriting any old data.
MAIN MENU

Stops the simulator and returns to the MAIN MENU.

QUIT TO DOS

Stops the simulator and quits to MSDOS [not Amiga/ST].
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Controlsand
| Nstr umentation

This section is split into three main areas - LAUNCH, ON-ORBIT
OPERATIONS and LANDING. Similar to the reference section, any
function that occurs in more than one stage of the mission will be
described in detail in the section in which it's first used.

1. LAUNCH
CRT DISPLAY SYSTEM

LI_:_IIIZ'E/ RIGHT CRT SEL [PANEL C2] - select which CRT the display
Wi e on:

LEFT CRT SEL -  POSITION 1: left keyboard controls left CRT1
POSITION 3: Ieft keyboard controls center CRT3

RIGHT CRT SEL - POSITION 2: right keyboard controls right CRT2
POSITION 3: right keyboard controls center CRT3

LEFT & RIGHT POSITION 3: both keyboards interleaved onto
CRT SEL - center CRT3

CRTL/2/3 POWER ON/STANDBY/OFF [PANEL C2] - supplies power
to the CRTs from the main buses [MNA/B/C]. STANDBY warms the
CRT filament up, while ON supplies full power. The CRT4 switch on
PANEL R12 does the same thing for the aft CRT.

CRT 1/2/3 MAJ FUNC [PANEL C2] - tell the GPC which of the
different software it should be using, whether Guidance, Navigation &
Control [GN&C], Systems Management [ SM] or Payload Bay opera-
tions [PL]. CRT4 has the same switch.

DISPLAY ELECTRONICS UNIT 1/2/3/4 [PANEL O6] - switch to
LOAD to initiate a GPC request for data stored in the mass memory.
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NOTE

1. If you have a CRT selected, then moving to that CRT and pressing
the ALT key will bring up an overlaid window containing the
Orbiter's computer keypad.

2. For the purposes of SPACE SHUTTLE - THE SIMULATOR, the
aft CRT and keyboard won't be functional, with one exception: you
will, by using the + and - keys on your computer keypad, as opposed
to the keypad on PANEL C2 within the simulator, be able to scroll
through and view, but not utilize, all 29 CRT displays used by the
real Shuttle. SPACE SHUTTLE - THE SIMULATOR will only be
using a limited number of the actual displays, primarily those con-

cerned with take-off and landing. We hope to bring a more complete
display system to future versions of the simulator.

GENERAL PURPOSE COMPUTERS [GPCs¢|

- see reference section.

ORBITAL MANEUVERING SYSTEM

see reference section

AUXILIARY POWER UNITS

see reference section

MAIN PROPULSION SYSTEM

- see reference section

SOLID ROCKET BOOSTERS [SRBS|

- see reference section

EXTERNAL TANK

- see reference section
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GUIDANCE, NAVIGATION AND
CONTROL

Altitude  Runway Landing Point
INSTRUMENT LANDING

Heading
Alignment
Circle

When landing the Orbiter and especially when attempting the 'IN-
STRUMENT LANDING' mission in which you must bring the Orbiter
down on instruments alone, there are certain instruments to keep
your eye on. Asfar as SPACE SHUTTLE - THE SIMULATOR is
concerned, the most important instrument to monitor is the SPEC 50
CRT display, asillustrated above.

The SPEC 50 display shows the pilot everything he needs to know
when landing blind. Basically, the large circle displayed on the screen
is the Heading Alignment Circle [HAC], is what you must aim for
when descending. The little symbol nearby is the position of the
Orbiter, and the small circle attached to the large circle is the Run-
way Touchdown Point, which is the optimum point on the runway for
you to touchdown [the end nearest you, basically - the Orbiter needs a
lot of space to land.]

As well as these graphics, there are readouts for Pitch, Roll & Yaw,
as well as Attitude and Speedbrake settings.

To access this display, press SPEC 50 PRO on the keypad [PANEL
C3]. However, when CRT3 isturned on, SPEC 50 is the default

display.

Aside from this, the other instruments to watch are the ADI, to make
sure you're coming in straight; the HSI, to make sure you're nose is
where it should be; the Radar Altimeter, to keep an eye on your
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attitude, and the AVVI, to make sure you're not shedding attitude
too fast. Then there's the AMI, to make sure you're not coming in too
fast, and finally, of course, the Speedbrake, just in case you are
coming in too fast.

For a detailed description of manual instrument landing procedures,
see MISSION PROCEDURES, RE-ENTRY [MM304] and onwards. In

fact, it is a good ideato read this before attempting any kind of
landing procedures.

1 TACAN

Although TACAN is normally used to guide the Orbiter in on Auto, in
SPACE SHUTTLE - THE SIMULATOR you'rejust going to have to
do without and land on manual. For details of the TACAN system,
however, see reference section

2. INSTRUMENTS

AIR DATA SYSTEM

- see reference section

RADAR ALTIMETER

- see reference section
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ATTITUDE DIRECTION INDICATOR

The attitude shown is ol
dete'ml ned by the Attitude Roll Rate Pointer Roll Error Needle
Ret_lli_ll'l L(J)E)tgeA'Dlh- Bug (+ Left), (+ Left)
switch on
PANEL F8. The Locd
Veticd/Loca Hori-  Pien
zon [LVLH] setting & _|
shows the attitude in
relation to Earth. The _,
INRTL setting ShOws  aiude
the attitude in Circle ~—
r%l atlondto the iner- i
tial guidance systems -
and ?s relativeto e
"fixed" items in space
such as stars. The
REF position shows
the attitude relative
to the attitude the
last time the ATT
REF SN'tCh [PANEL Yaw Error Needle
F8] was depressed _ (- et _ (- Lefy
[this is userul for returning to a previous attitude after a maneuver].

‘Pitch
Rate
Pointer
(+Down)

Pitch
Error
Needle
(+Down)

Yaw Rate Pointer

Each ADI has three rate é)d nters which show the Orbiter's roll [top
indicator], pitch [Sde] and yaw [bottom] rates. The ADI RATE
switches control the range of these indicators [full scale deflection at
the HIGH setting indicates 10 degrees per second, MED is 5 deg/sec
and LOW is 1 deg/sec]. The pointers are "fly to" which means that you
have to move the RHC towards the pointer to null the effect. During
maneuvers, the error between the target attitude and the current
attitude is shown by the pitch, roll and yaw needles over the ADI ball.
These needles are "fly to" which means that the correct attitude is
achieved by flﬁln in the direction of the needles until they cross at
the center of the ball.
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HORIZONTAL SITUATION INDICATOR

Compass Card Lubber Line

. ry @ \ & / @ j
Primary Range\ / \ . - Secondary Range

Primary Bearing .,,__’ [3]919]0] 3 (Flag Shown)
@~._PRIMILES SECMILES [®
P fla . - Secondary
owervlag —_ | . Bearing

= Glide Slope

Course Pointer —__|_| Indicator

Course Deviation
Indicator

Course Deviation | |
Flag ——— ]

Secondary Bearing
Reciprocal

— - Primary Bearing

&= .
/ /I Reciprocal

Clide Slope Flag
o)

Bearing Flag S p
(IV7IABAE)

The HSI SELECT switches on PANELS F6 and F8 control the mode
of the associated HSI:;

The MODE switch selects the flight phase: ENTRY, TAEM and
APPROACH. However, for the modt effici in SPACE SHUTTLE
- THE SMULATOR, only one mode is used for al purposes.

The SOURCE switch selects the source which drives the instrument:
TACAN, inertial navigation [NAV] or Microwave scan beam landing
system [MLS).

The Orbiter heading is shown at the top of the compass, read at the
"lubber" line. The Course pointer indicates the direction of the pro-

rammed course. The course deviation indicator is "fly to" and shows
the required track relative to the current Orbiter position. The CDI
flag appears if the indicator display is invalid.

Another "fly to" indicator is the glide sleﬁ)e indicator which shows the
height of the Orbiter relative to the ideal height at that point on the
glidesope. The glidedope indicator is vaid after re-entry until about
1500 feet. It isinvalid when the GS flag shows on the HSI. The
Primary and Secondary bearing pointers show the relative position of
2 programmed bearings and are valid unless the BRG flag appears.
The primary range and secondary range counters show the distance
in nautical miles from a reference source [normally the runway
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during the later st
about 3999 nautic
blackout, and the MLS range is 2

iy

es of the flight]. The maximum TACAN range s
miles, but |sc();enerally not selected until after

nautical miles, usually used once

on the heading alignment cylinder. On initial entry, NAV isthe

normal salection.

ALTITUDE AND VERTICAL VELOCITY INDICATOR

ALT ALT ROR
ACCEL BATE ALT ALT
(3
J— _ﬁ‘
7 7
5 5
w, | | sk
N
] B
2 2
— | v
1x K
so0 | | so0
ago | | 400
0 | | 300
\LOD/ — -
FPS__FT FT
@
3
@ [34v7385A4)

The above indicators are only valid
after the deployment of an air data
probe usi Bg one of the AIR DATA
switches below a speed of Mach 3,
usually occurringjust before landing.
One of two radar altimeters can be
selected using the RADAR ALTM
switch on PANEL F6/F8. For details of
probes, see Air Data Probes.
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ALPHA MACH INDICATOR

ALPHA ACCEL M/VEL EAS

€
®

* Alpha -18 to +60 Degrees

« Acceleration -50 to + 100 Feet per Second2

* Mivel Mach 0 to 4; 4,000 to 27,000 Feet per Second
 Equivalent Airspeed 0 to 500 Knots

* Failure Warning Flags

- Malfunction Within Indicator
- Malfunction in Received Data
- Power Failure (All Flags Appear)

DEG

(2
o
|
n
8

TT T T T
=]
1
P
|
T

)
-
*d
=
=
)
ki
]
=
]

® ®
@ {3AVIIAGAT @J

The Alpha Mach Indicators [AMIs - PANELS F6/8] show four sepa-
rate readings:

ALPHA, shows the vehicle angle of attack relative to the ground,
ACCEL, shows the acceleration or deceleration aong the flight path;
MNEL, shows the velocity either in terms of thousands of feet per
second 886[0 2000 fps, or as a Mach number where Mach number =V
REL /1000;

EAS, shows the velocity as an equivalent airspeed in knots.

Aswith the AV VI, each scae shows an OFF flag if the indicator
malfunctions.
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SURFACE POSITION INDICATORS

- see reference section

RCSCOMMAND LIGHTS

- see reference section

G FORCE METER

- see reference section

HEAD UP DISPLAY
The Commander and Pilot HUDs are enabled by the HUD POWER

switches on PANEL F3. For afull description of the HUD's various
elements, see reference section.

DIGITAL AUTO-PILOT

By switching on the ORBITAL DAP
& w08 [ MAN switch on PANEL C3, the Com-
L EE = mander and Pilot can override the DAP

if they wish to have manual_control or in
acontingency situation. NOTE: The
Orbiter 1s"fly by wire" so even when
under manual control, the manual
commands are still processed by the
computer.

1. SELECT

These two buttons determine the amount of thrust, as well as which
combination of jets to be fired, for any given operation. ‘A’ normally
dlows higher thrusts than 'B'. In SPACE SHUTTLE, we only use
'A'. However, we do alow you to toggle between them even though it
won't alter anything.
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2. AUTO/MAN

Once in MAN you can translate and rotate the Orbiter using the RCS
jets. Whilein AUTO the Orbiter is under computer control: however,
for game purposes, al in orbit maneuvers are performed in manual.

3. NORM/VERN

Vernier jets fire with approximately one quarter the strength of the
Normal jets and are mostly used for fine positioning. Ordinarily if
you're tracking a satellite over alarge distance you should use the
NORM jets and then switch to the VERN jets when you attempt to
grab the satellite with the RMS,

4. TRANSLATION

The term translation means to physically move the Orbiter, for
example, Left, Right, Up and Down etc. The Orbiter can move on 3
axes, X, Y andZ. Smply, X iseither Forwards or Backwards, Y is
Left or Right and Z is Up or Down.

* -

Rolt {xl Right Left
Pitch y) Up Down

Yaw (2) Right Left

Bulkhead

Foll

@Yaw . \@Pashiva
f Rata
<

Pitch Positive
Positive aﬂ( Aol
Axis

+Z Yaw
Axis

There are 9 translational buttons split into 3 columns of 3. Youll
notice that each column is headed with the letters X, Y and Z. HIGH,
NORM and PULSE. NORM results in continuousjet firings, giving
the effect of constantly increasing the relevant translational rate.
When PULSE is selected for any given axis, a single burst
of jet fire is produced with each key press. HIGH has the same effect
as NORM.
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5.ROTATION

The term Rotation means to spin the Orbiter on any axis about its
center. There are 9 rotational buttons split in to 3 columns of 3.
Youll notice that each individual column is headed with the | etters
ROLL, PITCH and YAW. Each column has the buttons DISC RATE
ACCEL and PULSE. Smply, when DISC RATE is selected, jet
firings continue for as long as the key is depressed and will rotate at
no more than arate of 4 degrees per if NORM s selected and
1 degree per second if VERN is selected. When ACCEL is selected,
continuousjet firings are made until the key is released; this hasthe
effect of constantly increasing the relevant rotational rate. When
PULSE is selected for any given axis, asingle burst of jet fireis
produced with each key press.

With both the Rotation and Translation buttons each axis is indepen-
dent of the other so you could have PITCH in PULSE mode while
ROLL isin ACCEL or alternatively you could have X in NORM while
Zisin PULSE.

As you become more experienced at flying the Orbiter you will find
the’DAP very useful.

FURTHER REFERENCE

See dso GPC for flight phases
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ROTATIONAL HAND CONTROLLERS

When the controllers are
enabled by the FLT CNTLR
_ switches on PANEL F6 [Com-
ames*  mander], F8 [Pilot] and A6
[aft], using the RHC will
override automatic mode and
e e pass control to manual mode.
- ; 6 he only exception to thisisin
s = w  the ascent stage where the
ol " gick must be enabled by
oW N v ) pressing the CSS buttons for
Jﬂ‘\ I _ p tch and roll/yaw on PANEL
' 2 [Pilot] or PANEL F4
i : gcllzommander . The AFT
K SENSE switch on PANEL A6
is used to switch the sense of
the aft control stick so that
movements are along the line
of sight of the user, instead of
working backwards, as theé/
would normally appear to do.

Backup Flight
System Engage Switch

&1 Line-of-Sight Rederence Overhead Line ol Sight
RHE Use horward R (e ARy RHC Use Reference; Aft RHC Use
ammarde; and Pdat Sense Switch -X Sense Switeh -2
Pich Pitch Pitch
- T
@ a
rG) |
ipemgde T —
\ I
"
]
floi 2
{
] T
®

- : —x |

+i
| Visuakize AHC Mounied an Same
X Plane as -X Windows
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Upper Observation Windows
— ey

-

,/ AR

-X ¥ Observation
Windows +X

Flight
Deck

Afe Seation Windows

Af1 Sense Switch

SENSE
-2

Aft Sense Switch, Panel A6

If afallureis detected in the Pilot's or Commander's RHC, the red
RHC warning light on PANEL F7 isilluminated.

The guarded button on the RHCs engage the BFS and should only be
used In contingency Situations. however, this won't be an operational
option for users of SPACE SHUTTLE - THE SMULATOR.

SPACE SHUTTLE - THE SMULATOR can accept RHC control
from the keypad/cursor keys. Moving the cursor up/down (8/2) con-
trols movement in the pitch axis. Moving the cursor |eft/right (4/6)
controls roll movement. Unfortunately, computer keyboards aren't as
advanced as the Space Shuttle RHCs, so yaw movement is controlled
by the, . keys. The smulator treats the keypad as an RHC during
ascent, insertion, de-orbit, re-entry and landing [during orbit, it's
treated as a Trandational Hand Controller].
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To switch between the two controllers, press F to access the Front
RHC and A for the Aft RHC.

However, only the two front RHCs will be operable during flight

phases: only during on-orbit maneuvers will you be able to transfer
control to the aft RHC.

TRANSLATIONAL HAND CONTROLLERS

The controllers are enabled by the FLT CNTRL switches on PANEL
F6 [Commander] and A6 [&ft], and for the same reasons as for the
RHCs, the AFT SENSE switch on PANEL A6 is used to switch the
sense of the aft THC.

USER CONTROL

SPACE SHUTTLE - THE SMULATOR can accept THC type control
from the keypad/cursor keys. As with the RHCs [above], moving the
cursor up/down (8/2) controls movement in the pitch axis, moving the
cursor |eft/right (4/6) controls roll movement, and yaw movement is
controlled by the , and . keys. The simulator treats the keypad as a
THC during orbital maneuvers [during ascent, insertion, de-orbit, re-
entry and landing it's treated as an RHC]. As with RHCs, the &ft
THC is only available during on-orbit operations.

RUDDER PEDALS

The rudder pedals are enabled by the FLT CNTRL switches on
PANEL F7 |Commander] and F8 [Pilot].

SPACE SHUTTLE - THE SMULATOR accepts rudder control
using the same , and . keys as for in space [yaw left/right], but won't

be simulating the braking abilities of the rudder pedalsin this
version.

THRUST AND BRAKING

When under control of the GPCs, the SPD BK/THROT button lights
on PANELS F2 and F4 indicate AUTO. To take control of the thrust/
brakes, the Pilot must depress the takeover switch on his thrust
controller and move the lever until its setting matches the last
computer thrust [or brake] setting. Manual control is now attained
and the SPD BK/THROT lights indicate MAN.
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The takeover switch can now be released. Control can be restored to
the computers by pressing the SPD BK/THROT button.

Thrust/sEeed brake control is enabled by the FLT CNTRL switches on
PANEL F7 [Commander] and F8 [Pilot].

The speedbrake /throttle within SPACE SHUTTLE - THE SMULA-
TOR doesn't need to be taken over', asit is permanently available.
Use the -/= keys on the keypad to take control of the throttle or
speedbrake.

BODY FLAP

- see reference section

RHC/PANEL ENABLE/INHIBIT

- see reference section

2. ON-ORBIT MANEUVERS
ORBITER

- see reference section

CREW COMPARTMENT

- seereference section

AIRLOCK

- see reference section.

PAYLOAD BAY
PAYLOAD BAY DOORS

Before you can open the doors, you have to enable the AC motors,
which arelabelled PL BAY DOOR, SYS 1 and SYS 2. The payload
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bay door control switches are located on PANEL R13L. Power is
initiated to the payload bay door power and control systems by
switching the Y DOOR switches to ENABLE and setting the
LATCH TROL OPEN/CLOSE switch to OPEN. Thisthen ini-
tiates the automatic sequences, and the PL BAY DOOR indicator
shows the door status. Procedure timeis 64 seconds, during which the
indicators will be at BARBERPOLE. The closng procedureis the
same in reverse, setting the switch to CLOSE instead of OPEN. The
STOP posdition stops the sequence in progress.

PAYLOAD BAY RADIATORS

Releasing the radiators alows heat to escape from the Orbiter.
Deployment is atwo stage operation, as the radiators are latched
down for sfety reasons. Before releasing the latches you first have to
enable the power. To do this, dick the PL BAY MECH PAVR SYS1
and SYS 2 switches to ENABLE. Only enabling one of them will
halve the speed at which both the latches and the radiators deploy.

Once powered, release the STBD and PORT latches by clicking the
LATCH CONTROL SYSA and SYS B switchesto RELEASE. The
indicators above the switches will now be on BARBERPOLE. When
the latches are released, these indicators will show REL.

To deploy the radiators click the RADIATOR CONTROL SYSA and
[S)Y F’? B switchesto DEPLOY. Once deployed, the indicators will show

MANNED MANEUVERING UNIT

SPACE SHUTTLE - THE SMULATOR dlows you to have full
control over the MMU when one is being carried by the Orbiter.

Once you are in orbit, and you have accessed the Misson Comms, the
MMU is utilized by smply selecting MMU from the VIEWS option, or
by pressing F6. You'll now be transferred inside the unit, without any
worries about any 3 hour pre-breathing operation. Obvioudy, it can't
be used at any time other than in orbit.

Next, Xreﬁs Shift F6, and the unit will unlatch from the cargo bay
wall [Alt F6 re-latches it on returning to the ba;Q. We have assigned
unique keys that control the Rotation and Translation of the MMU.
This way you can control the MMU while viewing it from any other
angle, for example, out of the Aft Payload Bay windows.



PAYLQAD DEPLOYMENT & RESCUE
- s.e MISSIONS, QUICK REFERENCE.

REMOTE MANIPULATOR SYSTEM

In SPACE SHUTTLE - THE SMULATOR, only the port RMS arm
is used, although you still have to sdlect it. To do this, usethe RMS
SELECT switch on PANEL A8L. Next, energize the RMS by using
the RMS POWER switch. For Player Controls, see KEYBOARD
CONTROLS above.

During launch, the arm is latched at the shoulder, but doesn't need to
be relatched for re-entry and landing. The shoulder brace latch is
released once in orbit using the switch on PANEL A8 to release the
arm. This switch must be held over until the associated indicator
turns grey [about 6-9 seconds).

The arm is deployed to its operational rest position after the payload
doors are opened and stowed again before they are closed using the
appropriate DEPLOY/STOW switch on A8L. Deployment and stow-
age take about 34 seconds. The status of the arm is shown by the
indicator above the relevant DEPLOY/STOW switch.

When deployed, the arm must be latched until it's needed for use
using the alg rclp_orl ate LATCH/RELEASE switch. The AFT, MID and
FWD READY FOR LATCH indicators turn grey when the arm is
deploze_d and in pogtion for latching and the LATCH/RELEASE
switch is then activated.

The indicator above the switch changes to LAT whenthe armis
latched.

RMSCAMERAS

The RMS-related CCTV system consists of four camerasin the
@Ioad 3’3’{ all of which can be panned and tilted. However, since
SPACE SHUTTLE - THE SMULATOR only uses the Port RMS arm,
it only uses the two Port cameras.

To sdect, use the RMS PORT switch on the VIDEO INPUT section of

the AFT Panel, then set the RMS CAMERA switch, bdow the AFT
RHC, to either WRIST or ELBOW.
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STANDARD END EFFECTOR

- seereference section

JETTISONING THE ARM

- see reference section

COMMUNICATIONS

KU BAND ANTENNA

DEPLOY [ PANEL R13] - deploys the KU antenna, ensuring that the
payload bays are open first, of course. The indicator above the switch
shows the current status of the antenna. Stowage is the reversal of
deployment - both operations take about 20 seconds.

DIRECT STOW[PANEL R13] - In contingency situations the an-
tenna can be sowed usi en(? this override switch. If this still fails, the
antenna can be jettisoned, using the same routine as for RMS jettison

[ebove], except that the Antennaiis not jettisoned, but merely re-
eased. The Orbiter then must smply maneuver away from It.

CLOSED CIRCUIT TELEVISION SYSTEM [CCTV]

All cameras are linked into monitors on Panel A3, from which you can
select the desired cameras, as wel as pan and tilt them.

The view on Panel A3 isin mono.
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3. LANDING
LANDING GEAR

The landing gear is deployed by the Commander or Pilot pressing
guarded switches ARM and DN on PANEL F6 or F8. The landing
gear status is shown on indicators above these switches. The landing
gear deploy and nose whedl steeri ng? is powered by hydraulic system
1. If thereis a hydrauli rﬁd[or otherﬂ1 allure and the gear fals to start to
deploy, within one seco IEyrotet; nicjets fire to deploy the %ear If
hydraulic system 1 fails, the Orbiter is steered after [anding by
differentia braking on the main gear [powered by hydraulic systems
2 and 3]. Loss of hydraulic systems 1 and 3, or 2 and 3, would result
in aloss of half the braking pressure on each wheel, and would
require an increased braking distance on landing. There is nothing
you can do about it except brake harder and earlier!

The nose whee! is steered either by the GPCs or, in contingency
Situations, by the control stick or rudder é)edal S. The modeis selected
by setting the NWS switch on PANEL L2 to DIRECT. However, the
gssrte whed steering is still effected by failures to the Hydraulic

ems.

3. Reference Section

This section gives a description d, and any n background to
each and every part and function of the Space Shuttle, as used in
SPACE SHUTTLE - THE SMULATOR.

The reference section is split into three mgor activities, LAUNCH,
ON-ORBIT OPERATIONS & LANDING, with each aspect of the
Shuttle being covered under that section for which it has the most
relevance. In the case of an item being equally asimportant to more
than one stage of the Shuttle's activities, we have given the full
description and background, where applicable, in the first such
occurrence.

For easy access to any one part of the Shuttle, refer to the main index
at the back of this manual.

SUMMARY OF PANELS
The controls and instrumentation of the real Space Shuttle are
understandably complex. SPACE SHUTTLE - THE SMULATOR
accurately reproduces the layout and functions of al of the genuine
primary Shuttle controls.
The FLIGHT DECK is split into two main stations:

The FORWARD station, at which are seated the Commander [right]
and the Pilot [left].

The AFT station, from which the RMS is controlled during orbit.
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The instrument panels are labeled according to their position:

F front PANEL

O overhead PANEL

L left PANEL

R right PANEL

C center PANEL

A aft PANEL

M right aft PANEL

N lower aft PANEL

FORWARD PANEL

F2 Commander's control panel - CSSYAUTO buttons,
Speed Brake controls etc.

F3 HUD power, Trim controls

F4 Pilot's control panel - as F2

F6 Commander's main panel - landing gear,
direction/attitude indicators etc.

F7 CRT main panel, pressure gauges

F8 Pilot's main panel - as F6

LEFT PANEL

LI Fire suppression

L2 Nose Whedl Steering , Anti-Skid controls & Life Support

CENTER PANEL

Cc2 Keypads, CRT controls

C3 DAP, SRB/ET Sep, Air Data probe controls etc.

RIGHT PANEL

RI Power Distribution

R2 APU/HydraulicET Umbilical

R4 MPS/Hydraulics

R12  Keypad/CRT, fuel/water

R13L PLB/MMU/KU antenna
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OVERHEAD PANEL

ol GPC status, Press/Temps

03 RCS/OMS Press, Timers

05 Pilot's communications controls

06 GPCs, Star Tracker

07 Tacan, RCS

08 Radar Altimeter, OMS

09 Commander's communications controls
AFT PANEL

A3 CCTV monitors

A4 Timers

A6 Orbital DAP

A7 Video Control, RHC

A8 RMS controls

Al4 RMSArm & KU Antennajettison controls

A full description of all panels used in SPACE SHUTTLE - THE
SIMULATOR can be found with the other indices at the end of this

manual.

1. LAUNCH

WATER SPRAY
BOILERS

These are located in
the aft fuselage of the
Orbiter, and are used
to cool down the power
unit, lube oil and
hydraulic systems
during both the ascent
and de-orbit phases.
There are three boilers
in al, and they store
water in a bellows-type
storage tank pressur-
ized by gaseous nitro-
gen.

Steam Dump
Hydraulic Fluid Nozzle

Bypass Valve Steam Outt @

i r))]l!l}]ﬂ.

Nitrogen Vent
Water Boiler Yent W
/‘ e ater Spray
Lube 0il Orain Bailer
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28k | e, Gaseous
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Lube il Qut
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Nntrogan
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g Shutof
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iz Water Tank
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Water Tank
Fill and Drain

Water Bpiler
Drain

Gaseous
Nstrogen Fill

Gaseous
Nitragen
Regulator

Secondary Controller B
Primary Contraller A

Water Spray Boiler
{One of Three)
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Along with the three APUs and the hydraulic pumps, the water spray
boilers are in operation five minutes before take-off, although the
boilers are pre-activated forty-five minutes before this. One of these
boilers is also opened briefly one day before de-orbit during a flight
control system checkoui.

BOILERN2 SUPPLY 1/2/3 [ PANEL R2] - controls the nitrogen
shut-off valves, which maintain water pressure in the boilers.

APU FUEL/H20 QTY [PANEL F8] - dlows the water quantity of
each boiler to be displayed on the 1/2/3 METERS on the same panel.

1/2/3 [PANEL R2] -

irlé) erates the two boiler controllers. When the relevant switch is at
OSITION A , the A controller for that boiler is powered, and like-
wise for POSITION B. When at OFF, electrical power is removed
from both controllers.

if] operates the electrical heaters when in orbit to prevent water
freeze up in orbit. The heaters apply to the same boilers as do the
power switches, and the access method is aso the same.

1/2/3 [PANEL RZ] - enables [i.e., provide the automatic control
functions for] the relevant controller selected by the previous switch
Labov&bWhen enabled, the ready signal appears on the corresponding

PUHYD READY TO START talkback indicator on PANEL R2, as
long as the following has been actioned: N2 shut-off valve is open,
steam vent nozzle temperature is >130 F, and the h%/draullcf uid by-
pass vaveisin the correct position with regard to the hydraulic fluid
temperature.

FURTHER REFERENCE
See also LANDING GEAR.
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PROBLEMS

As the boilers and heaters are immediately concerned with the
smooth running of the APUs on ascent, you must check to make
certain that they are reading and operating correctly at al times.
Once the pilot has initiated the APU pre-start sequence, he confirms
that the water spray boilers are activated before he does anything
else. At T-5 minutes the pilot starts the three power units by setting
the APU CNTL switchesto START/RUN and checkéggthe hydraulic
pressure gauges for an indication of approximately 600-1000 psi. He
then pressurizes the main pump and looks for approximately 3000 psi
on the gauges. All three hydraulic main pump pressures must be
greater than 2800 ps by T-4 minutes or the automatic launch se-
guencer will abort the launch. This is not something that the pilot can

o anything about, of course, and the Shuttle must then be returned
for a complete check over.

CRT DISPLAY SYSTEM
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The MCDS on the Orbiter crew compartment flight deck allows
onboard monitoring of Orbiter systems, computer software processing
and manual control for flight crew data and software manipulation.
The system is composed of three types of hardware: display electronic
units [DEUS], display units that include the CRTs, and keyboard
units, which together communicate with the GPCs over the display/
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keyboard data bus network [see GPCs, below]. The MCDS provides
amost immediate response to flight crew enquiries through dlsﬂ ays,
graphs, trajectory plots and predictions abouit flight ﬁrogreﬁs The
crew controls the vehicle system operation through the use of key-
boards in conjunction with the display units.

Three keyboards are located on the flight deck: two on the l&ft and
right sides of the flight deck center console [PANEL CZl and one on
the flight deck at the side &ft flight station [PANEL R12]. Depending
on crew requirements and preferences, each of the front keyboards
can communicate with any of the front DEUs: the aft keyboard,
however, is only wired to display on the &t DEU.

PROBLEMS

If the CRTs go, thereislittle the crew can do about it. The likelihood
of al of them going at once is extremely remote, however. The onl
thing the crew can do isto replace ablown CRT with one of the others
- i.e, if one of the front CRTs went, the crew could replace it with the
aft one. This ssimulator is not, for obvious reasons, able to recreate
this emergency.

GENERAL PURPOSE COMPUTERS [GPCs]
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Almost all of the operations carried out by the Space Shuttle are
controlled or overseen by the main computer system. The DPS [Data
Processing System] consists of five General Purpose Computers
[GPCs] connected to the many hundreds of feedback sensors and
actuators throughout the Shuttle. These are each made up of a
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centreglcﬁroc&si ng unit [CPU] and an inf)u_t/output pprocessor RIOP],
and of the five do a different job. All five are IBM AP-101 com-
[?uters, and contain a memory area for storing data and software.
hey are collectlveIY referred to as the Shuttle's Main Memory, into
which are loaded all the flight and operationa information systems.

The system software [or Executive] controls the computer systems
and monitors communication between them. It also supports the user
interface modules to provide interaction with the crew.

The applications software consists of specific modules to manage
navigation and control, etc., at various stages of the mission. Each
mgor module of operations or OPS has a number associated with it:

OPS 1 Ascent

OPS 2 On Orbit

OPS 3 Reentry

OPS 4 Orhit 0|oerati ons

OPS 6 RTLSanded along with OPS 1]
OPS 8 On Orbit Checkout

OPS 9 Computer Utilities

Each mgor OPS dso has a particular CRT display associated with it.

GPCPOWERON/OFF [ PANEL 06] - First of all you havetoturn
the things on. These switches are guarded, as, for one, they control
600 watts of power each, and moreover the GPCs should not be able
to be turned dff inadvertently.

GPC OUTPUT&PANEL 06] - hasthree positions: BACKUP, NOR-
MAL & TERMINATE. BACKUPis onI_Y used for the GPC containing
the BFS, which stops it being used until needed; All switches for
operating GPCs will be set at NORMAL, whereas the GPCs control-
Iln% stems management [i.e., on-orbit operations] will be positioned
at TERMINATE, as they shouldn't be commanding anything during
the flight phases.

MODE [PANEL 06] - three positions: RUN, STBY & HALT. Nor-
mally if these switches are put into HALT in the RUN position, the
Software is Igrecl uded from operating. However, if the switches are
put into STBY, the software can still not be executed, but the GPC is
In a software controlled state. Normal practice is to go from HALT to
STBY and then to RUN, and vice versa, as this givesthe software a
chance to ready and clean itself up.
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ORBITERFLIGHT COMPUTER SOFTWARE - refersto al the
various software commands that are typed in at the relevant moment
by the flight crew.

PROBLEMS

If the main GPC fails, the Shuttle hasits own backup flight system,
or BFS, which isloaded into the GPCs and the mass memory unit. As
it's only concerned with the emergency ascent, insertion into orbit or
de-orbit of the Shuttle, it has a great ded less information stored
withinit. Thus, it takes up onIIy one of the GPCs, (ordinarily No.5),
although any of the GPCs could become a BFS if necessary. Remem-
ber, GPC 5 must be switched on at the pre-launch phase, otherwise
the Shuttle won't take off.

Other than this, however, for the purposes of SPACE SHUTTLE -
THE SMULATOR, the BFS won't be operable.
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E:ﬂ.:ﬁi?&m +  EVENT Time @) J -%/Stern [OMS] is housed
RIGHT_LEFT/kiT_RIGHT 052 ik SEC |n tVVO pOdS, one on e&h
Sde of the aft fuselage.
The OMS contains 23,878
pounds of propellant and
Is able to aeliver 6000
pounds thrust from
nozzles which can be
8|mballed byupto6
egrees. The OMSisfirst
used just after Main
Ené:p ne Cut Off [M E%}]
and External Tank [
separation to boost the
" @) Shuttle into an elliptical
—— Orhit. Thisis cdled
OMS-1. Dependent onthe

_ mission, a second burn
might be needed at the orbit's ee [furthest point] to make it more
circular. Thisis cdled OMS-2. If only one OMS burn is used, thisis
known as 'Direct Insertion’ [into orbit].
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FLTCNTLR RADAR
POWER ALTM
ON ]

The podsdsohouse  {g ° )
the &ft Reaction
Control System
[RCS]. Thereisdso
a forward Reaction

Contrd Systemin
the nose of the craft
in front of the Crew
Compartment. All
together, the RCS
comprises 38 pri-
mary thrusters each
delivering 870
pounds thrust and
gX vernier engines
for fine adjustments,
each delivering 24
pounds.

The RCSisused just
after ET separation
to maneuver the
Orbiter clear of the
tank. The RCSis
aso used throughout
the flight to adjust
the Pitch, Rall and
Yaw of the space
craft, and to counter
movements outside
the range of the OMS
gimballing system.

The OMSisused in ” N
re-entry until theair ' 22— rrrrrr—r e
pressure is such that
the elevons and

rudder can take over.

ILilT[[II[I"I\WTLTIJ]WT)

The hydrogen and oxygen propellants are helium pressurized through
the propellant management system. The propellant management
system is complex and usually controlled by computer. In contingency
sﬂuatrl] ons, the crew can carry out many operations using manu
switches.

The RCS is normally controlled by the Digital AutoPilot [DAF;[ or
manually using the Rotational Hand Controller [RHC] or the Trans-
lational Hand Controller [THC] viathe GPCs.
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& 1he propellant
management
system is complex
and normally

o| computer con-
trolled, aslong as
the switches on
PANEL 08 are set
to GPC. All that
the pilot will
normally be
concerned with
are the propellant
and pressurization
system pressures,
which are shown
on the OMS
PRESS gauges on
@ PANEL F7, and
the fud levels,
shown on the
RCSOMS PRESS
8?ug$ on PANEL

[&)

e
- ©

For full break-

down of the

operation of the

) OMS engines, see
the OMS BURN
sequences under

LAUNCH SEQUENCE within the MISSION PROFILES section at

the end of the manual.
FURTHER REFERENCE

LSJGI\?IEJI!SSD MAIN PROPULSION SYSTEM & AUXILIARY POWER
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LIFE SUPPORT SYSTEM

The Crew compartment is pressurized to 14.7 ps by an 80/20 Nitro-
gen/Oxygen air mix. The system has two separate Oxygen Supplies,
two Nitrogen Supplies plus an emergency Oxygen Supply.

The Air supplies are controlled by switches on PANEL L2. The cabin
pressure and flow rates are shown on gauges on PANEL Ol. If the
cabin pressure fals [or rises] too far, or if an increased Nitrogen or
Oxygen flow is detected [indicati n%a possible leak], the master
alarms go df, the CABIN ATM light on PANEL F/ illuminates and a
klaxon sounds in the crew cabin.

The cabin VENT switches on PANEL L2 are used to vent the cabin to
equalize theinternal pressure with the external pressure. To do o,
set VENT ISOL to CLOSE and VENT to OPEN.

During the countdown [T-lhr 30 ming] the crew compartment is
pressurized to about 16.7 ps to check for leaks.

FURTHER REFERENCE
See EMERGENCY EGRESS.

AUXILIARY POWER UNITS

The Auxiliary Power el P
Unit is a hydrazine- - Herrume
fudled, turbine-driven
power unit that gener-
ates mechanical shaft
Povver to drive ahydrau-
ic pump that produces
pressure for the
Orbiter's hydraulic

Hydraulic
Pump Pad

Gas

system. There arethree  Generator
Auxiliary Power Units

AdPUs]l,_ for the thre;I

ydraulic systems,
housed in the aft fuse- Fam Control
lage, providing the
hydraulic power to
control engine gimbal
actuators, propellant
management control
valves, eevons, rudder,
landing and steering gear and so on.
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il
Filter

&\ Lube Oil In
and Out Ports

Accumulators

Dimensions: 20 Inches Wide, 21.80 Inches Long,
18 Inches Deep



The APUs are readied at about T-9x minutes and started about five
minutes before launch and remain active until after the firss OMS
burn. They are not operated after this first OMS thrusting period
because hydraulic power is no longer required. One of the unitsisre-
activated %am about a day before de-orbit to support checkout of the
t control system - elevons, rudder/speed brake, body flap,

Orbiter flig

and all other Orbiter aerosurfaces.

Panel F8
— APU —
Fuel/H0-Quantity

2 3

& &

@ an 3

Panel F8
- APU -
Fuel/HoO-Quantity

L]
Control CAZ: "7

Control BC2?

- --._{"_“

.

Contral ABT

) x
[ X}
=1
[ S

o

r W Lm/_ Boiler 3
Fu

From Water Spray
Boiler 1
Nitrogen Tank

From
Water Spray
Boiler 2

From
Water Spray

{

i

-

"

-Temperature

¢ - From Water Spray
Boiler 1

Nitrogen Tank
Pressure

nd Water Spray
Boiler 1
Nitrogen Regulated
Pressure

&-From Water Spray
Boiler 1

Water Tank
Temperature

Systems Management

From

Water Spray
Boiler 1

General-Purpose
Computer

Fram
Auxiliary
Pawer Units

Pajel Fa
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Each APU has its own controller. Before starting up the APUs, all the
bailer, hydraulics and fud valves and switches have to be set to their
correct positions. Once this has all been done, the APUs can then be
started up. To do o, first set the APU CNTRL PWR switchesto ON
on PANEL R2. When the APUs are ready to start, the READY TO
START indicators signa gray. Now start the APUs by switching the
APU OPERATE switches to START/RUN. For full details of A
start-up, see MISSION PROFILES at the end of this manual.

The APUs can be run at three speeds: low, normal and high. These
can be set using the APU SPEED SELECT switches. When the APU
AUTO SHUTDOWN switches are at ENABLE, the controllers will
automatically shutdown the APUs if an overspeed [>92880 rpm] or
underspeed [<57600 rpm] condition occurs, lighting the appropriate
light on PANEL F7. Loss of an APU will cause the correspondin
hydraulic systems to become inoperative lighting the HYD PRE
light on PANEL F7.

The APUs can be run in contingency situations outside their toler-
ances by setting the AUTO SHUTDOWN to INHIBIT [PANEL R2]
and setting the APU OPERATE switchesto START ORIDE/RUN. If
the APU oll temperature exceeds 290F the APU TEMP light appears
on PANEL F7. The general APU status can be monitored on the
gauges on PANEL F8.
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MAIN PROPULS ON SYSTEM

Engine
Controller
Cooling
Duct

13.9 Feet
Length

Hydrogen Drain Line
With Insulation

i B

Gimbal Center

Paint

— )
=

=1

1 Pogo DFI Connector
'g Vehicle/Engine
Interface (J 203)

Heat Shield

Engine Controller

Component Oxidizer
Drain Line

Nozzle Inlet
Manifold Feed Duct
With Insulation

" HPOTP Oxidizer Seal
Drain Line
With Insulation

Steam Loop

|

|

)

X Axis
2.8 Feet Diameter

The Main Propulsion
engines [SSMEg], the
ment

sem [MPS consists of the three main
ternal Tank [ET]

the control of hydraulic actuators.

During the launch phase, the MPS is dso assisted by the two Solid

Rockel Boosters, or SRBs [see below].
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_ and a propellant manage-
system. The SSMEs can be gimballed up to 10.5 degrees under

The SSMES can be controlled from 65% to 100% of their rated power
level [100% represents 375,000 pounds thrust at launch] by use of the
SPEED BRAKE/THROTTLE. The engines are controlled by their own
individual computers [caled controllers] recelvm%ésommmds from
the main Shuttle General Purpose Computers [GPCs|.

Controllers and support circuits are enabled by the switches on
PANEL R2.

The hydrogen and oxygen propellants are helium pressurized
through the propellant management system. The propellant manage-
ment system is complex and usually controlled by computer, the
control switches being set to GPC. In emergency situations, usually
aborts, the crew can carry out many operations using manual
switches on PANEL R2. The propellant management system pres-
sures are shown on gauges on PANEL F7.

The Orbiter has three hydraulic systems for providing thrust vector
control and actuating engine valves. The main distribution valves are
controlled by the HYDRAULICS MPSTVC 1, 2 and 3 switches on
PANEL R4. The talkback indicators show OP or CL accordingly.

In emergencies, [and after GPC control has failed] fud can be
dumped by setting the MPS PRPLT DUMP switch on PANEL R2 to
SEQUENCE START.

The HYDRAULIC MPSTVC ISOL valve switches on PANEL R4 are
closed on-orhit to protect against hydraulic leaks.

FURTHER REFERENCE

For controls required for pressurization system, see appropriate
section of MISSION PROFILES.



SOLID ROCKET BOOSTERS [SRBg|

Nozrle and Thiust Vector
Controt System

23

Y’/ 12.4 Feal
Outside Oiameter

SRB-External Teck Attachment Ring,
Aft &vianics and Sway Braces

4 Separation Mators -
22,050 Pounds Thrust Each ra
3

{limensions

kR, 2
Drogue Chute N SRB-External Tank

- Thrust Attachment
) >\ Aate Gyro Assemblis (2]
= . Saparation Avionics, Operational

Forward  FRgAL instrumentation, Recovery
Skirl Avionics and Range Safety Sysiem

Length .......ccouvvene.. 149,16 Fent
Diae1Rr cvcemrenainenn 12,17 Futt

Wase Fairing

The two Solid Rocket Boosters [SRBd] are attached on each side of the
External Tank [ET]. They are each 149.16 feet long and 12.17 feet in
diameter and way about 1,300,000 pounds at launch, including their
load of about 1,100,000 pounds propellant. Each SRB develops
approximately 3,300,000 pounds thrust at launch, providing nearly
three quarters of the Shuttle's initial thrust. The precise direction of
thrust can be adjusted by gimballing the rocket nozzle using actua-
tors powered by two Hydraulic Power Units [HPUS].

SRB ignition takes place at a fraction of a second before launch after
the successful starting of the main engines.

About 2 minutes after launch, 4 separation motors fire to separate
the SRBs from the ET. The SRBs continue to rise after separation to
nearly 220,000 feet before falling to around 15,700 feet when para-
chutes are deployed. The SRBs are recovered from the Ocean approxi-
mately 122 nautical miles from the launch site.
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Separation is controlled by the SRB SEPARATION AUTOMAN
switch on PANEL C3 and the SEP push button. Inthe AUTO position
the GPCs do the separation. To manually jettison the SRBs, select
MAN and press the SEP button.
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EXTERNAL TANK

Propellant Feed,
Prazsurization Lines
and Electrical

Orbiter Aft
Atiachment

Intertank T-0
Umbilical Plate

Liguid Hydrogen Tank

Length 153.8 Feet
Diametar 27 8 Feet

Gross Lift-aff Weight 1.655.600 Pourds
Inert Waighy 66,000 Pounde
Liquid Oxygen Maximum 1,361,936 Pounds
o ] 143,351 Gabons
Liquid Hydragen Maximurn 227,641 Puunds

365,265 Gallang

AN Weights Apgroximare)

The External Tank [ET] contains the liquid hydrogen and liquid
oxygen propellant to fud the main engines during ascent. The ET is
1538 feet long and 27.6 feet in diameter and weighs around
1,655,600 pounds at launch including about 1,589,600 propellant.

The connections go from ET to Orbiter through the ET umbilical
disconnect cavities, areas of the Orbiter's surface that house al the
fud lines and mechanical disconnect systems that maintain the ET/
Orbiter connections.

The ET isjettisoned immediately after Main Engine CutOff [MECQ]
and breaks up in the upper atmaosphere before faling into the ocean.
It is separated from the Orbiter at three structural attach points,
seﬁtare;tlon occurring before orbit insertion, normally under automatic
contral.

Separation is controlled by the ET SEPARATION AUTO/MAN switch
on PANEL C3 and the SEP push button. In the AUTO position the
GPCs do the separation. To manually jettison the ET, select MAN

and press the SEP button.
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NOTE

The ET Umbilica Doors must be closed after ET SEP. Thisis nor-
mdg( done automatically by GPC. Optionaly, or in contingency
conditions, this can be done by the crew: this is done by ensuring that
the ET UMBILICAL DOOR CENTERLINE LATCH switch on
PANEL R2isinthe STO\N;r)ositionz setting the ET UMBILICAL
DOOR LEFT & RIGHT LATCH switches to RELEASE [takes about 6
seconds to unlatch] and setting the ET UMBILICAL DOOR LEFT &
RIGHT DOOR OPEN/OFF/CLOSE switches to CLOSE [takes about
24 seconds]. The latch talkback indicators show LAT or REL and the
door indicators show OP or CL, both showing BARBERPOLE when
the doorg/latches are in transit.

The umbilical doors are normally closed automatically in RTLS
aborts [default position is GPC.

GUIDANCE, NAVIGATION AND CONTROL
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Guidance, Navigation and Control [GNC, or sometimes GN&C] of the
Shuttle is carried out with the su&port of the four main GPCs
or the BFS in contingency situations. GNC has two operating modes:
Automatic mode in which the GPCs effectively fly the computer with
the flight crew selecting the operating sequences via the computer
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keypads, and Manual mode, in which the crew flies the Orbiter using
the Rotational Controller, translational controller, thrust controller
and rudder pedals, etc.

The Orbiter has severd navigation aids which help compute its
position. There are three Inertial Measurement Units [IMUSI,] which
measure changes in the Orbiter's attitude and velocity. The IMUs are
normdlﬁdpaNered up and in operation by the time the crew enter the
Orbiter before launch. The IMUs drift with time and are regularly
recalibrated using the Star Trackers which can fix the Orbiter's
position by angular comparisons to known reference stars. In addi-
tion, the star trackers can be used to give angular information from
the Orbiter to atarget in orbit. The Crewman Optical Alignment
sight is a backup to the Star Trackers.

Information from the IMUs is used to fead the Acceleration and rate
indicators on PANELS F6 and F8.

TACAN

' , Approach and
@ | landing systems use
the ground-based
Tactical Air Naviga-
® " - tion system

: @ | [TACAN], used the
_ world overby
commercial and military aircraft. This system feeds track information
to the direction indicators on PANEL F8 and F6, and is activated by
the OPS programs fed into the coglguter by the crew through the
keypad on PANEL C2 when on GPC. The space Shuttle uses three
TACAN systems for the sake of redundancy, i.e., in case one or more
breaks down. TACAN's maximum range is 400 Nautical Miles [460
Statutory Miles].

With so much computer hardware and software at their disposal, it's
rare for the flight crew of the Shuttle to ever need to touch any
manual dgwd_ance contrals, as the Shuttle can launch, orbit, re-enter
and land entirely under computer control. Regardless, many of the
Shuittle flight crews have still chosen to guide the Orbiter by hand,
most often when landing, at which time the gquidance computers and
displays act much as traditional navigation aids to the Pilot or
Commander.

In contingency, navigation systems can be switched on manually
using the HSI SELECT switches on PANELS F6 & F8.
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TACAN - MANUAL PROCEDURE:

TACAN 1, 2 or 3ANT SEL to AUTO [PANEL 07]
TACAN MODE to GPC [PANEL 07]

HSI SELECT - SOURCE to TACAN [PANEL F6/8]
HSI SELECT - MODE to TAEM [PANEL F6/8]

When the Orbiter has turned onto its find leg for landing, it can be
guided by a Microwave Scan beam Landing System [MSBLY]. This
system feeds the track and glidedope indicators on PANELS F6 and
F8. The Orbiter dso has two radar altimeters on board which feed
information to the Altitude indicator on PANELS F6 and F8.

FURTHER REFERENCE

For further details of landing procedures, see dso MISSION PROCE-
DURES, RE-ENTRY [MM304] onwards.

2. INSTRUMENTS

The main Guidance and Navigation instruments, detailed below, are

al located on the Commander's and Pilot's main PANELS [F6 and
I[:8]. T]he Commander and Pilot dso each have a Head Up Display
HUD

AIR DATA SYSTEM

|- Dual Depley
Sritchs.
Directwon ol
Rirflowr
Beicy
Direttion

| -~Actuater \

. Prate Mount
Y Poate
-
{

|~ Dusl Stow
Switches

™ Orblber
S

Righl A Dala Probe Top Yiew, HiH roloyed
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The air data system provides information on the movement and
position of the Orbiter in relation to the air masses around it, and
relates this information to the AMIs, the AVVIs and the CRTs. For
information on these displays, see the relevant sections.

This datais collected by the AIR DATA PROBES, positioned on the
left and right of the Orbiter's nose section. The AIR DATA PROBES
are deployed OEQ/ during the fina descent stages when the Orbiter's
velocity drops bdow Mach 3.

Each probe is independently onée%/?}/ two AC motors, and is
controlled by its AIR DATA PROB ITCH [PANEL C3]. To deploy
the probes, the LEFT & RIGHT SWITCHES are positioned to DE-
PLOY. If the Air Data Probe Hesaters are required, the switch is set to
DEPLOY/HEAT. When the probe is deployeq, taking 15 seconds with
both motors, 30 with one.

To sow the heaters, normally only done when the Orbiter is on the
round, the AIR DATA PROBE STOW LEFT & RIGHT SWITCHES
E@ONEL C3] are switched to ENABLE, then the AIR DATA PROBE
ITCHES are switched to STOW, stowi ngBthe probes. If the AIR
DATA PROBE STOW switch is set at INHIBIT, the probes cannot be
sowed as the AC motor circuits are disabled, thus saving the
microswitches.

PROBLEMS

The only problem comes when neither of the probes work - this means
that none of the descent-related switches mentioned above, and
detailed below, will work either, showing ared flag across them. If
this occurs, which it has never done so far, then the pilot has no
choice but to guide the Orbiter into land as best he can.
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RADAR ALTIMETER

The Space Shuttle's two radar atimeters measure the absolute
distance from the Orbiter to the ground, and enable the instruments
to show not only the ground immediately below, but any features,
diffs mountains etc., to the front or &ft, or to either sde of the craft.
The two systems can operate independently of each other, but if they
are used to%ether, they present to the instruments an averaged
reading of the terrain below.

This facility is available at any altitude from zero to 5000 ft., but has
atendency not to work if the Orbiter is pitching or rolling to greatly.

The Radar Altimeter can be accessed by either the commander or the
pilot, for display on their respective AVVI. The commander uses
RADAR ALTM 12 SWITCH [PANEL F7], and the pilot's being on
PANEL F8. However, before the altimeter can be used, the power to
the switches must first be switched on, using the RADAR ALTIM-
KTER ON/OFF 122 SWITCH [PANEL 08].

PROBLEMS

The Radar Altimeter gauge will show ared df flag if there is aloss of
power, loss of lock, bad data or three communications faults. In this
case, the Radar Altimeter won't work, and the crew have to rely upon
their remaining instruments, and in aworst case scenario, on their

judgement.
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ATTITUDE DIRECTION INDICATOR

Roll
Attiude
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The Attitude Direction
Indicators [ADIg], the
uppermost of the two
indicators on PANELS F6
& F8, are active through-
out the mission. Thereis
an Aft ADI on PANEL Al
active during the orbit
phase. The instrument is

- nowny SIMilar to the artificial

horizon found in a conven-
tional aircraft, and shows
, the Orbiter's attitude.

HORIZONTAL STUATION INDICATOR

The Horizontal Situation Indicators [HSIs11
active during re-entry and landing [and R

, beneath the ADIs, are
LS]. The HSIs show the

Orbiter's direction and position relative to the required track and

glidedope.
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ALTITUDE AND VERTICAL VELOCITY INDICATOR
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The Altitude and Vertica Veocity
Indicators [AVVIs - PANELS F6/8] show
the vertical acceleration [ALT ACCEL],
the vertical velocity [ALT RATE], the
atitude as given by abarometric atim-
eter [ALT], and the altitude as given by a
radar altimeter [RDR ALT].

PROBLEMS

An RA OFF FLAG comes across the RDR
ALT gauge under certain circumstances:

1] RA ON/OFF switch on PANEL O8is
turned df;

2] loss of power due to too much pitch
and/or rall

3] loss of power dueto bad data

To rectify, correct whichever contingency
has gone wrong.

The source of information for the AMI is
either from the navigation software or

from left or right Air Data Probes, as determined by the setting of the
AIR DATA switches on PANEL F6. The two units are driven indepen-
dently, but can have the same information displayed on both, or not,

as the case may be.
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SURFACE POSITION INDICATORS

The Surface Position Indicators (g 3
[SPIs- PANEL F7], active during ECEVONS 0ET — wany - P
entry [and RTLS], show the
actual and commanded settings of
the Orbiter air surfaces: rudder,
aileron, elevons and body flaps.
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These indicators [PANEL F6], active during entry and RTLS, illumi-
nate to show when the RCSjets for pitch, roll and yaw are being used
or when the air surfaces are imparting similar effects to the Orbiter.
Once the respective dynamic pressures are achieved [10 ps for Rall
jets, 20 for Pitch: yaw lights continue to function until Mach 1], the
lights are not used again until dynamic pressure reaches 50 pd. At
this point, both Pitch and Rall lights assume a new function, illumi-
nating whenever the devon surface drive rate exceeds 20 degrees per
second [or 10 if only one hydraulic
system is |eft].

RCSCOMMAND LIGHTS

G FORCE METER

This gauge, located on PANEL F7,
shows the G forces acting on the
Shuttle and crew.
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HEAD UP DISPLAY

Guidance Triangle

The Heads Up Displays [HUDs] work in a similar way to those on
modern jet planes, conveying crucial instrument readings to the Pilot
so that he doesn't have to look down at the instrument panels during
the final approach.

DIGITAL AUTO-PILOT

The Shuttle is normally controlled almost entirely by the four main
GPCs from a combination of pre-programed sequences. Some of these
sequences are activated automatically, while some are controlled by
the crew viathe keypads. The heart of the flight control softwareis
the DIGITAL AUTOPILOT [DAP]. During the ascent phase [OPS 1]
The DAP will normally control engine throttle and vector transitions,
SRB and ET separation, MECO and orbit insertion. RTLS control
[OPS 6] is available as an overlay to OPS 1 asthere would not be
enough time to load OPS 6 separately. During the main mission
[orbit] phase [OPS 2], the DAP controls the RCS engines as required
to maintain orbit regularity and Shuttle attitude and to adjust the
orbit to rendezvous with targets. During the Re-entry phase [OPS 3],
the DAP controls the de-orbit burn, re-entry attitude and speed
control, and landing.

By switching on the ORBITAL DAP MAN switch on PANEL C3, the
Commander and Pilot can override the DAP if they wish to have
manual control or in a contingency situation. Note that the Orbiter is
"fly by wire" so even when under manual control, the manual com-
mands are still processed by the computer.
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ROTATIONAL HAND CONTROLLERS
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There are three Rotational Hand Controllers [RHCs], one each at the
Commander's and Pilot's stations, and one at the &ft station. The
action of the controllers depends on the phase of the mission. During
the ascent stage, the RHCs gimbal| the Es and SRB engines. For
orbit insertion and de-orbit, they gimball the OMS engines and
control thrusting of the RCS engines. While in orbit they control the
RCS engine thrusting. During the first part of re-entry they control
RCS thrusting and, later on, the eevon positions. During orbit, the
control is 3 axis [pitch, roll and yaw]. During ascent, re-entry and
landing the control is only 2 axis [pitch and roll].

RHC/PANEL ENABLE/INHIBIT

In order to be able to manually control the movements of the Shuttle
\glr_llll&under nominal GPC conitrol, the crew must first switch on their

Switch the RHC/PANEL switch from INHIBIT, wherein no RHC
commands will effect the Shuttle, to ENABLE, where they will. Both
the commander and pilot can enable their RHCs, and as a failsafe, if
they pull in opposite directions, any such contrary instructions will
cance each other out.
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TRANSLATIONS HAND CONTROLLERS

Switch Assemblies
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There are two Translational Hand Controllers [THCg]. Oneis at the
Commanders station and the other is at the &t station. The
Commander's THC is active during orbit insertion, orbit and de-orbit.
The aft THC is only active during orbit. The THCs are used to control
the RCS engines [this is independent of the push button controls on
PANELS C3 and A6].

RUDDER PEDALS

The Commander and Pilot have aircraft-style rudder pedals which
control the Orbiter in the Yaw axis during flight within the atmo-
sphere. Furthermore, the pedas aso operate the nose whed steering,
while depressing the top of the pedals provides braking to both the
main and the nose whesls.
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THRUST AND BRAKING

The Commander and Pilot each have speed brake and thrust control-
lers which alow them to control thrust during the ascent stage [by
varying the thrust from the main engines] and airspeed during
landing [by opening and closing the tail speed brake].

BODY FLAP

There are two body flap switches, one for the commander on PANEL
L2, and one for the pilot on PANEL C3. The switches alow the crew
to move the body flaps manually either for SSVMIE thermal protection
or reducing elevon deflections during entry phase. Each switch is
spring-loaded to return to the center position, and the other positions
are momentary ones. For example, the crew have to hold the switch
in position to move the body flaps up or down.

To release the switch from automatic, Smply move it to either UP or
DOWN positions: while in manual, the white light at the bottom of
the BODY FLAP MAN/AUTO switch on PANEL F2/4 will beillumi-
nated. To return it to auto, press this BODY FLAP switch and the
auto light will illuminate.
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2. ON-ORBIT MANEUVERS

All of the mgjor GNC tasks are carried out once in orbit under the
OPS 2 software. Thisis subdivided into the "orbit coast”, MM201, in
which the mgjority of orbital tasks are carried out including attitude
adj ustargents, and the "maneuver/execute” in which OMS translations
are made.

Before de-orbit, OPS 8 [MM801] can be used to checkout al systems,
including the gimballing of engine nozzles, movement of aero sur-
faces, checking of valves and hydraulic systems, and instrumentation.

ORBITER

The Space Shuttle Orbiters, of which there have been 5 [Enterprise,
Columbia, Challenger, Atlantis and Discovery] have atypica length
of 122.2 feet and wingspan of 78.06 fedt.

The pressurized crew compartment is in the forward fusdage just
behind forward Reaction Control System [RCS]. The main of the
Orbiter is taken up by the payload bay, which is 60 feet long.

The rear of the Orbiter houses the Shuttle Main Engines
[SSMES], and the Orbital Maneuvering System [OMS], as well asthe
at RCS pods.

The Orbiter structure is built mainly of aluminium aloy covered with
the now-legendary re-usable insulation tiles.

FURTHER REFERENCE

For more details, see individual sections.
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CREW COMPARTMENT

The Crew compartment is a sealed pressure-tight three level cabin of
about 2325 cubic fedt. It is mounted inside the forward fusdlage at the
front of the Orbiter. Entry to the Orbiter is throu%h the side hatch to
the mid deck, or the airlock to the payload bay. The side hatch can be
jettisoned in emergencies.

The compartment would normally accommodate four crew members

on the flight deck and up to four on the mid-deck. A further two crew
members could be carried in emergency conditions. The lower tier of

the compartment serves as an equipment bay.

The flight deck contains all of the craft's flight and payload controls
and instrumentation.

AIRLOCK
et for- e B The Airlock is
Airlack Circulation When Not in Use located in the mid-
7,385 > r , deck of the crew
Duct Interface P jz" 518 \d A Compartment
Air Revitalization 1+ I H“iml;:::i;:mfaw H"‘ Ieaﬂ ng tO the .
System ——c System: = payl oad bay It will
—_ accommodate two

r=—X, 576 t=—X, 576
Airlack = in Payload Bay

Circulation
Duct in Use Airlock — In Labin

{On Orbit)

astronauts suited in
Extra-vehicular
Mobility Units
[EMUs]. Airlock
ressurization can
controlled from
the mid-deck or
from inside the
airlock itself. EMUs
Prowde life support
Circulation Duct Ol" up to 7 hOUI‘S
Rty with athirty minute
emergency backup.

Duct Diffuser Cap
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PAYLOAD BAY

« Payload Bay Door Drive System
Opens/Closes Payload Bay Doors
* Payload Bay Door Latch System
Locks Payload Bay Doors
Payload Bay Door Drive (Typical)

« Radiator Deployment System
Deploys/Retracts Radiators

* Radiator Latch System
Locks/Supports Radiators

Payload Bay Door Latch (Typical)

Radiator Deploy and Latch (Typical)

The Payload Bay is apdproxi mately 60 feet long. The doors provide a
fairly airtight seal and protection to payloads during ascent and
return. Once in orbit, the payload bay doors are opened to dlow the
environmental control radiators to be deployed to disperse heat.

Normally, the control sequence for opening and closing the payload
bay door bulkhead latches, centerline latches and payload bay doors
is through the Orbiter's keypad, using pre-determined programs to
open and/or close the doors in sequence.

In a contingency, however, they can be Of)_ened and closed by indi-
Ist

vidual commands on the keypad: for full list of keypad activities, see
GPC, above.
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REMOTE MANIPULATOR SYSTEM

Wrist Yaw  Wrist CCTV
Joint  and  tight  Standard

Elbow CCTV/ End Effector
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"
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MPM = Manipulator Positioning Mechanism
MRL = Manipulator Retention Latch

Note: RMS Jettison Interface Is at Base
of MRU on Longeron.

The Remote Manipulator System [RMS] main component is the

manipulator arm which can either maneuver a payload from the

payload bay for deployment, or capture and retrieve a free-flying

ngct: not all payloads need the RMS for deployment or retrieval,
owever.

The manipulator arm is
installed on |eft sSide of the

ayload bay and is connected
to a control panel and rota-
tional and translational
controllers at the flight deck
aft station. Normally, the arm
is controlled by one crew
member [ooking through the
aft windows assisted by a
second crew member control-
ling the closed circuit moni-
tors.

The manipulator arm is 50.25
feet long and 15 inchesin
diameter and weighs 905

pounds. It has six joints, giving
It Sx degrees of freedom. Its

joints are roughly equivalent an e
to humanjoints with a shoul- IR NC 8
der, [yaw and pitch], ebow S
[pitch], and wrist [roll, yaw BT -

and pitch]. At the end of the
arm is the "end effector”, used
to grab the payloads.

The arm is normally installed on the |eft [zport] of the payload bay but
ran be installed on the right [starboard]: 2 arms can be installed if
necessary but only one can be controlled at atime.

STANDARD END EFFECTOR

The Standard End Effector is the RMSs equivalent of ahand. Itisa
hollow canister containing three cables which act as a snare to
payloads which have specia grapple fittings.

The End Effector snare mechanism can be "extended" to the open end
of the canister, rotated and "closed" to capture the payload and/or
withdrawn to "rigidize" the payload. The indicators on PANEL A8U
show the status of the End Effector. The snare mechanism is opened
or closed by the capture/release button on the &ft rotational control-
ler. Dependent on the MODE switch, the snare can be made rigid
automatically once the snare has been closed or manually by use of
the MAN TR switch.

The arm can be controlled with prejprogrammed computer instructions
by setting the rotary MODE switch on PANEL A8U to Auto 1,234 or
OPR CMD, and pressing ENTER. The pre-programmed operations
are then carried out.

Pre-programmed operations can be started, interrupted and restarted
by momentary use of the AUTOSEQ PROCEED/STOP switch., or
manually by usi ng?]the [ and ] keys on your keyboard. Using these in
conjunction with the ALT key movesit in fine steps.

Alternatively, the arm can be controlled by setting the rotary control
to SINGLE, pressing ENTER, and then controlling the joint indicated
on the JOINT rotary switch using the SNGLE/DIRECT DRIVE +-
switch. The DIRECT setting is a contingency mode which by-passes
the computer intervention which normally ensures "within limit"
control of the arm. The RMS status is shown on the CRT and the
illuminated indicators on PANEL A8U.

The BACKUP panel is a downgraded control system to use if the
primary circuits have failed. It is activated by setting the RMS
POWER switch on Panel A8L to BACKUP. The payload can be
released in emergency by use of the Backup PAYLOAD RELEASE
switch on PANEL A8U. In the event of an emergency, in which the
RMS arm cannot be stowed, and thus the Payload Bay Doors cannot
be closed, the RMS arm can bejettisoned. There are four separate
points on the arm, and all of them are jettisoned individually, using
the switches on Panel A14.
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JETTISONING THE ARM

Torelease the arm, first position the RMS JETT DEADFACE
SWITCH to DEADFACE in order to kill the eectronics in the reten-
tion latches. Then position the relevant PYRO RMS ARM SWITCH to
GUILLOTINE, arming thejettison circuits. Positioning the RMS
JETT SWITCH to GUILLOTINE cuts throu%h the wire bundlesin
the arm. Then position the two switchesto JETT, and the correspond-
ing arm shoulder joint is jettisoned.

Findly, position the PYRO RETENTION LATCHES AFT, MID, FWD
SWITCHES to GUILLOTINE and then to JETT, and the respective
retention latches are aso jettisoned.

Except in the case of those using the Payload Assist Module [PAM],
Payloads are normaly latched into the payload bay itsdlf. The pay-
oads are unlatched by using the PL SELECT rotary switch on
PANEL A6 [Numbered 1-5, each number relati ngto a é)agggdé and
releasing the latches using the well-named LATCH REL

switch. Theindi cat%rd[one of three] above the switch shows LAT when
the payload is latched and REL when the latches are fully released.
Latching or unlatchi gg a ﬁayload takes about 30 seconds. A captured
payload can be latched when the ABC indicators show gray.

MANNED MANEUVERING UNIT

The MMU [Manned Maneuvering Unit] is used for occasions when
objects to be retrieved are out of reach of anormal tether and the
astronaut has to leave the safety of the Orbiter to float free in space.

First of al, the astronauts must don their suits. Thislong and
laborious affair involves a 3 hour ‘pre-breathing' period in which the
nitrogen in the astronauts' blood streams is purged by breathing pure
oxygen from the space suit's life support systems.

This counteracts the effects of dysbarism, or the "bends’, when the
astronaut goes into the pressurel ess environment of space.

Oncein their suits, the astronauts go through the airlock into the
Payload Bay, and attach themselves to the MMU stowed there. Itisa
sort of Backpack with arm rests, as seen in all the best science fiction
movies. The astronaut latches the hard MAIN MENU back of his
gpace suit to the MMU, disconnects the tether, unclamps the MMU
from its location on the Bay wall, and then propels himself out into
gpace by using the hand controls at the end of each armrest. These
control any or al of the 24 thrusters around the MMU that fire bursts
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of nitrogen in the required direction, giving the astronaut full rota-
tiond or translational movement.

It isthen smply a question of maneuvering the MMU to the satellite
or whatever that has to be recovered, grabbing hold of it and pulling
it back to the cargo bay.

In the unlikely event of the MMU's thrusters failing, the Orbiter can
be maneuvered to within a short distance of the astronaut, who is
then 'retrieved’ by use of the RMS arm.

PAYLOAD DEPLOYMENT
The Payload Assst Module [PAM], formerly caled the Spinning Solid
Upper Stage, is designed as a higher altitude booster of satellites

deployed in near Earth orbit but operationally destined for higher
altitudes.
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It is used to boost satellites to a%eosynchronous transfer orbit [22,300

miles|, or other higher energy orbits after deployment from the
Shuttle. There are three versions of the PAM used on the Shuttle:

PAM-D - satellites of up to 2,750 Ibs

PAM-DIl -4,150 lbs

PAM-A - 4,400 Ibs

The PAMSs are dso used for non-geosynchronous transfer orbits.

The PAM's deployable stage congists of a spin-stabilized, solid-fuelled
rocket motor, a Payload Attach Fitti ngi_[PA to mate with the un-
manned spacecraft and the necessary timing, sequencing, power and
control assemblies.

The PAM stages are supported throu%h the spin table at the base of
the motor and through restraints at the PAF. The forward restraints
are retracted before deployment.

PAYLOAD RESCUE
- $ee MISSIONS - QUICK REFERENCE

COMMUNICATIONS
AUDIO SYSTEM

The Audio System interfaces with the caution and warni n% system for
reception of [toner] signals; with UHF, S-band and KU-band
systems for transmission and reception of external systems, both air
to air and air to ground; and with the three TACAN sets for receiver
sdection and signal monitoring. With these systems the crew can talk
to themselves, to ground control and to anyone else floating around in
gpace [i.e. SPACELABS etc.]. During launch and descent the crew
communicate through the headset built in to their helmets, which
have their own push-to-talk buttons, as do the two RHCs, and for the
rest of the time through the smaller 'snoopy caps with their micro-
phones and switches.

Asyou won't be able to talk to the space Shuttle, very few of the
communications systems have been simulated, although you're asked
to go through the motions of doi n(tg voice checks shortly béfore take-
83’ a process that involves the setting of switches on PANELS 05 &
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KU BAND ANTENNA

Paylnad Biay

The Shuttle uses a KU band antennato communicate with both the
ground and with payloads that it's tracking. The KU antennais
sowed in the Payload bay and deployed shortly after the payload bay
doors are opened.

CAUTION AND WARNING SYSTEM

The Caution and Warning System is designed to alert the crew when
conditions exist that exceed predefined operating limits. The system
is split into three categories: class 1, emergency; class 2, Caution and
Warning; and class 3, dert.

The emergency system reco%ni zesfire, indicated by a siren, or cabin
depressurization, indicated by aklaxon. The Caution and Warning
system generates an alternating alarm tone when an out of limit
condition is detected by direct hardware or the GPCs on any one of
120 different parameters. Less critical conditions are notified by a
steady alert tone.

SVIOKE DETECTION AND FIRE SUPPRESSION

These facilities are to be found in the crew cabin avionics bays, crew
cabin and, when relevant, the Spacelab pressurized module. loniza-
tion detection sense smoke unusual concentrations, triggering alarms
and relaying information to the CRTs and to the warning lights on

Panel L1.
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Smoke alarms are separated into Group A, in the life support system
beneath the crew cabin floor, and Group B, in the right hand air duct
on the flight deck, and in avionics bays 12 & 3A.

If the system detects a concentration of 2,200 +/- 200 micrograms per
m2, or an increase of 22 Mg/m2 in 20 seconds, the smoke detection A
or B light on and the CW master alarm light, and sounds the siren

in the Crew cahin.

CLOSED CIRCUIT TELEVISION SYSTEM [CCTV]

The on-board cameras are used primarily for visual feedback to the
crew of in-orbit operations and for the recording of these operations

for future analysis by flight and ground crews.

The cameras, controlled by the astronauts and gP/ Ground Control,
are nominally monochrome, but have an optional color capability. On-
board monitors are monochrome only, color visual is available only to
Ground Control due to hardware restrictions.

LOCATIONS

Cameras can be mounted at a number of locations within the payload
bay, including two on the RMS arm. They are also used in the mid-
deck and flight deck. Cameras are often mounted on an EVA unit
d?oned from the payload bay alowing views of virtually any exter-
nal part of the Orbitér. Once'the doors are open, it is often from this
unit that the views of the Orbiter or Satellites set against the Earth

are seen.
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FOOD

Even astronauts have to eat. The facilities for storage, preparation
and consumption of the three daily meals are located on the middeck
of the Orbiter. Gone are the days of space rations, when each medl
consisted of arehydrated powder that was "almost exactly but not
quite unlike food'. Today Shuttle crews have a choice of fresh and
preserved foods that are as dose to the real thing as you can safely
?et 200 miles up. No longer do the pilots have to smuggle their own

ood on board, as John Y oung did on his space flight in 1965. He
offered his Commander a corn beef sandwich!
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MEDICINE

The Shuttle is very wel equipped in this department, carrying
everything from codeine to cricothyrotomy sets. They must be able to
deal 'with every emergency from anose bleed to a heart attack - it's a
long way to the nearest hospital!

Both Shuttle Orbiter Medicd System _[SOMS1] and the Emergency
Medica Kit [EMK] are located in a middeck forward locker, and
consst of ﬁ lets containing various medica supplies, i.e,, one has
pills, another bandages, etc.

ELECTRICAL POWER DISTRIBUTION

The Shuittle is supplied with er from the ground until T-3 minutes
30 seconds. Thereafter, the Electrical Power System [EPS] supplies
the Shuttle systems with electrical J)ower [28 Volts DC]. The power is
produced by reacting Hg/drogen and Oxygen to produce electricity. As
aby-product, water and heat for IlfesuEport Is produced. The main
controls are on PANEL RI, and while this pandl isincluded in
SPACE SHUTTLE - THE SMULATOR, the electrical power distribu-
tion switches won't be active.

2. LANDING

The procedures for landing the Shuttle are laid out in SECTION 3
MISSION PROFILES, but the main components, (SSMEs, TACAN,
GN&C, etc.) are dso detailed earlier in the LAUNCH section. This
section will therefore only contain those aspects of the Orbiter and its
controls that haven't already been covered.

LANDING GEAR

The landing gear consists of steerable nose gear and left and right
main gear |ocate under the wings adjacent to the main fusdage. The
main gear has brake assemblies with anti-skid protection. The
landing gear is normally deployed at about 250 feet, around 15
Secon ore touchdown at an air speed of less than 300 knots.
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4. Misson Procedures

LAUNCH [MAJOR MODE 101]

At 31 seconds before launch, control is handed to the Onboard Com-
Bqters. At T-6.6 seconds the GPCs start the three main engines and

ring them up to 90% thrust by T-3 seconds. At a fraction before T-O
the SRBs are ignited and the Misson Timers started. Normally, this
isal carried out by the OPS 1 software which was loaded automati-
cdly by the Launch Processing System at T-20 minutes.

MANUAL LAUNCH

In the event of an auto-Pilot failure on launch, the crew must ensure
that the Orbiter is following the correct ascent profile by taking CSS
control.

First, the Orbiter must be at the correct altitude [checked by the
altitude/vertical velocity indicator, which displays the expected figure
over the current one] and pitch attitude [by the attitude director
indicator, as with altitude] at each of the five designated times during
first stage ascent.

Then the crew must check that the engines throttle up and down, and
that the 'Pc <50' chamber pressure message appears on the MM 102
ascent trgjectory CRT display before SRB separation, and that this
occurs on time.

The crew can manually separate the SRBs by positioning the SRB
SEPARATION switch on PANEL C3 to MAN and pressing the SEP
button.

93



PRE-LAUNCH SEQUENCE

Time is annotated as minutes [sometimes hours], seconds and
hundredths of a second. [ |

T-50:00:00

Crew b%i ns water-boiler pre-activation [see appr(éari ate section).
Set the three BOILER PWR switches to ON, as well as the three
BOILER N2 SPLY switches [PANEL R2].

T-32:00:00

Initiate primary avionics software system and backup flight system
(BFS trgnsfer)p/)reparation. ¥ p thgnt sy

Sdect the CRTs that I\?/ou need for teke-off by setting the BFS CRT
SELECT switch [PANEL C3] to the 3 + 1 position. The CRTswon't
display until ered up, however, s0 set the CRT 1/2/3 POWER
switches to ON, and switch the LEFT CRT SEL to 1. Finally, enter
IIJAEI\I}/IIE I_25C I%XEC on the keypad. These last three operations are al on

T-30:00:00

]a'rré%Ground Craw secures the white room and retires to fal back

T-30:00:00

Crew begins Orbital Maneuveri n% Sem chM% Igr&esurization.
Set the two OMS ENG switches [PANEL C3] to ARM/PRESS,

T-30:00:00

gat ﬁ:ABIN VENT switch [PANEL L2] to OPEN - klaxon alarm
ould sound.

T-25:00:00

Pilot & Commander conduct voice checks with mission control. To do
this, set the two respective ICOM MODE switches [PANELS 05/9] to
VOXNVOX [Access to all external channels, voice activated] and then
check both A/G [Air to Grouncai} switches, the A/A [Air to Air] switch
and the two ICOM switches, al on panels O5/9, by setting them to T/
R [Transmit/Receive).

NOTE

For the purposes of this version of SPACE SHUTTLE - THE SIMU-
LATOR, the audio channels won't be synthesized. However, they do
still have to be checked or the Shuttle won't be cleared for takeoff.

T-21:00:00
Set both CABIN VENT switches [PANEL L2] to CLOSE.

T-21:00:00

Under normal circumstances, there is a planned 10 minute hold here,
in case of any conti ngenuei For the purposes of SPACE SHUTTLE -
THE SMULATOR, however, this won't be implemented.

T-20:00:00

Now the crew begins the entry procedure for Flight Plan OPS-1,
Maor Mode 1 - Launch. First set ERR LOG switch [PANEL C2] to
RESET, at which any faultsin the GN&C system will be indicated on
CRT1. Then enter SPEC 99 PRO on the keypad - CRT2 will now
indicate the launch trgjectory.

T-19:00:00

Now set GPC POWER switch 5 [PANEL O6] to ON, followed by SPEC

99 PRO again. This sets the BFS running, to be used in case of

emergency. Then enter OPS 101 PRO on the keypad, followed by

fSHT:C 99hPRO once more, setting the Orbiter's computers on course
or launch.

95



T-16:00:00

Begin Main Propulsion System (MPS) helium pressurization by
setting the six MPS He ISOL A, B switches [PANEL R2] to OPEN.

T-15:00:00

First abort check. Mission Control cycles the ABORT light
LPANEL F6] thru bright, dim, then df, three times. This is followed

y a 10 minute hold, If necessary.

T-09:00:00

Resume countdown and prepare for launch. Set EVENT TIMER
switch [PANEL C2] to START and check that the indicator is count-

ing down.

T-08:00:00

Switch the AC [Alternating Current] sensors to the monitor b
setting the three AC BUS SNSR switches [PANEL RI] to OFF for 1

second, then to MONITOR.

T-07:00:00

Crew-access arm retracts. The crew is now isolated in the Orbiter.

T-06:00:00

Auxiliary power unit (APU) prestart. On PANEL R2, check that the
three BOILER N2 SUPPLY switches and the three BOILER PWR
switches are ON; check the three BOILER CNTLR/HTR switches are
at position A, that the three APU FUEL TK VLV switches are closed,
and both APU FUEL PUMP/VLV COOL switches are at OFF.

Also on PANEL R2, ensure that the three APU CNTLR PWR
switches are at ON, that the three HYD CIRC PUMP are set to GPC,
the three APU AUTO SHUT DOWN switches to ENA and the three
APU SPEED SEL switches to NORM. Finally, set the three APU
CONTROL switches to OFF and the three HYD MAIN PUMP PRESS
selector switches to LOW. This completes the APU prestart checks.
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T-05:00:00

Now the crew starts up the APUs. On PANEL R2, set the APU FUEL
TK VLV switch to OPEN, No.l| APU OPERATE switch to START/
RUN and No.l HYD MAIN PUMP PRESS 1 to NORM.

In addition, check the HY DRAULIC PRESSURE 1 indicator on
PANEL F8, it should be at HI green. This should also be true for APU

Fuel/H20 Qty gauges 2& 3.

Finally, on PANEL R2, switch off all three HYD CIRC PUMP
switches and check the HYD PRESS light on PANEL F7 - it should be

off.

T-04:30:00

All external power links are withdrawn and the Orbiter switches to
its own internal power. From now on most operations are expedited

automatically from the GPC.

T-03:45:00

Orbiter aero surfaces are moved to condition the hydraulic system for
take-off.

T-03:00:00

Orbiter main engines gimbal to their launch positions.

T-02:55:00

External Tank oxygen vents close and liquid oxygen tank begins
pressurizing.

T-02:00:00

The crew now configures for lift-off. First, the Commander & Pilot set
volume levels on PANELS O5&9 to their requirements [not active on
this version], then set the three APU AUTO SHUT DOWN switches

[PANEL R2] to INHIBIT.
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T-01:57:00

The External Tank hydrp%m vents cose liquid hydrogen tank
pressure builds up for flight.

T-00:25:00

Solid Rocket Booster APUs start. Management of countdown switches
over to GPCs.

T-00:03:80
Computers command Space Shuttle Main Engines (SSMES) to start.

T-00:03:46

First SSME ignites, followed by the other two at intervals of twelve
hundredths of a second.

T-00:00:00

Crew checks main engine status - the MPS PRESS Pc gauge on
PANEL F7 should read higher than 90% and the Main Engine Status
lights should now al be on green. A 2.64 second timer for SRB igni-
tion begins before the SRBs ignite at T+00:02:64, with Lift of 36/100
of a second later at T+00:03:00.

This ends the Pre-Launch stage.

FIRST STAGE [MM102]

The computer controls the vehicle vertical IK upwards until the tower
lightning rod is cleared by about 41 feet. The Shuttle now begins a
combined pitch, yaw and roll maneuver which leaves the Orbiter
flying upside down during the ascent. No crew interaction takes place
during MM 102 other than to monitor the instruments and in particu-
lar the MM 102 CRT Launch trajectory d|5ﬁlay, unless a malfunction
occurs [see MANUAL LAUNCH, below]ba'l‘; e main engines are
throttled back at about 26 seconds and back up at 60 secondsjust
before the point of maximum dynamic pressure. At around 2 minutes,
SRB separation takes place and command passes automatically to the
computer, whichinitiatesMM 103.
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T+00:06:50

Launch tower cleared.

T+00:11:00

Rall into 'heads down' position starts.

T+00:30:00

Roll maneuver complete.

T+00:30:00

Crew sets the ADI ATTITUDE switches on PANELS F6/8 so that it
gives loca vertical/horizontal (LVLH) readings.

T+00:44:00

Using the SPEED BK/THRQOT, the crew throttle down the SSMEs
from 100% to 65%, checking this with the SPEEDBRAKE % gauge on
PANEL F7, aswd| asthe AVVI on PANELS F6/8.

T+01:06:00

SSMEs throttle back up to 100% in the same way.

T+02:00:00

SRBs burn out. Thisis checked by the crew on the CRT; when com-
bustion chamber pressures are less than 50 psi, the crew receives the
Pc<50 signal.

T+02:07:00

SRB separation. This happens automatically, for contingency, see
SRB in the REFERENCE SECTION.

99



SECOND STAGE [MM103]

The computers continue to control the Shuttl€'s attitude through from
SRB separation to Main Engine CutofMM ECOFl. The crew monitors
the instrumentation, idly the MM103 CRT Ascent Trajectory
Dlspla}/. Just before MECO, the engines are gently throttled back to
65%. Just after MECO, the ET isjettisoned.

If this fails, the crew can manually separate the ET by positioning the
ET SEPARATION switch on PANEL C3 to MANU and pressing the
SEP button. The umbilical doors can be manually closed using the ET
UMBILICAL DOOR switches on PANEL R2. The Orbiter uses RCS
control to maneuver clear of the ET. After successful ET Separation,
Misson Control will give a"Go for Orbit" message and the computer
will be dlowed to enter MM 104.

T+04:20:00

Ground Control sends a Negative Return Call: this tells the crew that
an RTLS Abort is no longer possible.

T+06:30:00

Egﬁ Shuttle now begins along shallow dive to prepare for ET separa-

T+07:00:00

Orbiter reports to Misson Control that they can now reach orbit even
if two main engines fail.

T+07:40:00

By using the SPEEDBK/THROT, the crew throttles down the Main
Enginesto keep acceleration less than 3g's.

T+08:28:00
Engines again throttle down to 65% of thrust.
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T+08:38:00

MECO: the three engines shut down. MAIN ENGINE STATUS
indicators on PANEL F7 should al be red, indicating MECO.

T+08:54:00

External Tank separation. For manual separation, see EXTERNAL
TANK in the REFERENCE SECTION.

ORBIT INSERTION [MM104 AND MM105]

After MECO and ET separation, the Shuttle is inserted into orbit by
either one or two OMS burns cdled OMS-1 and OMS-2 respectively.
One OMS burn is caled "direct insertion". Direct insertion is the term
used to describe the use of only one burn. The MM104 period covers
the OMS-1 burn and the MM 105 period covers any OMS-2 burn.

T+09:00:00

With the negative Z translation [Tall Maneuver] complete, the crew
now prepares for Orbital Maneuvering System burn #1 (OMS-1) in
preparation for orbital insertion.

T+10:39:00

The crew now beginsthe firs OMS burn or OMS-1. On PANELS
F6/8, the ADI ATT switches are set to INRTL, the crew then checks
that the Digital Auto-Pilot [DAPF switch on PANEL C3is set to
AUTO. Findly, the crew entersITEM 27 EXEC on the keypad.
OMS-1iscut df at just under two minutes, T+12:24:00.

T+12:30:00

Now the crew undergoes post-OMS-1 activities, beginning with
auxmarys?wver shutdown. This process is amost exactly the reverse
of APU START. First the three APU AUTO SHUT DN switches are
set to ENA, then the three BOILER CNTLR switches, the three APU
CNTLR/PWR switches and findly the APU OPERATE switch are all
set to OFF. All four sets of switches are on PANEL R2.

The computer program is then changed, with the code OPS 105 PRO

being entered on the keypad.
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Next the External Tank umbilical doors are closed and latched,
setting the ET UMBILICAL DOOR switch to GPRC/MAN, theL & R
DOOR to CLOSE, theL & R DOOR LATCH switchesto LATCH and
the CENTERLINE LATCH to STOW, al on PANEL R2.

Thisis the last operation for over half an hour, during which the crew
has a chance to further acclimatize themselves to space travel which
is dways a shock no matter how much training has been done. At
this point, the crew dso takes time to further acquaint themselves
with the Control Panel Layouts and to have a good look at the Earth
from 70 miles plus aove the ground.

T+45:58:00

Eventually the crew has to do some work, however, they now have to
repare for the OMS-2 burn that will insert them into low-Earth orbit
setting the two OMS ENG switches [PANEL C3] to ARM/PRESS.
Fifty seconds later OMS-2 cut dff is achieved and the computer must
be set to a new program by entering OPS 106 PRO on the keypad.

The Orbiter and its crew are now in orhit. Thisisthe end of the
launch sequence.

NORMAL LANDING SEQUENCE
DE-ORBIT [MM301-303]

To de-orbit, the crew select OPS 3, MM301. The life-support system
coolers are checked out and the payload bay doors closed. The Orbiter
is maneuvered to its de-orbit attitude [i.e., pointing "backwards'] and
the entry targets programmed. The de-orbit burn is selected by
entering MM302, which fires the OMS engines to dow the créft at the
correct time. After the burn, MM303 is sdlected and the créft is
turned to enter the atmosphere nose first.

During OPS 3 the OMS CRT display is available viathe PASS CRT
displays on the Forward Center console.
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L-02:00:00:00

With the Shuttle now orbiting at 17,300 mph and ready for re-entry,
the crew unstows any seats required for mission and payload special-
ists and advises all crew members to go to their landi nﬁ positions.
They then enter the de-orbit code, OPS 301 PRO into the computer.

L-01:40:00:00

The crew prepares for de-orbit burn by checking the OMS engine
status on PANEL 08. The four L/R He PRESSVAPOR ISOL switches
must be CLOSED, the eight TANK ISOL switches OPEN and the
four CROSSFEED switches CLOSED.

Then the aft LEFT & RIGHT RCSis checked on PANEL 07. The two
He PRESS switches should be OPEN, the sx TANK ISOL switches
and the LEFT/RIGHT RCS CROSSFEED switches set to GPC and
the MASTER RCS CROSSFEED turned OFF.

L-01:24:00:00

Then, the OMS engines having been checked, the crew initiates the
APU pre-start, al controls found on PANEL R2. The three BOILER
N2 SUPPLY switches and the three BLR CNTLR switches should be
ON, the three BOILER CNTLR PWR/HTR switches set to position A
and the three APU FUEL TK VLV switches CLOSED.

L-01:21:00:00

The crew then loads the de-orbit computer program by entering OPS
302 PRO on the keypad.

L-01:17:00:00

Crew receives the Go/No go decison from Misson Control for de-
orbit, entry and landing.
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L-01:15:00:00

The crew now maneuvers to a de-orbit burn attitude, i.e., turning the
Orbiter around so it's flying tail first. First, from PANELS F6& 8,

they have to set the FLT CNTLR POWER SWITCH to ON, the ADI
ATT switches to INRTL, the ADI ERROR to MED and the ADI RATE

to MED.

Next, with Rotation Hand Controller, the crew must maneuver to
burn attitude. To do so, compare the pre-determined attitude shown
on the CRT with that shown on the ADI.

L-01:03:00:00
The crew now starts up a single APU.

On PANEL R2, set the #1 APU FUEL TK VLV switch to OPEN and
the #1 APU OPERATE switch to START/RUN. The three HYD CIRC
PUMP switches should be OFF and the HYD PRESS indicator on

PANEL F8 should be LO green.

L-01:02:00:00

The crew now arms the OMS engines. The DAP on PANEL C3 is set
to AUTO, while the L/R OMS He PRESS/'VAPOR ISOL A switches
LPANEL 08] go to GPC and the L/R OMS ENG switches go to ARM/

RESS.
L-01:00:15:00

The crew now enters EXEC on the keypad, beginning the countdown
for de-orbit burn. This should last for 2-3 minutes, the crew confirms

this with Ground Control after the burn is complete.

L-54:00:00

The Shuttle is now at an orbit of 17,100 mph and descending. Now
the crew commences their post-OMS burn activities.

On PANEL 07, the crew checks the aft left and right RCS. The four
He PRESS switches should be OPEN, with the six TANK 1SOL
switches and the four CROSSFEED switches at GPC.
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On Panel 08, the crew checks the left and right OMS engine status.
The four He PRESS VAPOR SOL switches and the four CROSSFEED
switches should be CLOSED, while the four TANK ISOL SWITCHES

should be OPEN.

L-52:00:00

Now the crew positions the Orbiter for entry by entering OPS 303
PRO, then ITEM 24 [for roll], ITEM 25 [for pitch] and ITEM 26 [for
yaw].

After the ORBITAL DAP [PANEL C3] is set to MAN, the crew ma-
neuvers the Orbiter into the position shown on CRT #1. The Orbiter
should face forward with its nose pointed up between 28 and 38
degrees.

L -50:00:00
The switch positions are now checked and set for entry.

On PANEL L2, CABIN RELIEFA & B go to ENA, the ANTISKID is
turned ON, while the NOSE WHEEL STEERING and the ENTRY

ROLL MODE are both turned OFF.

Then the SPEED BRK/THROT, the SRB SEP and ET SEP switches
[both on PANEL C3] are all set to AUTO, ready for entry.

On PANELS F6& 8, the AIR DATA switches go to NAV, the ADI
ERROR and the ADI RATE to MED, while the three HYD MAIN
PUMP PRESS switches [PANEL R2] are set to NORM, at which time
the HYDRAULIC PRESSURE indicators [PANEL F8] should be on

HI green.

L-41:00:00

The crew now move the Orbiter aero control surfaces to prepare the
hydraulic system for entry and landing.

On the computer keyboard, ITEM 39 EXEC is entered.
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L-40:00:00

All propellants in the forward reaction control system are now

dumﬁed overboard. This shifts the Orbiter's balance on point of entry.
ec

On the computer keyboard, enter ITEM 36 EXEC, then ITEM 37
EXEC, then ITEM 38 EXEC.

L-36:00:00

The crew now stops the movement of the aero control surfaces by
entering ITEM 40 EXEC on the keypad.

L-35:00:00

The crew now checks entry attitude. On PANELS F6 & F8, the ADI
should show Rall and Yaw at O degrees and Pitch at 28-38 degrees.

L-35:00:00

The crew now inflates their anti-G suits, ready for entry.

L-35:00:00

The computer program is now changed to the next phase, entering
OPS 304 PRO, fallowed by a check of the switch positions.

SPD BK/THROT and ROLL/YAW should be at AUTO, while BODY
FL P should be on MAN.
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RE-ENTRY [MM304]

The Entry Interface [EI] occurs at about 400,000 ft Five minutes
before El, the Orbiter is at about 557,000 ft traveling at about 17,300
mph, about 4,400 nautical miles from the landing site and MM304 is
entered. During the re-entry phase, a complete loss of communication
blackout occurs. This phase continues through the Terminal Area
Energy Management Interface [TAEM] at around 83,000 ft 1,700
mph, 52 nautical miles from the runway. Here the Orbiter circles,
dows down and descends, in line with the TAEM "alignment
cylinder" as seen on the SPEC 50 CRT display. On the display the
pilot sees the cylinder and the angle by which he must bank around it
to correctly line up with the runway. The Orbiter continues to de-
scend until it is at around 10,000 ft at 700 mph and on track to the
runway. At this point the landing phase [MM305] begins. TACAN
Acquisition is completely automatic at around 120 nautical miles,
though the flight crew can take over control of the vehicle navigation
and/or control at any time [see below]. During MM304 a series of 5
CRT displays are monitored by the crew.

L-30:00:00

Orbit is now at 400,000 ft and still at 17,100 mph, atmospheric entry
now begins. Set BODY FLP [PANEL F2] to AUTO.

L-25:00:00

Orbit is now 312,000 ft, a 16,700 mph. Communication blackout
begins and RCS roll thrusters deactivate.

L-23:00:00

The Shuttle is now orbiting at 15,000 mph, RCS pitch thrusters
deactivate.

L-20:00:00

The Shuttle is now at 230,000 ft and doing 15,000 mph. The Orbiter
is at its maximum outside temperature.
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L-16:00:00
The crew performs their first roll reversal (S-turn).

First the ADI RATE is switched to HI, then the ROLL/YAW to CSS,
both on F6& 8. The RHC is then used for the maneuver.

L-12:00:00

At 180,000 ft, and 8,300 mph, the Orbiter leaves the communication
blackout.

L-12:00:00

The second roll reversal is now performed by moving the RHC in the
opposite direction to the last S-turn.

L-10:00:00
The speed brake should now be at 100%.

L-07:00:00

Now the third roll reversal is performed. With the Pilot or Com-
mander, move the RHC in the opposite direction again.

L -06:00:00

At 90,000 ft, and Mach 3.3, move the speed brake to 65% and set the
AIR DATA PROBE switches [PANEL C3] to DEPLOY.

L-05:30:00

The fourth S-Turn comes at 83,000 ft, Mach 2.5.

L-05:30:00

The crew now begins Terminal Area Energy Management (TAEM%,
heading for the alignment cylinder, Waypoint One, to line up on the
runway for the final approach.
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L-03:00:00

At 50,000 ft, Mach 1.0, the RCS yaw thrusters deactivate. The crew
now uses their rudder pedals for yaw control.

L-02:00:00

Autoland guidance begins at 13,300 ft. At this time the Orbiter will
be doing around 420 mph. The CSS switches for PITCH and ROLL/
YAW [PANEL F2] should now be switched ON. The crew now has full
manual control using the RHC and speed brake as required to hold a
22 degree glideslope.

MANUAL RE-ENTRY

The crew will observe the same CRT displays as for MANUAL
LAUNCH [see above] and will be able to guide the Orbiter down by
use of Ground Control attitude information, comparing it with cur-
rent attitude, pitch, etc. and adjusting it accordingly.

For full details see MISSION PROFILES below.

LANDING [MM305]

The MM305 computer program takes the Orbiter down the steep
glideslope, about 18 degrees. At aheight of 1,750 ft, the crew lowers
the landing gear using the ARM and DN push buttons on PANEL F6
or F8, thereby completing the pre-flare maneuver to take the Orbiter
on a 15 degree glideslope to the runway. The fina flare is made
about 80 ft above the runway to reduce the descent to a safe 9 ft per
second or less. The Orbiter touches down at around 220 mph. MSBLS
Acquisition is completely automatic at around 8 nautical miles,
though the flight crew can take over control of the vehicle navigation
and/or control at any time [see below]. During MM305 the Horizontal
situation can be monitored on the CRT by the crew.
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MANUAL LANDING

Once under atmospheric conditions and having Pone through all the
usual fud dump processes, the Orbiter handles like any other aerody-
namic object. Thewing and tail PANELS are used to dow down an
correc_tl?fI align the Orbiter for landing, checking attitude, speed, pitch,
etc. with the CRT displays.

L-00:30:00

Crew be%ins re-flare a 2,000 ft., 350 mph. Using RHC and speed
brakes, the glidedope is adjusted to 15 degrees. Enter OPS 305 PRO
on the keypad.

L-00:17:00

Pre-flare is completed at around 135 ft., with the Shuttle doing
around 340 mph. The landing gear is now armed by lifting the cover
of the LANDING GEAR ARM switch [PANEL F6] and pushing.

L-00:14:00

Landi n%lgear IS ed at 90 ft., a 330 mph. The cover of the
LANDING GEAR switch [PANEL F6] is lifted and the button
pushed.

L-00:00:00

0 ft., 215 mph - Touchdown!

Set the Speed brake to 100% and use the RHC to pitch forward in
order to lower nose and full forward when the nose wheel touches
down. Using pedals, brake as required.

Set SRB SEP switch [PANEL C?:g to MAN/AUTO and ET SEP [Also

C?ghto AUTO. Lift the covers on the SRB and ET SEP buttons and
push.
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L +00:02:00

At 0 ft, 0 mph, the Orbiter has finaly stopped. Push the Speed brake
full forward to maximum.

Next, turn df the APU's by setting the three APU AUTO SHUT
DOWN switches [PANEL R2] to ENA.

L+00:04:00
Deactivate the OMS and RCS systems to turn the Orbiter over to the
ground crew.

On PANEL C3, turn of both the OMS ENG switches. On PANEL 07,
set the following switches:

ForL & R &t RCS:
MANIFOLD ISOL [10] - OPEN
TANK ISOL [6] - O

He PRESS [4] - CLOSED
CROSSFEED [4] - CLOSED

On PANEL 08, for L & ROMS

He PRESSVAP |SOL g - OPEN
CROSSFEED [4] - CLOSED

For forward RCS:

MANIFOLD ISOL [5] - OPEN
TANK ISOL [2] - OPEN
He PRESS[2] - OPEN

On the computer keyboard, enter OPS 901 PRO, turning the Shuttle
off.

Roughly 27 minutes after touchdown, the crew can leave the Orbiter
and enter the egress vehicle via the egresse dlide.
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5. Misson Profiles

From April 1981
through January
1986, Twenty-five
Space Shuttle
launches were
conducted. All four
Orbiters in the
fleet: Columbia,
Challenger, Discov-
and Atlantis,
wereflown. How-
ever, 1 minute, 13
seconds after liftoff
during the twenty-
fifth launch of the
Space Shuttle
Challenger, on January 28, 1986, the Space Shuittle exploded. The
Orbiter Challenger was destroyed and its crew of seven killed. The
accident had a far-reaching impact on the Shuttle program.
Launchings were suspended for more than 2 years and recommenda-
tions of the Presidential Commission which investigated the accident
were implemented, along with changes called for by NASA itsdlf.

STS1

The first launch of the Space Shuttle occurred on April 12, 1981,
when the Orbiter Columbia with two crew members, astronauts John
W. Young, Commander and Robert L. Crippen, pilot, lifted off from
Pad A, Launch Complex 39 at the Kennedy Space Center. It was the
first of twenty-four launches from Pad A. It was exactly 7 am. EST.
Two days earlier alaunch attempt was scrubbed because of atiming
problem in one of the Columbias general purpose computers.

Not only was this the first launch of the Space Shuttle, it aso marked
the first time that solid fud rockets were used for a U.S. manned
launch. The STS-1 Orbiter Columbia aso holds the record for the
amount of time spent in the Orbiter Processing Facility (OPF) before
launch. Six hundred ten days were required for the replacement of
many of its heat shield tiles.
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Primary mission objectives of the maiden flight were to check out the
overal Shuttle system, accomplish a safe ascent into orbit and to
return to Earth for a safe landing. All of these objectives were met
wcce&a‘_f_ed ully and the Shuttl€e's worthiness as a space vehicle was
verified.

The only payload carried on the mission was a Development Flight
Instrumentation (DFI) package which contained sensors and mea-
suring devices to record Orbiter performance and the stresses that
occurred during launch, ascent, orbital flight, descent and landing.

The 36-orbit, 933,757 mile-long flight lasted 2 days, 6 hours, 20
minutes and 32 seconds. Landing took place on Runway 23 at
Edwards AFB, California, on April 14, 1981, at 10:21 am. PST. Post-
flight inspection of the Columbia revealed that an overpressure wave
which occurred when the SRB ignited resulted in the loss of 16 heat
shield tiles and damage to 148 others. In all other respectsthe
Columbia came through the flight with flying colors. The Columbia
was returned to Kennedy S Center from Californiaon April 28,
1981 atop its 747 carrier aircraft.

STS2

Launch of the sacond Space Shuttle took place 7 months later on
November 12, 1981 with liftoff at 10:10 am. EST. The planned
launch time of 7:30 am. was delayed while afaulty data transmitting
unit of the Columbia was replaced. Originally the launch had been set
for October 9, 1981, but was delayed by a nitrogen tetroxide spill
during loading of the forward Reaction Control System (RCS) tanks.
Launch was rescheduled for November 4, 1981, but it was again
scrubbed when high oil pressures were discovered in two of the three
Auxiliary Power Units (APU) that control the Orbiter's hydraulic
system. Prior to launch, the Columbia had spent 102 days in the OPF.

The flight marked the first time a manned space vehicle had been
reflown with a second crew: Joseph H. Engle, Commander, and
Richard H. Trul¥, pilot. It again carried the DFI package as well as
the OSTA-1 payload, named for the NASA Office of Space and Terres-
trial Applications which conssted of a number of remote sensin
instruments mounted on a ab pallet in the payload bay. These
instruments, including the Shuttle Ima?: ng Radar-A (SIR-1), success-
fully carried out remote sensing of Earth resources, environmental
quality, ocean and weather conditions. In addition, the Canadian-
built Remote Manipulator System (RMS) arm was successfully
operated in al of its various operating modes for the first time.
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Although the STS-2 mission had been scheduled to last 5 days, the
flight was cut short when one of the three fud cells that produce
electricity and drinking water failed.

Landing took place on Runway 23, Edwards AFB, at 1:23 p.m. PST,
November 14, 1981 after a 36-orbit, 933,757-mile flight that lasted 2
days, 6 hours, 13 minutes, 13 seconds.

Despite the truncated flight, more than 90 percent of the mission's
objectives were achieved. Moreover, modifications of the water sound
suppression system at the pad to absorb the solid rocket booster
overpressure wave during launch were effective; no tiles were |lost
and onlgerlz were damaged. The Columbia was flown back to KSC on
November 25, 1981.

STS3

The Columbia was launched on itsthird flight at 11:00 am. EST, on
March 22, 1982, the planned launch date. The launch was delayed for
1 hour because the heater on a nltro%en dgas ground support line
failed. The Columbia had spent only 70 days in the Orbiter Process-
ing Facility, arecord checkout time. The two-man crew included Jack
R. Lousma, Commander and Charles G. Fullerton, pilot.

Mg’or objectives of the flight were to continue testing the RMS arm
and to carry out extensive thermal testing of the Columbia by expos-
ing itstail, nose and top to the sun for varying periods of time.

In itsioa%load bay, the Columbia again carried the DFI package and
OSS-1. Named for the NASA Office of Space Science and Applica-
tions, the OSS-1 conssted of a number of instruments mounted on a
Spacelab pallet to obtain data on the near-Earth environment and the
extent of contamination caused by the Orbiter itself. A test canister
for the Small Self-Contained Payload program, aso known as the
Getaway Specid (GAS), was mounted on a side of the payload bay.

For the first time a number of experiments were carried inthe
middeck lockers. These included a Continuous FHow Electrophoresis
System experiment to study separation of biological components and
aMonodisperse Latex Reactor experiment to produce uniform micron-
Szed latex particles. The first Shuttle Student Involvement Project
I(SSII< P), the study of insect motion, was aso carried out in a middeck
ocker.
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During the flight, both crew members experienced some space sick-
ness, the toilet mafunctioned, one Auxiliary Pacer Unit overheated
(but vlvorked properly during descent) and three communications links
were |ost.

STS-3 was planned as a 7-day flight but was extended an extra day
because the planned landing sSite at Edwards AFB was too wet for a
séfe landing and the backup landing site, Northrup Strip, White
Sands, N.M., was experiencing high winds.

Touchdown findly took place at 9:.05 am. MST, March 30, 1982, a
Northrup Strip (later renamed White Sands S3pa:e Harbor). The
Columbia had made 129 orbits and travelled 3.3 million miles during
its 8-day, 4-minute, 45-second flight. A total of 36 tiles were lost and
19 were damaged. It was returned to KSC on April 6, 1982.

STS4

This mission marked the first time the Space Shuttle was launched
precisely at its scheduled launch time. It aso was the last research
and development flight in the program. Liftoff took place on June 27,
1982 at 11:00 am. EST, with Thomas K. Mattingly as Commander,
and Henry W. Hartsfield as pilot. Its cargo consisted of the first
Getaway Specid payloads which included nine scientific experiments
provided by students from Utah State University and a classified Air
Force payload.

In the middeck, The Continuous How Electrophoresis System and the
Monodisperse Latex Reactor were flown for the second time. The crew
conducted a lightning survey with handheld cameras and performed
medical experiments on themselves for two student projects. They
aso operated the RMS with an instrument caled the Induced Envi-
ronment Contamination Monitor designed to obtain information on
gasses or particles being released by the Orbiter in flight.

STS-4 was a planned 7-day mission. Landing occurred on July 4,
1982, at 9:10 am. PDT, on the 15,000 ft. concrete Runway 22 a
Edwards AFB. It was the first Shuttle landing on a concrete runway.

Theflight lasted 7 days, 1 hour, 9 minutes, 40 seconds. Distance
traveled was 2.9 million milesin 112 complete orbits. All mission
objectives were achieved aIthou?h the two SRBs were lost a sea
when their main parachutes failed. The Columbia was returned to
KSC on July 15, 1982.

115



STS5

STS5 was the first operational mission. It carried a crew consisting
of four astronauts and the first two commercial communications

satellites.

The fifth launch of the Orbiter Columbia took place a 7:19 am. EST,
November 11, 1982. It was the second on-schedule launch. The crew
included Vance Brand, Commander, Robert F, Overmyer, pilot and
the first mission specidists to fly the Shuttle, Joseph P. Allen and
William B. Lenoair.

The two communications satellites were deployed successfully and
were subsequently propelled into their operational geosynchronous
orbits by booster rockets. Both satellites were Hughes-built HS-376
series satellites, SBS-3 owned by Satellite Business Systems and
Anik owned by Telesat of Canada. In addition to the first commercial
satellite cargo the flight carried a West German-sponsored
microgravity GAS experiment canister in the payload bay. The crew
aso conducted three student experiments during the flight.

é\dpl anned spacewalk by the two mission specialists had to be can-
Igj because the two Space suits that were to be used developed
problems.

The Columbialanded on Runway 22 at Edward AFB, on November
16, 1982, a 6:33 am. PST, having traveled 2 million milesin 81
orbits during amission that lasted 5 days, 2 hours, 14 minutes and 26
seconds. The Columbiawas returned to KSC on November 22, 1982.

STS6

On April 4, 1983, STS6, the first Challenger mission, lifted off & 1:30
P.m. ST. It was the first use of a new lightweight external tank and
ightweight SRB casings.

The mission had originally been scheduled for launch on January 30,
1983. It was delayed due to a hydrogen leak in one of the main
engines and fue line cracks found in the other two engines. The
engine with the hydrogen leak was replaced and the other two en-
gines were removed, repaired and re-installed.

Meanwhile, as the engine repairs were underwaﬁ, a severe storm
caused contamination of the primary cargo for the mission, the first
Tracking and Data Relay Satellite (¥DR8), while it wasin the
Payload Changeout Room on the Rotating Service Structure at the
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launch pad. This meant the satellite had to be taken back to its
checkout facility where it was cleaned and rechecked.

STS-6 carried a crew of four - Paul J. Weitz, Commander, Karol J.
Babko, pilot, Donad H. Peterson and Story Musgrave, mission
&emallsts. Using new Ia)a:e suits designed speciticaly for the Space
uttle, Peterson and Musgrave successfully accomplished the
program's first extravehicular activity (EVA), performing various
tests in the payload bay. Their space walk lasted 4 hours, 17 minutes.

Although the 5,000 Ib. TDRS was successfully deployed from the
Challenger, its two-stage booster rocket, the Interim Upper Stage
(1US), snut down early, placing the satellite into alow elliptical orbit.
Fortunately, the satellite contained extra propellant for its attitude
control system thrusters. During the next several months the thrust-
ers were fired at carefully planned intervals gradually moving TDRS-
1 igltlo_ its geosynchronous operating orbit, saving the $100-million
satellite.

Other STS-6 cargo included three GAS canisters and continuation of
the Monodisperse Latex Reactor and the Continuous How Electro-
phoresis experiments.

Challenger returned to Earth on April 9, 1983, a 10:53 am. PST,
landing on Runway 22 at Edward AFB. It completed 80 orbits,
travelling 2 million milesin 5 days, 24 minutes, 32 seconds. It was
flown back to KSC on April 16, 1983.

STS7

The Challenger's second flight began at 7:33 am. EST, June 18, 1983,
with another on-time liftoff. The five person crew was the largest to
fly in a space craft up to that time and also marked the first flight of
an American woman in space, Sdly K. Ride.

Crew members included Robert L. Crippen, Commander, making his
second Shuttle flight, Frederick C. Hauck, pilot, Saly Ride, John M.
Fabian and Norman Thagard, al mission specialists. Thagard con-
ducted medicdl tests of the Space Adaptation Syndrome nausea and
sickness frequently experienced by astronauts during the early phase

of a space flight.

Two communications satellites - Anik C-2 for Telesat of Canada and
Palapa B-| for Indonesia were successfully deployed during the first 2
days of the mission. The mission aso carried the first Shuttle Pallet
Satellite (SPAS-1) built by Messersschmitt-Bolkow-Blohm, a West
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German agrospace firm. SPAS-1 was unique in that it was designed
to operate in the payload bay or be deployed by the RMS as afree
f|YI ng satellite. It carried 10 experiments to study formation of metal
dloys in microgravity, the operation of heat pipes, instruments for
remote sensing observations and a mass spectrometer to identify
various gases in the payload bay. It was deployed by the RMS and
flew aongside and over the Challenger for several hours whileaU.S.
supplied camera took pictures from the SPAS-1 of the Orbiter per-
forming various maneuvers. The RMS later grappled the pallet and
returned it to the payload bay.

This mission aso carried seven GAS canisters which contained a
wide variety of experiments as well as the OSTA-2 payload, ajoint
U.S-West German scientific pallet payload. Finally, the Orbiter's Ku-
band antenna was able to relay data through the Tracking and Data
Relay Satellite to a ground terminal for the first time.

STS-7 was scheduled to make the first Shuttle landing at the
Kennedy Space Center's Shuttle Landing Facility, however, unaccept-
able weather forced a change to Runway 23 at Edwards AFB. The
landing took place June 24, 1983, a 6:57 am. PDT. The mission
lasted 6 days, 2 hours, 23 minutes, 59 seconds, covering about 2.2
million miles during 97 orbits of the Earth. The Challenger w,as
returned to KSC on June 29, 1983.

STS8

The Challenger was back in space on August 30, 1983 &fter it lifted
of a 232 am. EDT, fallowing a 17-minute delay due to bad weather.
It was the first night launch in the Space Shuttle program. The
launch was required for tracking req'kjll rements of the primary pay-
load, the Indian National Satellite, INSAT 1B, a multipurpose
satellite owned by India. The satellite was deployed successfully on
the second day of the flight.

The 5-member crew included the first black American to fly in space,

mission specialist Guion S. Bluford Jr., Commander, Richard H.

Truly, making his second Shuttle flight, pilot, Daniel C. Brandenstein

ia\_rrlld m{sson specidists, Bluford, Dae A. Gardner and William
ornton.

In addition to INSAT, the payload bay carried 12 GAS canisters. Four
contained experiments while the remaining eight canisters contained
gpecid STS-8 postal covers. Two other boxes of covers were mounted
on an instrument panel, bringing the total number of the special
philatelic covers on board to 260,000. These were later sold to collec-
tors by the Postal Service.
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The fourth Continuous How Electrophoresis System experiment was
flown, using live human cells from a pancreas, kidney and pituitary
gland. Also, sx live rats were carried in an enclosure module being
tested for the first time.

Other activities during the mission included atest of the RMS arm,
using a specia 7,460 [b. Development Flight Instrumentation Pallet.
Numerous tests of the Orbiter's S-band and Ku-band antenna sys-
tems were performed with the Tracking and Data Relay Satellite.
Thornton carried out biomedical experiments on himsdlf and other
members of the crew in a continuation of the e Adaptation
Syndrome studies by Thagard during the STS-7 mission.

STS-8 dso conducted the first night landing in the program at 12:40
am. PDT, September 5, 1983 on Runway 22 at Edward AFB. The
mission lasted 6 days, 1 hour, 8 minutes, 43 seconds. The Challenger
had travelled 2.2 million miles and orbited the Earth 97 times. It was
Ibac(ljg at KSC in the record-breaking time of 4 days after its California
anding.

STS9

For the STS9 mission the Columbia was once again back in orbit.
The launch occurred at 11 am. EST, November 28, 1983 after a 2-
month delay because of anozzle ggcc)blem with one of the SRB's. This
necessitated moving the vehicle back to the Vehicle Assembly Build-
ing where the nozzle was replaced.

The 6-member crew included John W. Y oung, Commander, on his
second Shuttle flight, Brewster H. Shaw, pilot, Owen Garriott and
Robert A. Parker, mission specidists and Byron K. Lichtenberg and
UIf Merbold payload specidlists, the first two non-astronauts to fly on
the Shuttle. Merbold, a citizen of West Germany, was the first foreign
citizen to participate in a Shuttle flight. Lichtenberg was a researcher
at Massachusetts Institute of Technology.

The mission was devoted entirely to Spacelab 1, ajoint NASA/Euro-
pean S?a:eA (ESA). The program was designed to demonstrate
the ability to conduct advanced scientific research in space with
astronauts and payload specialists working in the Spacelab module
coordinating their efforts with scientists at the Marshall Payload
Operations Control Center Eﬁ)POCC) located at the Johnson Space
Center. Funding for Spacelab 1 was provided by ESA.
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The crew was divided into two teams, each working 12-hour shifts for
the duration of the mission. Young, Parker and Merbold formed the
Red Team, while Shaw, Garriott and Lichtenberg made up the Blue
Team. Usually, the commander and the pilot team members were
assigned to the flight deck, while the misson and payload specialists
worked inside the Spacelab.

Seventy-two scientific experiments were carried out in the fields of
atmospheric and plasma physics, astronomy, solar physics, material
sciences, technology, life sciences and Earth observations. The effort
went so well that the mission was extended an additional day to 10
days, making it the longest duration Shuittle flight to date.

The Spacelab 1 mission was highly successful, having proved the
feasibility of the concept of carrying out complex experiments in space
using Non-NASA persons trained as payload specialists in collabora-
tion with a POCC. Moreover, the Tracking and Data Relay Satellite,
now fully operational, was able to relay vast amounts of data through
its ground terminal to the POCC.

Columbia landed on Runway 17 at Edwards AFB, on December 8,
1983, a 3:47 p.m. PST, completing 166 orbits and travelling 4.3
rﬂ_illilgréamileﬁ. he Columbia was ferried back to KSC on December

STS41-B

Following STS-9, the flight numbering system for Space Shuttle
missions was changed. The next flight, instead of being designated
STS-10, became STS 41-B. The new numbering system was designed
to be more specific in that the first numeral stood for the fiscal year in
which the launch was to take place, the "4" being 1984. The second
numeral represented the launch site 1 for KSC and 2 for Vandenberg
AFB, Cdlifornia. The letter represented the order of launch assu'g_]n-
ment, "B" was the second launch scheduled in that fiscal year. (Fol-
lowing the Challenger accident, NASA reestablished the original
rél%rgezré%al numbering system. Thus the first flight following 51-L is

The mission was the fourth flight of the Challenger. Liftoff occurred
at 8 am. EST, on February 3, 1984. Two communications satellites,
one for Western Union (WEST. AR% and the other for Indonesia
Palapa B-2), were deployed about 8 hours after launch. However, the
load Assist Modules (PAM) for both satellites malfunctioned

placing them into a lower than planned orbit. Both satellites were
retrieved successfully the following November during STS 51-A, the
14th mission, by the Orbiter Discovery.
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The STS 41-B crew included Commander Vance D. Brand, making
his second Shuttle flight, pilot Robert L. Gibson, and mission specia-
ists, Bruce McCandless |1, Ronadld E. McNair and Robert L. Stewart.

A highlight of the mission took place on the first day when astronauts
McCandless and Stewart performed the first untethered space walk,
operating the Manned Maneuvering Unit (MMU) for the first time.
McCandless, the first human Earth-orbiting satellite ventured out
320 feet from the Orbiter, while Stewart tested the "work station" foot
restraint at the end of the RMS. The seventh day of the mission, both
astronauts performed an EVA to practice capture procedures for the
Solar Maximum Mission satellite retrieval and repair operation
planned for the next mission, STS 41-C.

Another important "first" for STS 41-B was the reflight of the West
German-sponsored SPAS-1 pallet/satellite originaly flown on STS-7.
Unfortunately, it remained in the payload bay because of an electrical
Froblem inthe RMS. The mission aso carried five GAS canisters, Sx
ive rats in the middeck area, a Cinema-360 camera and continuation
of the Continuous How Electrophoresis System and the Monodisperse
Latex Reactor experiments.

The 7-day, 23-hour, 15-minute, 55-second flight ended on February
11, at 7:15 am. EST at KSC's Shuttle Landing Facility, the first
landing of a spacecraft at its launch site. The Challenger completed
127 orbits and travelled 2.8 million miles.

STS41-C

The following April, The Challenger was once again flying in space,
this time on the STS 41-C misson. Liftoff took place at 858 am.
EDT, on April 6, 1984. It marked the first direct ascent trgjectory for
the Shuttle reaching its 288-mile-high orbit using the Orbiter Maneu-
vering System engines only once - to circularize its orhit.

The flight had two primary objectives. The first was to deploy the
huge Long Duration Exposure Fecility (LDEF), a passive, retrievable,
21,300 1b., 12 sded cylinder, 14 ft. in diameter and 30 ft. long carry-
ing 57 experiments. The second objective was to capture, repair and
re-deploy the malfunctioning Solar Maximum Misson Satellite,
"Solar Max", launched in 1980.

The five-man crew included Robert L. Crippen, Commander, on his

third Shuttle flight, pilot Francis R. Scobee and mission specialists,
James D. van Hoften, Terry J. Hart and George D. Nelson.
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On the second day of the flight, the LDEF was grappled by the RMS
arm and successfully released into orbit. Its 57 experiments, mounted
in 86 removable trays were contributed by 200 researchers from eight
countries. Retrieval of the passive LDEF had been scheduled during
1985, but schedule delays and the Challenger accident have post-
poned the retrieval effort.

On the third day of the mission, Challenger's orbit was raised to
about 300 miles, and it maneuvered to within 200 feet of Solar Max.
Astronauts Nelson and van Hoften, wearing space suits, entered the
payload bay. Nelson, using the MMU, flew out to the satellite and
attempted to grasp it with a special capture tool called the Trunnion
Pin Acquisition Device (TPAD). Three attempts to clamp the TPAD
onto the satellite failed. It began tumbling when van Hoften at-
tempted to grasp it with the RMS arm, and the effort was called dff.

During the night, the Solar Max POCC, at Goddard Space Flight
Center, Greenbelt, Md., was able to establish control over the satellite
by sending commands ordering the magnetic torque bars to stabilize
the tumbling action. This was successful and the Solar Max went into
adow, regular spin.

The next day, Nelson and van Hoften tried to capture it again. This
time they succeeded on the first try. They pl Solar Max on a
specid cradle in the payload bay using the RMS. They then began the
repair operation, replacing the satellite's attitude control mechanism
and the main electronics system of the chronograph instrument. The
ultimately successful repair effort took two separate space walks.
Solar Max was deployed back into orbit the next day, thus concluding
one of the most unique rescue and repair missions in the history of

the space program.

After a 3-day checkout by the Goddard POCC, Solar Max resumed
full operation.

Other STS 41-C misson activities included a student experiment
located in a middeck locker to determine how honeybees make honey-
oomb cells in amicrogravity environment. They did so successfully,
just as on Earth.

The 6-day, 23-hour, 40-minute, 7-second mission ended on April 13,

at 5:38 am. PST, with Challenger landing on Runway 17, at Edwards
AFB. It had completed 108 orbits and travelled 2.87 million miles.
Challenger was returned to KSC on April 18.

STS41-D

The Orbiter Discovery was launched on its maiden flight - the 12th in
the program - on August 30, 1984. It was the third Orbiter built and
the lightest one thus far because of its lightweight thermal blanket
material.

The mission was originaly planned for June 25, 1984 but was post-
poned due to avariety of technical problems, including rollback to the
VAB to replace amain engine, and a 6-minute, 50 second delay when
a private aircraft flew into the restricted air gpace near the launch
pad. The launch did not take ﬁlace until 8:41 am. EDT, August 30,
1984. It was the fourth launch attempt for Discovery.

Because of the 2-month delay, the STS 41-F mission was cancelled
(STS 41-E had aready been cancelled) and its primary payloads were
included on the STS 41-D flight. The combined cargo weighed over
47,000 Ib., a Space Shuttle record up to that time.

The six-person flight crew consisted of Henry W. Hartsfield Jr.,

Commander, making his second Shuttle mission; pilot Michadl L.

Coats; three mission specidists: Judith A. Resnik, Richard M.

Mullane and Steven A. Hawley; and a payload specidist, Charles D.

Walker, an employee of the McDonnell Douglas Corp. Walker was the

fSi F\St clommercially-sponsored payload specidlist to fly aboard the
uttle.

The primary cargo consisted of three communications satellites, SBS
D for Satellite Business Systems, Telstar 3-C for Telesat of Canada
and SYNCOM V-2, or Leasat-2, a Hughes-built satellite |eased to the
Navy. Leasat-2 was the first Iargﬁe communications satellite designed
specificaly to be deployed from the Space Shuttle. All three satellites
were deployed su ully and became operational.

Anocther Pawoaj was the OAST-2 solar array, a device 13 feet wide
and 102 feet high, which folded into a package 7 inches deep. The
wind carried a number of different types of experimental solar cells
and was extended to its full height several times. It was the largest
structure ever extended from a manned spacecraft and demonstrated
the feasibility of large lightweight solar arrays for future application
to large facilities in space such as the Space Station.

The McDonndll Douglas-sponsored Continuous How Electrophoresis
System (CFES) experiment, using living cells, was more elaborate
than the one flown previoudy and ﬂaquad speciaist Walker operated
it for more than 100 hours during the flight. A student experiment to
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study crystal growth in microgravity was carried out, and the IMAX
motion picture camera was operated during much of the flight.

The mission |asted 6 days, 56 minutes, with landing on Runway 17 at
Edwards AFB, at 6:37 am. PDT, on Sept. 5. It travelled 2.21 million
m les and made 97 orhits. It was transported back to KSC on Sept.

STS41-G

On Oct. 5, 1984, Challenger returned to flight with its launch at 7:03
am. EDT, marking the start of the STS 41-G mission. It was
Challenger's sixth mission and the 13th liftoff in the Space Shuttle
program.

On board were saven crew members - the largest flight crew ever to
}‘qu on a single spacecraft at that time. They included commander

obert L. Crippen, making his fourth Shuttle flight; pilot Jon A.
McBride; three misson speciaists - David C. Leestma, Sally K. Ride
and Kathryn D. Sullivan - (the first time two female astronauts had
flown together); and two payload specialists, Paul Scully-Power and
Marcbceararneau, the first Canadian citizen to serve as a Shuttle crew
member.

Astronaut Sullivan became the first woman to walk in space when
she and David C. Leestma performed a 3 hour EVA on Oct. 11 demon-
strating the Orbital Refuelling System (ORS) and proving the feasi-
bility of re-fueling satellites in orbit.

Nine hours &fter liftoff, the 5,087 Ib., Earth Radiation Budget Satel-
lite (ERBA) was deployed from the payload bay by the RMS arm, and
its on-board thrusters boogted it into an orbit 350 miles above the
Earth. ERBS was the first of three planned satellites designed to
measure the amount of energy received from the sun and radiated
into space. It also studied the seasonal movement of energy from the
tropics to the polar regions.

Another mgor mission activity, ogeration of the Shuttle Imaging
Radar-B (S'R-B) was conducted. SR-B was part of the OSTA-3
experiment package in thg(?ayloaj bay, which aso included the
Large Format Camera (LFC) to photo?raph Earth, another camera
called MAPS which measured air pollution, and a feature identifica-
tion and location experiment called FILE which consisted of two TV
cameras and two 70mm still cameras.
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The SR-B €ffort was an improved version of a similar device flown on
the OSTA-1 package during STS-2. It had an eight-panel antenna
array measuring 35 by 7 feet. It operated throughout the flight but
problems were encountered with the Challenger's Ku-band antenna
and therefore much of the data had to be recorded on board the
Olrbit(érd rather than transmitted to Earth in rea-time as originaly
planned.

Payload Specidist Scully-Powers, an empl?yee of the U.S. Naval
Research Laboratory, performed a series of oceanography observa-
tions during the mission. Garneau conducted experiments sponsored
by the Canadian government, caled CANEX, which were related to
medical, atmospheric, climatic, materials and robotic sciences. A
number of GAS canisters covering awide variety of materialstesting
and physics were aso flown.

STS 41-G was an 8-day, 5-hour, 23-minute, 33-second mission which
travelled 4.3 million miles and completed 132 orbits. It landed at the
Shuttle Landing Facility at KSC - the second Shuttle landing there -
on Oct. 13, at 12:26 p.m. EDT.

STS51-A

Less than a month after the 41-G flight, the 14th Space Shuttle
mission and the second for Discovery, STS 51-A was launched a 7:15
am. EST, No. 8, 1984. A launch atteth the day before was scrubbed
a the T minus 20-minute built-in hold because of higher shear winds
in the upper atmosphere.

The five-person flight crew consisted of Commander Frederick H.
Hauck, on his second flight, pilot David M. Walker and three mission
specialists - Anna L. Fisher, Dale A. Gardner and Joseph P. Allen.
Both Gardner and Allen were making their second Shuttle flights.

This misson was unique in that it marked the first time the Shuttle
had deployed two communications satellites and then went about
retrieving from orbit two other communications satellites. B-2 and 6
had deployed during the STS 41-B mission earlier in the year and
had been placed into improper orbits because their kick motors
malfunctioned.

The two communications satellites successfully deployed were the

Canadian Anik D2 - on the second day of the misson - and 1V-1, dso
known as Leasat 1, on the third day.
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The Orbiter then began a series of maneuvers to meet up with the
first of the two satellites to be recovered, PALAPA B-2. (The orbits of
both satellites had been lowered by ground commands from about 600
mile to 210 mile to facilitate recovery operations.) On day five, the
Discovery rendezvoused with PALAPA. Mission specialists Allen and
Gardner performed an EVA, capturing the satellite with a device
known as a "Stinger", which was inserted into the ee motor
nozzle by Allen. The satellite's rotation was dowed to 1 RPM and
Fisher, operating from a position on the end of the RMS, attempted
unsuccessfully to grapple the satellite. However, all was not logt,
because Allen was able manually to maneuver the satellite into its
cradle with Gardner's help and aided by the RMS which was operated
by Fisher. The successful improvised rescue effort took two hours.

The recovery of Westar 6 was not as difficult and took place a day
later. This time Gardner, using the same muscle power technique
Allen had used for the rescue, captured the satellite. With Allen's
help, he placed it in a cradle in the cargo bay.

The STS 51-A mission aso carried the Diffused Mixing of Organic
Solutions (DMOS) experiment. It was the first of a series of compre-
hensive organic and polymer science experiments sponsored by the
3M Corp. This middeck experiment was successful and the propri-
etary results of the chemica mixes were turned over to 3M. One other

lgx%egd ment, the radiation monitoring experiment, was also per-
ormed.

This second Discovery mission ended at 7 am. EST, Nov. 16, with
landing on Runway 33, at KSC, after a 7-day, 23-hour, 45-minute
flight, which covered 3.3 million miles during 126 complete orbits. It
was the third Shuttle landing at KSC and the fifth and last Shuttle
mission of 1984.

STS51-C

Discovery was to make its third flight in January 1985 to conduct the
first mission totally dedicated to the Department of Defense. The
classfied payload was deployed su ully and boosted into its
operating orbit by an Inertial Upper Stage (IUS) booster according to
an Air Force announcement.

The launch occurred on Jan. 24, 1985, at 2:40 p.m. EST - the first of
10 Shuttle missons that year. It was originally scheduled for Jan. 23,
but was delayed because of freezi ng? weather conditions. The Chal-
lenger had been scheduled for this flight but Discovery was substi-
Ituted when thermal tile problems were encountered with The Chal-
enger. 126

The 51-C included Thomas K. Matti n?_ly, Commander, Loren J.
Shriver, pilot, James F. Buchli and Ellison S. Onizuka, mission
specidlists and Gary E. Payton, payload specialist.

The mission lasted 3 days, 1 hour, 33 minutes. Discovery touched
down on Runway 15 at KSC on Jan. 27 at 4:23 p.m. EST.

STS51-D

The 16th mission, officialy designated STS 51-C, was launched at
8:59 am. EST, on April 12, 1985, just 55 seconds before the close of
the launch window. It marked the fourth flight by Discovery.

Its seven-person crew included Karol J. Bobko, Commander; Donad
E. Williams, pilot; three misson specialists - M. Rhea Seddon, S.
David Griggs and Jeffrey A. Hoffman; and two payload specidists -
Charles D. Waker of McDonndl Douglas and E.J. "Jake" Garn, a
U.S. senator from Utah - the first elected officid to fly on board the
Space Shuttle. Garn was chairman of the Senate committee with
oversight responsibilities for the NASA budget.

The primary objective of the flight was deployment of two communi-
cations satellites, Anik C-I, third in a series of Canadian satellites,
and V-3, dso known as Leasat 3. Anik's deployment was carried out
successfully a few hours after launch and its booster kick motor
propelled it into its operational orbit. The deployment took place the
next day. However, its booster stage failed to fire as programmed
because the satellite's sequence start lever had failed to open. A
possible "fix" was attempted bg/ placing two so-caled flty_ swatter
devices on the end of the RMS to snag and tug on the falled lever. The
mission was extended 2 days and astronauts Griggs and Hoffman
gaformw an EVA to attach the fly swatter devices to the end of the

MS. Astronaut Seddon then manipulated the RMS, attempting to
activate the lever into its operating position. The attempt failed.
However, during the STS 51-1 mission in August, the lever was
repaired and the satellite reached its geosynchronous orbit and
became operational.

Other activities during the flight included operation of alarger
Continuous How Electrophoresis Experiment by payload specialist
Charles Walker, two student experiments, one of which faled and an
informal science study of how mechanical toys operate in
microgravity.
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Discovery landed on Runway 33 at KSC at 8:55 am. EST, April 19.
Its right main gear tire blew out just at the Orbiter was rolling to a
stop. The mission lasted 6 days, 23 hours, 55 minutes. Distance
travelled was 2 million miles during 109 complete orbits.

STS51-B

The second Spacelab mission, with the European-built Spacelab in its
operational configuration, began on April 29, 1985, a 12:02 p.m.
T, with the liftoff of Challenger on its seventh journey into space.

The seven-man crew was headed by Commander Robert F. Overmyer,
Frederick D. Gregory,ve!lqt, three misson specialists, Don L. Lind,
Norman E. Thagard, William E. Thornton and two payload special-
ists, Lodewijk van den Berg of EG&G Energy Management Inc., and
Taylor G. Wang of NASA's Jet Propulsion Laboratory.

The crew was divided into two teams each working 12-hour shifts, as
would be the case on all Spacelab missions.

vacelab 3 carried 15 primary experiments involving five basic
scientific disci EHI‘]GSZ materials and life sciences, fluid mechanics,
atmospheric physics and astronomy. All but one of the experiments
provided %ood stientific data. The mission was supported around the
dock by the Marshall POCC.

In addition to the %oa:elab effort, the-ﬂ;?ht carried two monkeys and
24 rodents in specia cages for biomedicd experimentation. Two GAS
experiments were flown which, for the first time, required that

loads be deployed from the canisters. One of them, the Globa Low
Orbiting Message Relay SatelllteééGLOI\/IAR) did not deploy and was
returned to Earth. The other called NUSAT, for Northern Utah
Satellite worked successfully.

ChaJIen%er landed at Edwards AFB, Cdlifornia, at 9:11 am. PDT, on
May 6, 1985, after completing 110 orbits during its 7-day, 8-minute,
46-second mission.

STS51-G

The 18th Space Shuttle mission was flown by Discovery following its
liftoff at 7:33 am. EDT, on June 17, 1985. The cargo included three
commercia communications satellites, a deployable/retrievable
spacecraft call Spartan 1, six GAS experiment canisters, atracking
experiment for the Defense Department's Strategic Defense Initia-
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tive, amaterial's processing furnace and a series of biomedical experi-
ments sponsored by France.

The seven-member STS 51-G crew included Daniel Brandenstein,
Commander, John Crei ghton, pilot, three mission specialists, Shan-
non Lucid, Steven Nagel and John Fabian and two payload speciaists
Patarki3 ck Baudry of France and Prince Sultan Salman Al-Saud of Saudi
Arabia

The three communications satellites were successfully deployed and
their booster stages placed them into their planned operating orbits.
They included Arabsat 1-B, owned by the Arab Satellite Communica-
tions Organization; Morelos 1, the first Mexican-operated communica-
tions satellite; and Telstar 3D an American domestic communica
tions satellite owned by American Telephone and Telegraph (AT&T).

The NASA-sponsored Spartan 1 carried a series of astronomy experi-
ments and was the first in a planned series of short duration free
flyers designed to extend the capabilities of sounding rocket type
experiments. It weighed 2,223 pounds and was deployed and operated
successfully, independent of the Orbiter, before being retrieved by the
RMS later in the mission.

The materials furnace, the French biomedica experiments and the
Sx Getaway Specids all olperated successfully athough one GAS
experiment shut down early.

The Shuttle test of the Strategic Defense Initiative tracking experi-
ment, called the High Precision Tracking Experiment (HPTE), failed
during orbit 37 because the Orbiter was in the wrong attitude.
However, the test was successfully completed during orbit 64.

The mission ended at 6:11 am. PDT, June 24, 1985 on Runway 23 at
Edwards AFB, Cdlifornia. It travelled 2.9 million miles and made 111
complete orbits during its 7-day, 1-hour, 38-minute, 52-second flight.

STS51-F

The Challenger was to return to orbit on July 12, 1985, with its
launch marking the 19th Space Shuttle mission. A launch attempt on
July 12 was stopped at the T-3 second mark - after main engine
ignition had occurred - because of a falled coolant vave in the number
two engine and al three engines were shut down. The launch was
dela%ou until July 29, 1985 when liftoff occurred at 5 p.m. EDT, after
a 1-hour, 37-minute delay because of problems with the Orbiter.
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Although liftoff was normal, at 5 minutes, 45 seconds after launch,
the number one main engine shutdown prematurely and an abort-to-
orbit was declared. An orbit of 124 b?/ 165 mile was achieved and | ater
raised to an altitude of about 196 mile by a series of Orbital Maneu-
vering System burns.

Despite thisinitial problem, the third Spacelab effort, which was
officidly called Spacdlab-2, was su ul. (Spacelab-3 was flown out
of sequence ahead of Spacelab-2 on STS 51-B as an operational
m!ss!on,)SpaceIab-Z being the last Shuttle/Spacelab verification
mission.

The seven-man crew included Charles G. Fullerton, Commander, Roy
D. Bridges, pilot, three mission specidists, F. Story Musgrave,
Anthor\1XIW. England and Karl G. Henize and two payload specialists,
Loren W. Acton of Lockheed Corp., and John-David Bartoe from the
Naval Research Laboratory.

The Spacelab-2 payload consisted of an igloo and three pallets in the
payload bay, containing scientific instruments dedicated to life
sciences, plasma physics, astronomy, high-energy astrophysics, solar
physics, atmospheric physics and technology research.

A mgor objective of the mission was to verify the performance of the
ab systems with the Orbiter as well asto measure the environ-
ment created by the vehicle in space.

The flight marked the first time ESA Instrument Pointing System
(IPS) was tested in orbit. This unique experiment pointing instru-
ment was designed with an accuracy of one arc second. Inltlallﬁ, some
problems were experienced when it was commanded to track the Sun.
A series of software fixes were made and the problem was corrected.
The fgdght crew and the experts on the ground in the Marshall POCC
Wo_rked closdly together and much valuable scientific datawas ac-
quired.

Inside the pressurized Orbiter cabin four other experiments were
carried out. These included two dedling with Vitamin D metabolites
and bone demineralization which involved, among other things,
taking physiological measurements of crew members. A third experi-
ment dealt with determining the effect of microgravity on lignification
in plants. Finally, the fourth cabin experiment, which was added |ate
in planni n? for the mission, was concerned with protein crystal
growth. All four experiments were declared successful.

The mission ended with Challenger landing a Edwards AFB, Cdlifor-
nia, at 12:45 p.m. PDT, August 6, 1985 on orbit 127. Misson duration
was 7 days, 22 hours, 45 minutes, 26 seconds.
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STS51-

The Orbiter Discovery flew the 20th Space Shuttle mission with its
launch at 6:58 am. EDT, Au%Jsst 27, 1985. Two earlier launch at-
tempts, one on August 24, 1935 and another on August 25, 1985 were
scrubbed, the first because of poor weather and the second because
the backup Orbiter computer failed and had to be replaced. The
successful August 27, 1985 launch took placejust before an approach-
ing storm front reached the launch pad area.

The five-man STS 51-1 crew included Joe H. Engle, Commander,
Richard O. Covey, Pilot and three mission specialists, James Van
Hoften, John M. Lounge and William F. Fisher. Their primary
mission was to deploy three commercial communications satellites
and retrieve and repair 1V-3 which was deployed during the STS 51-D
mission in April 1985 and had malfunctioned. In addition, a middeck
materials processing experiment was flown.

The three communications satellites included 1, a multi-purpose
craft owned by Australia, the ASC-1 owned and operated by the
American Satellite Co. and 1V-4 leased to the Department of Defense
by its builder, the Hu%)hes Co. Both 1 and ASC-1 were deployed on
launch day, August 27. IV-4 was deployed two days later. All three
achieved proper geosynchronous orbits and became operational.

On the fifth dgy of the mission, astronauts Fisher and van Hoften
began repair eforts on the malfunctioning V-3 following a successful
rendezvous maneuver with Discovery. The effort was dowed because
of aproblem in the RMS ebow joint. In any event, after a second EVA
by Fisher and van Hoften, the lever was repaired, permitting com-
mands from the ground to activate the spacecraft's systems and
eventually sending it into its proper geosynchronous orbit. The two
EVAstook 11 hours and 27 minutes.

Discovery landed on RunvyaF\; 23 a Edwards AFB at 6:16 am. PDT on
September 3, 1985. The flight took 7 days, 2 hours, 18 minutes, 42
seconds, completing 111 orbits of the Earth.

STS51-J

The firgt flight by the Orbiter Atlantis occurred October 3, 1985, its
successful launch at 11:15 am. EDT. STS 51-Jwas the second
Shuttle mission totally dedicated to the Department of Defense. The
Qgrdgo, orbital parameters and other details of the flight were classi-
fied. Its five-man crew included Karol L. Bobko, Commander, Ronald
J. Grave, pilot, two mission specialists, Robert L. Steward and David
Hilmers and one payload specialist, William A. Pailes.
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Atlantis performed well on its maiden flight and the mission was
declared successful. Landi ngrtook_place a Edwards AFB at 10:10
am. PDT, October 7, 1985. The flight duration was 4 days, 1 hour, 45
minutes.

STS61-A

The STS 61-A mission, the first dedicated West German Spacelab,
saw the Challenger liftoff at 12:00 noon EST, October 30, 1985. The
22nd launch in the Shuttle program, the countdown and the ascent to
orbit went flawlesdy.

The eight-person crew was the largest ever to fly a sizeable spacecraft
at one time. The crew included Henry W. Hartsfield, Commander,
Steven R. Nagdl, pilot, Bonnie J. Dunbar, James F. Buchli and Guion
S. Bluford, mission specialists and Ernst Messerschmid and Reinhard
Furrgaar‘I of West Germany and Wubbo Ockels from the ESA, payload
specidists.

The primary objective of the mission officaly designated Spacelab
D-I, was to conduct a series of experiments relating to materials
processing. This fourth Spacelab misson was the first Shuttle flight
to be largely financed and conducted by another nation. NASA was
respons ble for operation of the Shuttle and for safety and control
functions, contralling the flight from the Misson Control Center in
Houston. West Germany was responsible for the Spacelab scientific
research. The flight crew, on 12-hour shifts, worked closdly with
round controllers at the German Space Operations Center at
berpfaffenhofen.

Two other STS 61-A mission objectives included deployment of the
Globa Low Orbiting Message Relay (GLOMR) satellite, which wasto
be deployed from a Getaway Specid canister and operation of five
materials processing experiments mounted in the cargo b?/ ona
structure called the German Unique Support Structure. The GLOMR

lgeipl oyment and the materials processing experiments were success-
ul.

The Spacelab D-| scientific research effort consisted of 75 separate
experiments most of which were repeated several times during the
mission. Since the effort was directed primarily at materials process-
ing science, the primary experiments were related to fluid physics,
solidification experiments and biologicad and medical investigations.
It was the most comprehensive investigation of materials processing
in space and associated human activities ever undertaken.

The Challenger landed on Runway 17 a Edwards AFB AT 9:45 am.
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PST, November 6, 1985. The mission duration was 7 days, 44 min-
utes, 51 seconds.

STS61-B

Atlantis made its second voya%eTi nto space on November 26, 1985,
with its launch at 7:29 p.m. EST, the second night launch in the
program. Liftoff occurred on schedule. The countdown and ascent to
orbit, as on the previous flight, went flawlesdy.

The seven-person crew was comprised of Brewster H. Shaw Jr.,
Commander, Bryan D. O'Connor, pilot, Mary L. Cleave, Sherwood C.
Spring and Jerry L. Ross, mission specialists and Roddfo Neri Vela
from Mexico and Charles Walker of McDonnell Douglas on his second
Shuttle flight, payload specialists

The primary objective of the misson was to deploy three communica:
tions satellites, the Mexican-owned Morelos-B, 2 for Australia and
Ku-2 owned and operated by RCA American Communications (RCA
Americom). All three satellites were deployed as planned and subse-
guently achieved their geosynchronous operating orbits.

Two experiments designed to test the feasibility of assembling erect-
able structures in space were carried out. These were the Experimen-
tal Assembly of Structures in Extravehicular Activity (EASE), a
geometric structure composed of beams and nodes shaped like an
inverted pyramid and the Assembly Concept for Construction of
Erectable Space Structures (ACCESS), which was atall tower con-
sisting of numerous small struts and nodes. The | (ljghtvv_a ght metal
structures were assembled by astronauts Ross and Spring during two
EVAswhich lasted 5 hours, 32 minutes and 6 hours, 38 minutes.
These activities were captured on film by the large-screen motion
picture camera, IMAX.

During the flight anload speciaist Walker again operated the
Continuous How Electrophoresis System experiment which was
designed to produce commercia pharmaceutical products in _
microgravity. Paﬂoaj specialist Rudalfo Neri Vela, of Mexico, carried
out a number of human physiology eX\oer_l ments. Another experiment,
the 3M's Diffuse Mixing of Organic Solutions (DMOS) was success-
fully operated, growing large, pure single crystals in microgravity. A
ganadl aneasponsored S canister to fabricate mirrors in space was
S0 tested.

STS 61-B was a 6-day, 21-hour, 4-minute, 49-sacond misson. Landing
occurred at 1:33 p.m. PST, December 3, 1985 on Runway 22 at Edwards
AFB.
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STS61-C

Misson 24 in the Sﬁa:e Shuttle program saw the Orbiter Columbia
return to flight for the first time since the STS9 mission in November
'19%3él _zictfter_undergm ng magor modifications by Rockwdl International
in Cdlifornia

The launch originally was scheduled for December 18, 1985 but the
closeout of an art Orbiter compartment was delayed and the mission
was rescheduled for the next day on December 19, 1985. The count-
down was stopped at T-14 seconds because of an out-of-tolerance
turbine reading on the right SRB's hydraulic system.

Another launch atteth on January 6, 1986 was terminated at T-31
seconds because a problem in avave in the liquid oxygen system
could not be fixed before the end of the launch window. Other launch
atteg‘lfts were made on January 7, 1986 that were scrubbed because
of bad weather at contingency landing sites, Dakar, Senega and
Moron, Spain. The launch on January 9, 1986 was delayed because of
a (Saroblem with a main engine prevalve and the launch on January
10, 1986 because of heavy rain in the launch area.

The launch finaly took place at 6:55 am. EST, on January 12, 1986
without complications.

The flight crew included Robert L. Gibson, Commander, Charles F.
Bolden, pilot, Franklin Chang-Diaz, Steven A. Hawley and George D.
Nelson mission specidists and Robert Cenker RCA Astro-Electronics
and U.S. Congressman Bill Nelson, payload specialists.

The primary objective of the mission was to deploy the Ku-1 commu-
nications satellite, the second in a planned series of geosynchronous
satellites owned and operated by RCA Americom. The deployment
was successful and the satellite eventuaIIY became operational. The
flight also carried alarge number of small experiments, including 13
GAS canisters devoted to investigations involving the effect of
microgravity on materials processing, seed germination, chemical
reactions, egg hatching, astronomy and atmospheric physics. Other
cargo included a Materials Science Laboratory-2 structure for experi-
ments involving liquid bubble suspension by sound waves, melting
and resolidification of metallic samples and containerless melting and
solidification of electrically conductive specimens. Another small
experiment carrier located in the payload bay was the Hitch-hiker G-
1 (HHG-1) with three experiments to 1) study film particlesin the
Orbiter environment, 2) test a new heat transfer syssemand 3)
determine the effects of contamination and atomic oxygen on ultravio-
let optics materials. There were aso four in-cabin experiments, three
of them part of the Shuttle Student Involvement Program.
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Finally, an experiment called the Comet Halley Active Monitorin
Program (CHAMP), consisti n? of a 35mm camerato photograph the
comet Halley through the &ft flight deck overhead window was not
successful because of battery problems.

Not only was the STS 61-C mission difficult to get df the ground, it
proved to be difficult returning back to Earth. A landing attempt on
January 16, 1986 was cancelled because of unfavorable weather at
Edwards AFB. Continued bad weather forced another wave-off the
following day, January 17, 1986. The flight was extended one more
day to provide for alanding opportunity at KSC on January 18, 1986,
in order to avoid time lost In an Edwards AFB landing and turn-
around. However, bad weather at the KSC landing site resulted in
still another wave-off.

Columbiafinaly landed at Edwards AFB AT 559 am. PST, on
January 18, 1986. Mission elgpsed time was 6 days, 2 hours, 3 min-
utes, 51 seconds.

STS51-L

The 25th mission in the Space Shuttle program, flown by the Chal-
lenger, ended tragically with the loss of its seven crew members and
destruction of the vehicle when it exploded shortly after launch.

The launch was the first from Pad B at KSC's Launch Complex 39
and occurred at 11:38 am. EST, on January 28, 1986. The flight had
been scheduled six times earlier but was delayed because of technical
problems and bad weather.

One minute, 13 seconds after liftoff, the vehicle exploded and was
destroyed.

All seven members of the crew were killed. They were Francis R.
Scobee, Commander, Michael J. Smith, pilot, Judith A. Resnik,
Ellison Onizuka and Ronald E. McNair, mission specialists, Gregory
Jarvis of Hughes Aircraft, payload specialist and S. Christa
McAuliffe, a New Hampshire teacher. She was the first Space Shuttle
passenger/observer to participate in the NASA Teacher in Space
Program and had planned to teach lessons during live television
transmissions.

The primary cargo was the second Tracking and Data Relay Satellite

(TDRS). Also on board was another Spartan free-flying module which
was to observe Halley's Comet.
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"Thefutureisnot free: thestory of all human progressisoneof
struggle against all odds. We learned again that this America which
Abraham Lincoln called thelast, best hope of man on Earth, was built
on heroismand noblesacrifice. It was built by men and women like
our seven star voyagers, who answer ed a call beyond duty, who gave
mor ethan wasexpected or required and who gaveit little thought of
worldly reward.”

President Ronald Reagan January 31, 1986
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NASA - Real Estate

LAUNCH SITES

CAPE CANAVERAL

The world famous space launch site has been home to everything
from the Apallo launches to the less publicized military missions and
will be the launch site for the Space Station due for launch in the
1990's. Its most imposing feature is the Vehicle Assembly Building or
VAB, originally designed to house the Saturn 5 moon rockets. The
hanger is so huge that the doors must remain closed to stop clouds
from forming inside! In contrast to Vandenberg, Canaveral assembles
their craft away from the launch site to minimalize atmospheric
damaﬂe, aprocess which alows them 24 Shuttle launches ayear. The
launches themselves are handled from Mission Control in Houston,
athough this may revert to Canaveral once Texas takes over respon-
sibility for the Space Station in the 1990's.

VANDENBURG AIR FORCE BASE

The second launch site after Cape Canaveral, Vandenberg saw its
first orbital launch in 1959 when an early spy satellite became the
first man-made object to reach a polar path. Since then it has seen
478 spaceflights, athough the Shuttle is its first manned pr(%ect.
Vandenberg was to be Discovery's dedicated site as early as 1985 but
this was unfortunately set back by the tragic loss of Challenger.
Although smaller than Canaveral, Vandenberg is now close to
being a fully independent launch site and is actualy preferable for
civilian reconnaissance satellites that require a low-inclination orbit.
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LANDING SITES | ndex

EDWARDSAIR FORCE BASE

This California base saw the very beginning of the re-usable space- A

craft program when the X-15, the first vehicle to confuse the line

between air and space craft, was released from a B-52 in 1959. At the ABOUT SPACE SHUTTLE 11
outset, the enormous dry lake bed was the main landing site for the ACTIONS 19

Shuttle program until the Kennedy Space Center began to be used in AFT 22

1984. It has seen every piece of drama, from the first test flights of AFT PANEL 51

the Flash Gordon-like lifting bodies of the fifties to the first nerve- AIR DATA SYSTEM 33, 71
wracking landing of the STS-1 Colombia less than twelve years | ater. :

AIRLOCK 44, 82
ALPHA MACH INDICATOR 37

ALTITUDE AND VERTICAL VELOCITY INDICATOR 36, 75

ZARAGOZA, SPAIN ATTITUDE DIRECTION INDICATOR 34, 74
The landing strip in Zaragoza, Spain is one of two main emergency AUDIO SYSTEM &8
strips used as back up by Houston in case of adverse weather condi- AUTOMAN 39
tions or orbital failure. Normally housing the 406th Tactical Flﬂhtlng AUXILIARY POWER UNITS 31, 61
Wing of the US Air Force, thislong strip of Northern Spainisthe
gguo desti natlﬁ)r;}f)][. a nequglele%unc ed FIUtt'I CIe in _lgﬂe %elwlt of TAL I B
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. : . : COMMANDER'SHUD 20
White Sands is an aternative to Edwards AFB as an AOA landing
strip, that is, when enough speed has been built up to take the COMMUNICATIONS 47, &8
Shuttle once around the Earth and back again. COMPLEXITY 26

CONTROLS AND INSTRUMENTATION 30
CREW COMPARTMENT 44, 82
CRT DISPLAY SYSTEM 53

D

DE-ORBIT [MM301-303] 102
DETAIL COMPLEXITY 13
DIGITAL AUTO-PILOT 38, 77

138 139



E

ELECTRICAL POWER DISTRIBUTION 92
EXTERNAL TANK 31, 68

FIRST STAGE [MM102] 98
FIXED VIEWS 27

FOOD 91

FORWARD PANEL 50
FRONT 22

G

GFORCE METER 38, 76
GAME SET P 12

GENERAL PURPOSE COMPUTERS [GPCs] 31, 55

GETTING STARTED 11
GOTO 22

GUIDANCE, NAVIGATION AND CONTROL 32, 69

H

HEAD UPDISPLAY 38, 77

HELPLEVEL 14, 27

HORIZONTAL SITUATION INDICATOR 35, 74
HOW TO QUICK START 6

INFO MENU 16
INSTRUMENT LANDING 32
INSTRUMENTS 33, 71

J
JETTISONING THE ARM 47, 86
K

KEY CONTROLS 7
KU BAND ANTENNA 47, 89

140

L

LANDING 48, 92

LANDING [MM305] 109
LANDING GEAR 48, 92
LANDING SITES 17

LAUNCH 30, 51

LAUNCH [MAJOR MODE 101] 93
LAUNCH SITES 17, 137

LEFT 23

LEFT PANEL 50

LIFE SUPPORT SYSTEM 61
LOADING SPACE SHUTTLE - THE SIMULATOR
LOCATIONS 90

LOG 15

LOG OPTIONS 27

LOG SAVE 29

LOWERAFT 25

M

MAIN MENU 11, 29

MAIN PROPULSION SYSTEM 31, 64
MANNED MANEUVERING UNIT 45, 86
MANUAL LANDING 110

MANUAL LAUNCH 93

MANUAL RE-ENTRY 109
MEDICINE 92

MET 26

MISC 29

MISSION ELAPSED TIME 91
MISSION PROCEDURES 93
MISSION PROFILES 112
MISSIONS 18

N

NASA - REAL ESTATE 137

NEW LOG 15

NORM/VERN 39

NORMAL LANDING SEQUENCE 102

141



@) RUNNING DEMO 11

ON-ORBIT MANEUVERS 44, 81 S

ORBIT INSERTION [MM104 AND MM105] 101

ORBITAL MANEUVERING SYSTEM 31, 58 SECOND STAGE [MM103] 100

ORBITER 11, 44, 81 SELECT 38

OVERHEAD 24 SET TIME OF DAY 14

OVERHEAD PANEL 51 SIMULATOR MENU 19
SITES 17

P SMOKE DETECTION AND FIRE SUPPRESSION 89
SOLID ROCKET BOOSTERS [SRBY 31, 66

PANELS 21 STANDARD END EFFECTOR 47, 85

PAUSE 29 START POSITION 12

PAYLOAD BAY 44, 83 SUMMARY OF PANELS 49

PAYLOAD BAY DOORS 44 SURFACE POSITION INDICATORS 38, 76

PAYLOAD BAY RADIATORS 45
PAYLOAD DEPLOYMENT 87
PAYLOAD DEPLOYMENT & RESCUE 46

PAYLOAD RESCUE 88 TACAN 33, 70
PILOT'SHUD 20 THRUST AND BRAKING 43, 80
PRE-LAUNCH SEQUENCE 94 TIME ADV 26
TIME OF DAY 26
Q TIME SKIP 20, 26
TIME SKIP SET 13
QUICK START GUIDE 4 TIMER ADVANCE 12, 20
QUIT 15 TRANSLATION 39
QUITTODOS 29 TRANSLATIONAL HAND CONTROLLERS 43, 79
R U
RADARALTIMETER 33, 73
RCS COMMAND LIGHTS 38, 76 USING THE SIMULATOR 3
RE-ENTRY [MM304] 107 V
REFERENCE SECTION 49
RELOAD 16 VIEWS 28
REMOTE MANIPULATOR SYSTEM 46, 84
REQUEST LANDING COMMS 21 W

REQUEST MISSION COMMS 20
RHC/PANEL ENABLE/INHIBIT 44, 78 WATER SPRAY BOILERS 51
RGHT 92 WINDOWS 26

RIGHT AFT 25

RIGHT PANEL 50

RMS CAMERAS 46

ROTATION 40

ROTATIONAL HAND CONTROLLERS 41, 78

RUDDER PEDALS 43, 79

142 . 143



Credits:

Published by:
Developed by:
Executive Producer:
U.S. Product Manager:
U.K. Product Manager:

Original Product Design:

Manual by:
Missions Guide:
Manual Editor:

Assistant Editors:

Box Design:

Programming by:

Graphics By:

QA

144

Virgin Games
Vektor Graphix

Dr. Stephen H. Clarke-Willson
David Luehmann
lan Mathias

Steve Clark
Alastair Swinnerton
David A. Luehmann
Lisa Marcinko
Angela Sagaser
David A. Luehmann
John E. Martin
Rose Dolton

Words and Pictures
Andrew Wright
Lauren Rifkin

lan Martin

Andy Craven
James Fisher
Dominic Robinson
Graeme Baird

Mark Griffiths
Derrick Austin

David Luehmann
John E. Martin





